
Purchaser's Signature _________________________ Date __________ Dealer's Signature ________________________ Date __________

PRE-DELIVERY SERVICE
CHECK AND ADJUST OR LUBRICATE AS REQUIRED

See Operator’s Manual for Details

Inspection Performed - Warranty and Safety Procedures Explained - Installation Complete

•  I have informed the Purchaser of this product of Warranty terms, provisions, and procedures that are applicable, reviewed the contents of the Operator’s Manual
including safety equipment, safe operation, and maintenance, reviewed the Safety Signs on implement (and tractor if possible), and  Purchaser’s responsibility to
train his operators in safe operation.

•  IMPLEMENTS : I have explained that Deflectors, Chain Guards, or Solid Skirts must be maintained in good repair and installed except in areas where persons,
vehicles, livestock, or other property will not be endangered by thrown objects and where such safety equipment would prevent the mower’s reasonable performance
of its assigned task.

•  DRIVELINES:  I have made certain that all driveline, gearbox, and other shields are in good repair and fastened securely in place to prevent injuries  from
entanglement or thrown objects.

•  HYDRAULIC MACHINES:   I have explained the necessity of using clean hydraulic oil, changing filters as instructed, stopping leaks, damage caused by
operating with over-heated oil, caring for hoses, using hoses of proper rating, the necessity of maintaining the specified operating pressure, and the potential hazard
of oil's penetrating the skin.

•  BOOM-TYPE or FOLDING-TYPE IMPLEMENTS:   I have explained that it is not possible to guard against thrown objects when the head is lifted off ground
and that operator is responsible to watch out for persons in the area.  I have explained that the lifted mower head or boom can contact overhead obstructions with
damage to cables and telephone lines and possible injury.  I have explained that the extended head or boom or retracted boom can contact power lines with resulting
electrocution injury or death and that operator is responsible for keeping clear of such hazards.

Dealer’s Signature ___________________________________Date______________
I have been instructed on the  paragraphs above, received and have been instructed in the contents of the Operator’s Manual including safety signs, safety
equipment, safe operation, maintenance, and the potential hazards of unauthorized alteration or modification of the product.  I have been informed of the warranty
provisions and know that the warranty is not in effect until this form is received by Alamo Group.
I understand the Implement Guarding statements above and the potential hazards of operating without such guards. I understand that the operator is responsible for
the safety of others in the area. I have examined the product and accept it as being complete and in satisfactory condition with all required guards.

Purchaser’s Signature ___________________________________Date______________
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LUBRICATION  & HYDRAULICS
o Gearbox Speed Increaser (Oil Levels)
o Hydraulic Oil Level (External. Tank)
o Tractor Hydraulic Oil Level
o Hydraulic Hoses (Not Kinked Tighten Connections)
o Front Pump Drive (Assembly Is Tight And Shaft Properly Aligned)

MOWER
o Spindle And Motor Bolts Properly Torqued
o Spindle Oil Level
o Blade Carrier Bolts Properly Torqued / Retaining Pin In Place
o Mower Cutting Height And Level Adjusted
o Belt Alignment And Tension Adjusted
o Cutting Shaft Bearings Lubricated
o All Hardware Properly Torqued
o Tire And Air Pressure / Lug Nuts (Correct Torque)
o Wheel Bearings (Check, Grease, And Preload)

ATTACHMENTS & INSTALLATION
o Deflectors Front And Rear
o Shredding Attachments
o Correct Blade Rotation Direction
o Axle Arms And Beams
o Tongue And Control Rods (Installed And Adjusted)
o All Bolts - Pins And Nuts (Proper Torque)

MOWER TO TRACTOR CONNECTION
o Draw Bar Length (Check And Set)
o A-Frame Pivot & Links
o Control Rods (Adjusted Equal)
o Axle Height (Adjusted)
o Cutting Height (Adjust)
o Mount Kit Pre-Operation Check Complete
o Mower Wing (Adjust Level With The Center)
o Mower Wing (Check For Proper Raising Operation)
o C.V. Drivelines (Check Max Turn Radius)
o Pull Type Hitch (Height Adjustment)
o Mounting Hardware Properly Torqued

SAFETY ITEMS
o Protective Shields (Operation And Installation)
o Driveline Clutch (Torque Limiter) (Adjust And Run In)
o Safety Decals (Installed)
o Operator’s Manual (Supplied)
o Tractor PTO Shield (Installed)
o S.M.V. Emblem (Installed If Needed)
o Neutral Safety & Cut - Off Switches
o Safety Tow Chain (Installed)

1.  PRINT FIRMLY.     2.  REMOVE WHITE COPY FOR CUSTOMER RECORDS.     3.  REMOVE YELLOW COPY FOR DEALERS RECORDS.     4.  MAIL LAST CARD POSTAGE FREE.

CUSTOMER COPY

A B





Purchaser's Signature _________________________ Date __________ Dealer's Signature ________________________ Date __________

PRE-DELIVERY SERVICE
CHECK AND ADJUST OR LUBRICATE AS REQUIRED

See Operator’s Manual for Details

Inspection Performed - Warranty and Safety Procedures Explained - Installation Complete

•  I have informed the Purchaser of this product of Warranty terms, provisions, and procedures that are applicable, reviewed the contents of the Operator’s Manual
including safety equipment, safe operation, and maintenance, reviewed the Safety Signs on implement (and tractor if possible), and  Purchaser’s responsibility to
train his operators in safe operation.

•  IMPLEMENTS : I have explained that Deflectors, Chain Guards, or Solid Skirts must be maintained in good repair and installed except in areas where persons,
vehicles, livestock, or other property will not be endangered by thrown objects and where such safety equipment would prevent the mower’s reasonable performance
of its assigned task.

•  DRIVELINES:  I have made certain that all driveline, gearbox, and other shields are in good repair and fastened securely in place to prevent injuries  from
entanglement or thrown objects.

•  HYDRAULIC MACHINES:   I have explained the necessity of using clean hydraulic oil, changing filters as instructed, stopping leaks, damage caused by
operating with over-heated oil, caring for hoses, using hoses of proper rating, the necessity of maintaining the specified operating pressure, and the potential hazard
of oil's penetrating the skin.

•  BOOM-TYPE or FOLDING-TYPE IMPLEMENTS:   I have explained that it is not possible to guard against thrown objects when the head is lifted off ground
and that operator is responsible to watch out for persons in the area.  I have explained that the lifted mower head or boom can contact overhead obstructions with
damage to cables and telephone lines and possible injury.  I have explained that the extended head or boom or retracted boom can contact power lines with resulting
electrocution injury or death and that operator is responsible for keeping clear of such hazards.

Dealer’s Signature ___________________________________Date______________
I have been instructed on the  paragraphs above, received and have been instructed in the contents of the Operator’s Manual including safety signs, safety
equipment, safe operation, maintenance, and the potential hazards of unauthorized alteration or modification of the product.  I have been informed of the warranty
provisions and know that the warranty is not in effect until this form is received by Alamo Group.
I understand the Implement Guarding statements above and the potential hazards of operating without such guards. I understand that the operator is responsible for
the safety of others in the area. I have examined the product and accept it as being complete and in satisfactory condition with all required guards.

Purchaser’s Signature ___________________________________Date______________
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LUBRICATION  & HYDRAULICS
o Gearbox Speed Increaser (Oil Levels)
o Hydraulic Oil Level (External. Tank)
o Tractor Hydraulic Oil Level
o Hydraulic Hoses (Not Kinked Tighten Connections)
o Front Pump Drive (Assembly Is Tight And Shaft Properly Aligned)

MOWER
o Spindle And Motor Bolts Properly Torqued
o Spindle Oil Level
o Blade Carrier Bolts Properly Torqued / Retaining Pin In Place
o Mower Cutting Height And Level Adjusted
o Belt Alignment And Tension Adjusted
o Cutting Shaft Bearings Lubricated
o All Hardware Properly Torqued
o Tire And Air Pressure / Lug Nuts (Correct Torque)
o Wheel Bearings (Check, Grease, And Preload)

ATTACHMENTS & INSTALLATION
o Deflectors Front And Rear
o Shredding Attachments
o Correct Blade Rotation Direction
o Axle Arms And Beams
o Tongue And Control Rods (Installed And Adjusted)
o All Bolts - Pins And Nuts (Proper Torque)

MOWER TO TRACTOR CONNECTION
o Draw Bar Length (Check And Set)
o A-Frame Pivot & Links
o Control Rods (Adjusted Equal)
o Axle Height (Adjusted)
o Cutting Height (Adjust)
o Mount Kit Pre-Operation Check Complete
o Mower Wing (Adjust Level With The Center)
o Mower Wing (Check For Proper Raising Operation)
o C.V. Drivelines (Check Max Turn Radius)
o Pull Type Hitch (Height Adjustment)
o Mounting Hardware Properly Torqued

SAFETY ITEMS
o Protective Shields (Operation And Installation)
o Driveline Clutch (Torque Limiter) (Adjust And Run In)
o Safety Decals (Installed)
o Operator’s Manual (Supplied)
o Tractor PTO Shield (Installed)
o S.M.V. Emblem (Installed If Needed)
o Neutral Safety & Cut - Off Switches
o Safety Tow Chain (Installed)

1.  PRINT FIRMLY.     2.  REMOVE WHITE COPY FOR CUSTOMER RECORDS.     3.  REMOVE YELLOW COPY FOR DEALERS RECORDS.     4.  MAIL LAST CARD POSTAGE FREE.

DEALER COPY
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Purchaser's Signature _________________________ Date __________ Dealer's Signature ________________________ Date __________

PRE-DELIVERY SERVICE
CHECK AND ADJUST OR LUBRICATE AS REQUIRED

See Operator’s Manual for Details

Inspection Performed - Warranty and Safety Procedures Explained - Installation Complete

•  I have informed the Purchaser of this product of Warranty terms, provisions, and procedures that are applicable, reviewed the contents of the Operator’s Manual
including safety equipment, safe operation, and maintenance, reviewed the Safety Signs on implement (and tractor if possible), and  Purchaser’s responsibility to
train his operators in safe operation.

•  IMPLEMENTS : I have explained that Deflectors, Chain Guards, or Solid Skirts must be maintained in good repair and installed except in areas where persons,
vehicles, livestock, or other property will not be endangered by thrown objects and where such safety equipment would prevent the mower’s reasonable performance
of its assigned task.

•  DRIVELINES:  I have made certain that all driveline, gearbox, and other shields are in good repair and fastened securely in place to prevent injuries  from
entanglement or thrown objects.

•  HYDRAULIC MACHINES:   I have explained the necessity of using clean hydraulic oil, changing filters as instructed, stopping leaks, damage caused by
operating with over-heated oil, caring for hoses, using hoses of proper rating, the necessity of maintaining the specified operating pressure, and the potential hazard
of oil's penetrating the skin.

•  BOOM-TYPE or FOLDING-TYPE IMPLEMENTS:   I have explained that it is not possible to guard against thrown objects when the head is lifted off ground
and that operator is responsible to watch out for persons in the area.  I have explained that the lifted mower head or boom can contact overhead obstructions with
damage to cables and telephone lines and possible injury.  I have explained that the extended head or boom or retracted boom can contact power lines with resulting
electrocution injury or death and that operator is responsible for keeping clear of such hazards.

Dealer’s Signature ___________________________________Date______________
I have been instructed on the  paragraphs above, received and have been instructed in the contents of the Operator’s Manual including safety signs, safety
equipment, safe operation, maintenance, and the potential hazards of unauthorized alteration or modification of the product.  I have been informed of the warranty
provisions and know that the warranty is not in effect until this form is received by Alamo Group.
I understand the Implement Guarding statements above and the potential hazards of operating without such guards. I understand that the operator is responsible for
the safety of others in the area. I have examined the product and accept it as being complete and in satisfactory condition with all required guards.

Purchaser’s Signature ___________________________________Date______________
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LUBRICATION  & HYDRAULICS
o Gearbox Speed Increaser (Oil Levels)
o Hydraulic Oil Level (External. Tank)
o Tractor Hydraulic Oil Level
o Hydraulic Hoses (Not Kinked Tighten Connections)
o Front Pump Drive (Assembly Is Tight And Shaft Properly Aligned)

MOWER
o Spindle And Motor Bolts Properly Torqued
o Spindle Oil Level
o Blade Carrier Bolts Properly Torqued / Retaining Pin In Place
o Mower Cutting Height And Level Adjusted
o Belt Alignment And Tension Adjusted
o Cutting Shaft Bearings Lubricated
o All Hardware Properly Torqued
o Tire And Air Pressure / Lug Nuts (Correct Torque)
o Wheel Bearings (Check, Grease, And Preload)

ATTACHMENTS & INSTALLATION
o Deflectors Front And Rear
o Shredding Attachments
o Correct Blade Rotation Direction
o Axle Arms And Beams
o Tongue And Control Rods (Installed And Adjusted)
o All Bolts - Pins And Nuts (Proper Torque)

MOWER TO TRACTOR CONNECTION
o Draw Bar Length (Check And Set)
o A-Frame Pivot & Links
o Control Rods (Adjusted Equal)
o Axle Height (Adjusted)
o Cutting Height (Adjust)
o Mount Kit Pre-Operation Check Complete
o Mower Wing (Adjust Level With The Center)
o Mower Wing (Check For Proper Raising Operation)
o C.V. Drivelines (Check Max Turn Radius)
o Pull Type Hitch (Height Adjustment)
o Mounting Hardware Properly Torqued

SAFETY ITEMS
o Protective Shields (Operation And Installation)
o Driveline Clutch (Torque Limiter) (Adjust And Run In)
o Safety Decals (Installed)
o Operator’s Manual (Supplied)
o Tractor PTO Shield (Installed)
o S.M.V. Emblem (Installed If Needed)
o Neutral Safety & Cut - Off Switches
o Safety Tow Chain (Installed)

BEFORE MAILING WARRANTY CARD, MAKE SURE ALL INFORMATION IS LEGIBLE

Do not tear. Do not tear.
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ALAMO INDUSTRIAL
PO BOX 549

SEGUIN   TX   78156-9967

An Alamo Group Company

Please fold (do not tear), tape, and drop in any mailbox.

PLEASE FILL OUT OWNER WARRANTY REGISTRATION INFORMATION

SIGN, AND DROP LAST COPY IN ANY MAILBOX.

IMPORTANT!
TO PLACE THIS WARRANTY IN EFFECT,

THIS WARRANTY REGISTRATION MUST BE
FILLED OUT, SIGNED, AND MAILED WITHIN 30
DAYS OF DELIVERY DATE OF THIS MACHINE.

DEALER AND PURCHASER MUST SIGN.

ATTENTION:  ANY CLAIM SUBMITTED TO ALAMO INDUSTRIAL ®

WILL BE REFUSED UNTIL COMPLETED, SIGNED
WARRANTY REGISTRATION CARD IS ON FILE.



© 2013 Alamo Group, Inc.

ALAMO INDUSTRIAL
1502 E. Walnut
Seguin, Texas 78155
830-372-9595

An Operator's Manual was shipped with the equipment in the Manual Canister. This Operator's 
Manual is an integral part of the safe operation of this machine and must be maintained with 
the unit at all times. READ, UNDERSTAND, and FOLLOW the Safety and Operation Instructions 
contained in this manual before operating the equipment. If the Operator's Manual is not with 
the equipment, contact your dealer or Alamo Industrial (800-356-6286) to obtain a Free copy 
before operating the equipment.

Rev 04-13 Part No. 02277000

Operator’s Manual with Parts Listing

Exten-A-Kut
Flail



TO THE OWNER/OPERATOR/DEALER
All implements with moving parts are potentially hazardous.  There is no substitute for a cautious, safe-minded
operator who recognizes the potential hazards and follows reasonable safety practices.  The manufacturer has
designed this implement to be used with all its safety equipment properly attached to minimize the chance of
accidents.

BEFORE YOU START!! Read the safety messages on the implement and shown in your manual.
Observe the rules of safety and common sense!

WARRANTY INFORMATION:

Read and understand the complete Warranty Statement found in this Manual.  Fill out the Warranty
Registration Form in full and return it within 30 Days.  Make certain the Serial Number of the Machine is
recorded on the Warranty Card and on the Warranty Form that you retain. The use of "will-fit" parts will void
your warranty and can cause catastrophic failure with possible injury or death.
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© 1994 Alamo Group Inc.
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SAFETY

Safety Section 1-2EK/08-94

© 1994 Alamo Group Inc.

DANGER! There are obvious and hidden potential hazards involved in the operation of this implement.  Serious
injury or death may occur unless care is taken to insure the safety of both the operator and any other
persons in the area.  KEEP CLEAR

The following is a list of some safeguards which should be followed.  Serious injury or death  may occur unless care is taken.

WARNING! Never  operate the tractor or Cutter until you have read and completely understand this manual, the
Tractor Operator's Manual, and each of the Safety Messages found on the decals on the tractor  and
mower.

DANGER!

DANGER!

WARNING!

DANGER!

 Mowers are capable under some  conditions of  throwing  objects for  great distances  and inflicting
serious injury or death.   Follow Safety messages carefully.
STOP MOWING IF PASSERBY ARE WITHIN 100 YARDS UNLESS:
-Front and Rear Deflectors, or Chain Guards, or Bands are installed and in good, workable condition.
-Mower sections are running close to and parallel to the ground without exposed Blades.
-Passersby are outside the existing throw-object zone.
-All areas have been thoroughly inspected and all foreign material such as rocks, cans, glass, and
general debris has been removed.
NOTE:  Where there are grass and weeds high enough to hide debris that could be struck by the blades,
the area should be inspected and large debris removed, mowed at an intermediate height, inspected
closely with any remaining debris being removed, and mowed again at desired final height.  (This will
also reduce power required, reduce wear and tear on the Mower drivetrain, spread cut material better,
eliminate streaking, and make the final cut more uniform.

Extreme care should be taken when operating near loose objects such as gravel, rocks, and debris.
These  objects should be removed or avoided to prevent injury from thrown objects.

The rotating parts of this machine have been designed and tested for rugged use.  However, they could
fail upon impact with heavy solid objects such as steel guard rails, concrete abutments, etc., causing
them to be thrown  at very high velocities.  Never allow the cutting blades to contact such obstacles.

The operator and all support personnel should wear "Safety Shoes",  “ Hard Hats”, and “Safety
Glasses” at all times to protect them against falling objects and items thrown by the machine.

DANGER! NEVER ALLOW CHILDREN TO OPERATE OR RIDE ON THE TRACTOR OR CUTTER.
Usually, 16-18 year-old children who are mature and responsible can operate the cutter with
reasonable safety if they have read Operator's Manual, been trained in safe operation of the
machine, and are physically large and strong enough to reach and operate the controls easily.
Never allow riders on either tractor or Cutter.  Falling off can kill.

Si no lee Ingles, pida ayuda a alguien que si lo lea
para que le traduzca las medidas de seguridad.

 LEA EL
INSTRUCTIVO!

!

PELIGRO!

!



SAFETY

Safety Section 1-3EK/08-94

© 1994 Alamo Group Inc.

Objects such as wire, cable, rope, chains, etc., can become entangled in the operating parts of the
Mower  Head. These items could then swing outside the housing at greater velocities than the blades
creating an extremely dangerous condition.  Inspect the cutting area for such objects prior to mowing.
Never allow the Cutting Blades to contact such items.

WARNING!

DANGER! Do not operate the machine with hydraulic oil leaking.  Oil is expensive, & its presence could present
a hazard.  Do not checks for leaks with your hand--use cardboard.  High-pressure oil can penetrate
the skin and cause  GANGRENE.  If oil does penetrate the skin, have it surgically removed at once
by a surgeon knowledgeable  in this procedure.

To unhitch mower from tractor, unfold cutting head level with ground.  Lower hitch until head is on the
ground.  Turn off PTO and apply the brake.  Remove key and dismount carefully.  Adjust stand to
support hitch in place.  Lower DB150 hitch completely onto stand.  Operate hydraulic levers several
times to remove pressure from the system.  Detach hydraulic hoses from tractor and support hoses
ends out of dirt.  Detach top link and both lower links or lower  "quick-tach hitch" to disconnect  DB150
from tractor hitch.  Refer to manual to remove pump and speed increaser from tractor, if needed.

Never allow riders on the tractor.  Never lift a person with the Mower Head.  KEEP BYSTANDERS
CLEAR.

Inspect the entire machine periodically as indicated in the operator’s checklist.  Look for loose bolts,
worn or  broken parts, pinched hydraulic hoses, and leaky or loose fittings.  Make sure all pins have
cotter pins and  washers.  Serious injury may occur from not maintaining this machine in good working
order.

Do not mount tractor when tractor is moving.  Avoid serious injury or death from contact with the rotating
tires.   Mount and dismount the tractor only when it is completely stopped.

The mower head and framework changes the balance of the machine in transport.    Be especially
careful when  transporting on slopes.  Never turn uphill in transport except at very slow speed and a
low rate of turn.  Never  transport or operate this machine on steep slopes.  BE CAREFUL.

This is a rear-mounted implement which removes weight from front wheels and can cause less of
steerage with possible overturn.  Add front end weight until 20% of tractor original weight is on front
wheels when boom is in transport position for steering safety and prevention of bodily injury.  Transport
slowly on rough surface to prevent bouncing front wheels off surface with loss of steerage and possible
injury.

Always maintain the safety decals in good readable condition.  If the Decals become damaged or
unreadable,  reorder them immediately.

In addition to the design and configuration of this implement, including Safety Signs and Safety
Equipment, hazard control and accident prevention are dependent upon the awareness, concern
prudence, and proper training of personnel involved in the operation, transport, maintenance, and
storage of the machine.  Refer also to Safety Messages and operation instruction in each of the
appropriate sections of the Tractor and Mower Manuals.  Pay close attention to the Safety Signs
affixed to the Tractor and Mower.

DANGER!

WARNING!

WARNING!

DANGER!

DANGER!

DANGER!

DANGER!

DANGER!



SAFETY

Safety Section 1-4EK/08-94

© 1994 Alamo Group Inc.

DANGER! When the front guard has been removed for cutting high weeds, the BLADES ARE EX-
POSED and increased caution must be observed - as is called out in the following SPECIAL
SAFETY MESSAGES:

A.      Always INSTALL THE  SHORT RUBBER/FABRIC DEFLECTORS  contained
in the packing box in place of the guard.  This reduces the possibility of
INJURY FROM THROWN OBJECTS .
B.    When this guard is removed, the BLADES ARE EXPOSED  outside of the
housing.  AT OPERATION SPEED THE BLADES ARE NOT VISIBLE and
can cause SERIOUS BODILY INJURY OR EVEN DEATH INSTANTLY
from cutting and greatly increase the HAZARD OF INJURY FROM THROWN
OBJECTS . Never approach the machine unless the PTO has been
disengaged, the engine turned off, key has been removed, and all sight and
sound of motion has been over for AT LEAST 60 SECONDS.
C.    Never operate the mower with the frame guard removed when persons are
within the thrown objects area (100 yards or more). STAY ALERT!
D.    Never trim trees or cut brush any LARGER THAN  1-1/2" IN DIAMETER.
Cutting larger brush may cause failure of the blades or other rotating parts

which could be thrown  out with great force, will certainly void the warranty on
the machine, and could cause SERIOUS INJURY OR EVEN DEATH.

PROLONGED EXPOSURE TO LOUD NOISE MAY CAUSE PERMANENT HEARING LOSS!
Tractors with or without Mowers attached can often be noisy enough to cause permanent, partial
hearing loss. We recommend that you wear hearing protection on a full-time basis if the noise in the
Operator’s position exceeds 80db.  Noise over 85db on a long-term basis can cause severe hearing
loss.  Noise over 90db adjacent to the Operator over a long-term basis may cause permanent, total
hearing loss.  Note:  Hearing loss from loud noise [from tractors, chain saws, radios, and other such
sources close to the ear] is cumulative over a lifetime without hope of natural recovery.

CAUTION!

Never work under the cutterhead, the framework, or any lifted component unless machine
is securely supported or blocked up to prevent sudden or INADVERTENT FALLING  which
could cause SERIOUS INJURY OR EVEN DEATH.

DANGER!

Do not transport with the mower extended out to the side.  ALWAYS FASTEN THE HEAD
IN THE VERTICAL POSITION  securely to prevent its falling in case of a hydraulic failure.

WARNING!

The rotating parts of  this machine continue to rotate even after the control valve has
been turned off. The operator should remain in his  seat for 60 seconds  after the brake
has been set, the PTO has been disengaged, the tractor has been turned off, and all
evidence of rotation has ceased.

WARNING!

When the mower is extended to the side (working position) of the tractor, it exerts an
OVERTURN FORCE on the tractor to the right.  Extreme caution should be used when
operating  on slopes and close to ditch banks. Bodily  harm  or death could result from
tractor's tipping over. DO NOT OPERATE WITHOUT ROPS AND WITH SEAT BELTS
FASTENED!

WARNING!
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Unload all hydraulic actuators prior to doing any maintenance.  To do this, set the Cutter head on the
ground, then kill the tractor engine.  Push and pull the Lift and Tilt Control Valves in and out several
times to remove pressure.    Do not work under raised Boom or Head unless components are securely
blocked up to prevent inadvertent  dropping.

DANGER!

Make certain that SMV sign is installed and clearly visible.  Use flashing warning lights
and follow all local traffic regulations.

WARNING!

This is only a partial list of safety precautions to follow. Perhaps the best general rules to
follow are:  Know you machine, stay alert, use common sense, and be aware of the
potential hazards involved in operating this machine.

WARNING!

WARNING!

DANGER! Operate the  mower  only  with a tractor equipped  with an approved roll-over-protection system - ROPS.
Always wear approved seat belts whenever the tractor or mower is running.  Serious injury or death
could  result from falling off the tractor seat.   Do not alter ROPS structure.

Before leaving the tractor seat, always disengage the PTO.  Turn the tractor engine off, and wait for
all  moving parts to stop.  Place the tractor shift lever into a low range gear or park to prevent the tractor
from rolling.   Never mount or dismount a moving tractor.  Operate the tractor controls from the tractor
seat only.
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ITEM PART NO. QTY LEVEL DESCRIPTION

1 00725746 1 PELIGRO Get Manual Translated
2 02967827 2 DANGER Multiple Hazard
3 00753840 1 DANGER Folding Wing
4 00769736 1 WARNING Use/Repair Shields & Guards
5 00756059 1 DANGER Leak Detection
6 00769737 2 DANGER Cutting Blades/Thrown Objects
7 02925100 1 CAUTION Genuine Parts, Alamo Rotary
8 02958241 1 DANGER Boom Machine Multiple Hazard
9 02962765 1 DANGER Pinch Point, Crushing
10 02965262 1 WARNING Oil Penetration, Hose Bursting
11 999001 1 CAUTION Use Adequate Front Weight
12 D103 1** INSTRUC 540RPM Operation

D114 1** INSTRUC 1000RPM Operation
13 03200347 * REFLCTR Slow Moving Vehicle (SMV)
14 99203 2 REFLCTR Red Reflective Tape
15 99204 2 REFLCTR Yellow Reflective Tape
16 00763977 1 INSTRUC Notice to Owner
17 02966305 1 INSTRUC Use Universal Tractor Hydraulic Oil
18 02964509 1 INSTRUC Storage Instructions
19 02965093 2 INSTRUC Do Not Overspeed Engine
20 00757139 2 LOGO Alamo by TK, 5 x 19
21 00757140 2 LOGO Alamo, 13 x 16
22 nfs 1 SER PLT Extend-A-Kut Serial Plate

* Furnished by Tractor Manufacturer
** Use one or  the other. Select correct speed of operation

SAFETY DECAL LOCATION
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1-- 00725746

2-- 02967827 see inside front cover
14-- 99203 red reflector
15-- 99204 yellow reflector

3-- 00753840

4-- 00769736

5-- 00756059

13-- 03200347

21- - 00767140
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6-- 00769737

7-- 02925100

9-- 02965262

10-- 02965262

12-- D103

12-- D114
16-- 00763977
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8-- 02958241

17-- 02966305

18-- 02964509

11-- 999001

      20- - 00757139

19-- 02965093
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This Rotary Mower is designed with care and built with quality materials by skilled workers.  Proper assembly,

maintenance, and operating practices, as described in this manual, will help the owner/operator get years of

satisfactory service from the machine.

The purpose of this manual is to familiarize and instruct. The Parts Listing section is designed to familiarize the

owner/operator with replaceable parts on the Mower.  This section provides exploded assembly drawings of each

mower component illustrating each piece and the corresponding part number.

Careful use and timely service saves extensive repairs and costly downtime losses.  The Operation and

Maintenance Sections of the manual train the owner/operator how to work the Mower correctly and attend to

appropriate maintenance.  The Trouble Shooting Guide helps diagnose difficulties with mower and offers solution to

the problems.

Safety is of primary importance to the owner/operator and to the manufacturer.  The first section of this manual

includes a list of Safety Messages, that, if followed, will help protect the operator and bystanders from injury or

death.  Many of the Safety Messages will be repeated throughout the manual.  The owner/operator/dealer should

know these Safety Messages before assembly and be aware of the hazards of operating this mower during

assembly, use, and maintenance.  The Safety Alert Symbol combined with a Signal Word, as seen below, is

intended to warn the owner/operator of impending hazards and the degree of possible injury faced when operating

this machine.

The lowest level of Safety Message; warns of possible minor injury.  Decals located
on the Mower with this Signal Word are Black and Yellow.

Serious injury or possible death!  Decals are Black and Orange.

Imminent death/critical injury.  Decals are Red and White.

CAUTION

WARNING

DANGER
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DANGER

WARNING

Your EXTEN-A-KUT mower is designed for  mowing, ditchbanks, pond embankments, weeds, and grass or other
agricultural applications that may apply.   With a reasonable amount of preventive maintenance, your Mower will
provide years of dependable service.

For Non-Agricultural use, OSHA, ASAE, SAE, and ANSI standards require the
use of Chain Guards, Deflectors, or Solid Skirts at all times.  The Mower
manufacturer strongly recommends the use of Chain Guards or Solid Skirts for
Agricultural purposes as well, to reduce the risk of property damage, serious
bodily injury, or even death from objects thrown out by or from contact with the
Cutting Blades.

At least 20% or the tractor’s weight must be on the front tires with the Mower lifted
to provide adequate traction for safe steering under good conditions.  Slow
down on hills, rough terrain, and curves.

Front and rear  and left and right are determined by the normal direction of travel, the same as driving an automobile.
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ATTENTION OWNER/OPERATOR

BEFORE OPERATING THIS MACHINE:

1.  Carefully read the Operator’s Manual, completely understand the Safety Messages and

instructions, and know how to operate correctly both the tractor and Mower.

2.  Fill out the Warranty Card in full.  Be sure to answer all questions, including the Serial Number

of the Mower. Mail within 30 days of delivery date of this implement.

NOTE:  Warranties are honored only if completed “Owner Registration and Warranty” forms are

received by Alamo Group within thirty days of delivery of the mower.

3.  Record the Mower Model and Serial Numbers on the Warranty page at the front of the

Operator’s Manual.  Keep this as part of the permanent maintenance file for the Mower.
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R 8-31-93

I. KEEP NUTS AND BOLTS TIGHT.

A. Most fasteners on the Ditch Bank Mower will stay tight and therefore need only periodic checking.  However,
the following fasteners are important and should receive special attention:

Spindle Housing Nuts: Torque to 400 FT/LBS
Blade Bolts: Torque to 250 FT/LBS
Blade Bar Bolts: Torque to 400 FT/LBS

THESE NUTS AND BOLTS NEED TO BE CHECKED DAILY FOR TIGHTNESS.

II.

A. If the spindle is loose, remove the hydraulic motor from the spindle housing and tighten.  Tighten the first
nut closest to the bearing until the bearing will not move.  Then, loosen the nut until the bearing is just free
to turn. Finally, tighten the jam nut to lock and bend ears on locking washer.

III. MAINTAIN THE PROPER ENGINE SPEED.  THE ENGINE SHOULD BE OPERATED AT THE SPEED
NECESSARY TO YIELD 540 RPM OR 1000 RPM AT THE PTO FOR REAR-MOUNTED PUMPS WITH SPEED
INCREASER.

IV. DO NOT “RIDE THE CLUTCH” ON THE TRACTOR TO REDUCE GROUND SPEED.

V. DO NOT OPERATE MOWERS AT SPEEDS EXCEEDING 2 MPH EVEN ON SMOOTH TERRAIN.  DO NOT CUT
BRUSH OR LIMBS LARGER THAN 2" OD.

VI. READ THE OPERATOR’S MANUAL AND UNDERSTAND IT THOROUGHLY.

VII. LUBRICATION

A. The mower and frame must be serviced daily to achieve the best operation and longest life.  Two pumps
of good quality grease from a hand grease gun in all grease fittings should be sufficient.

B. Lubricate tilt cylinder, and pins, and offset kingpins.

C. Lubricate and inspect the spindle housing daily.  Remove one of the Fill/overflow plugs on the spindle
housing and add SAE EP 90 weight oil until the oil level is at the bottom of the hole.  The mower head

should be level with the ground when checking this oil level.  Check the bottom seal on the spindle to insure
oil is not leaking past this seal.

VIII. HYDRAULIC OIL, FILTERS, AND COMPONENTS

A. Filters and Oil - Change the return line and suction filters after the first 200 hours of operation.  Change
the filters again at 700 hours; then, change the oil and filters at 1600 hours.  After that, continue to change
the filter every 800 hours and the oil every 1600 hours.  Hydraulic oil to be Universal Tractor Hydraulic.  Speed
increaser and Spindle Housing SAE 80w 90wt.  Use the above procedures as part of good filter maintenance
program.

B. Between filter changes, monitor condition of filter by reading pressure gauge mounted on filter on top of
the tank.  If pressure reads 15psi or greater at operating engine R.P.M. filter element should be changed.

C. Keep all hoses and adapters tight.  Repair any leaks immediately.

D. Check the hydraulic oil level daily.
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IX. BLADE CARE

Check the blaces and blade bolts daily for tightness and cracks. Blades should be
replaced when  they are worn excessively, bent or deformed.

CAUTION: Blades should always be replaced in pairs. Blades of diffrent weights (even by a little more
than  an ounce) can cause serious imbalance and damage to the machine and personnel.
When replacing blades, take care to replace the blade bolts, bushings, nuts and washers.

HYDRAULIC CYLINDER NOT WORKING - Check level of hydraulic fluid (see sight
gauge on tank). Check to see if pump is functioning properly by attempting to use
another cylinder or pressure gauge. If pump is working properly, check the pressure on
the line. The relief valve may be bypassing fluid at too low of pressure. If cylinder is still
not functioning properly , check the line for stoppage. The pistons in hydraulic cylinders
are virtually trouble-free, but occasionally one will have a scored wall and allow oil to
flow around the piston. In this case, replace the cylinder.

HYDRAULIC MOTOR NOT WORKING - Check lines for kinks or pinched places. if the
motor is "bogging down" under load, recheck the relief valve setting on the cutter valve
- 2000 PSI.

 HYDRAULIC VALVE - Failure in the hydraulic system are almost always caused by
other elements in the system other than the valve; so the entire system should be
checked before the valve is changed.  A malfunction in any hydraulic valve section (but
not the replacement of the valve bank) should be replaced entirely since the insides are
honed to fit individually. Attachments such as the relief valves and detent may be
serviced individually.

STRUCTURAL MEMBERS - Failure in structural members generally results from rough
treatment. While they are constructed to withstand abuse, they  cannot be strong
enough to withstand abnormal abuse.  The factory does not  warranty these parts to any
extend other than in normal use in grass, weeds, and brush up to 2" in diameter.

EXCESSIVE VIBRATION - Check the blade bar and blades for damange. Check the
blade bar for accumulated debris. If the cause of excessive vibration cannot be located,
DO NOT OPERATE,  but contact Alamo Group.

A.

E.

D.

C.

B.

NOTE: Refer to Parts Section on valve bank for settings on individual relief cartiges.

X. TROUBLE SHOOTING
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This mower was designed to fill your mowing needs and was built to give you the utmost in long life and trouble-
free service. For best results, please observe the suggestions and precautions given below:

1. Engage PTO at a low engine RPM and speed engine up after blades are fully engaged. Never
engage PTO at a high engine RPM. This could case damage to the PTO as well as the drivelines.

2. Always run the machine at the highest  position which will enable you enable you to obtain the
desired cutting results. Allowing the blades to cut into the ground will cause wear and undue strain

on the mower frame and mower components.

3. If you are mowing in conditions of heavy growth or rough ground where the blades cut into the
ground and the tractor engine slows down, do not slip the clutch to allow the engine to speed up and
engage the clutch again. This procedure exerts tremendous strain on the driveline of the tractor and

mower. Always disengage the power take off and move forward or backward until the machine is
clear.

4. The Extend-A-Kut Rotary mower is designed with free-swinging Blades. This feature reduces the
amount of shock transmitted to other components. Always make sure the blade can sing freely on the blade
bar.

5. The mower should be operated at an engine speed that turns the PTO at 540 RPM. The mower is
designed to run at  that speed.  Higher or lower PTO speed can increase the load on the PTO
and clutch and cause premature failure of the driveline. Always run the tractor at a speed to give the 540 RPM
PTO Speed.

6. The standard three-point lift mower is equipped with category 1 system by changing these pins.
Front end weights  will be need to operate this mower on some tractors.

7. When cutting foliage and fine shredding is desired, run the mower, level or slightly lower in the rear
so as to keep the material in the mower untill it is shredded. This will require more power but will
shred better. When cutting heavy foliage and fine shredding is not desired, raise the rear of the
mower. This allows the high volume of material to discharged and requires much less power.

8. Do not ride the clutch on the tractor. Mow in appropriate gears to give the correct ground speed.
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Before operating your Extend-A-Kut, make sure it is properly lubricated and thoroughly inspected.  Only a
minimum of time and effort is required to regularly lubricated and maintain this machine to provide long life and
trouble free operation.

LUBRICATION INFORMATION

Do not let excess grease collect on or around parts, particularly when operatiing in sandy areas.  The
accompanying illustration shows lubrication points.  The chart gives the frequency of lubrication in hours, based on
normal operating conditions.  Severe or unusual conditions may require more frequent lubrication.

LUBRICATION

The Extend-A-Kut must be serviced daily to achieve the best operation and longest life. Good quality grease from
a hand grease gun in all grease fittings should be sufficient.

ITEM DESCRIPTION FREQUENCY

1 Linkage Attachment 8 hours
2 Head Attachment Pin 8 hours
3 Boom Linkage Pin 8 hours
4 Tilt Cylinder Pivot 8 hours
5* Spindle Assembly 8 hours
6 Boom Sleeve 8 hours

*NOTE:  Pump grease into Spindle Assembly until it runs out of weep hole.

6

5

4

3

2

3

1
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HYDRAULIC OIL, FILTERS, AND COMPONENTS

Filters and Oil - Change the return filter tank and suction filters after the first 200 hours of operation.  Change the
filters again at 800 hours; then, change the oil and filters at 1600 hours.  After that, continue to change the filter
every 800 hours and the oil every 1600 hours.  Hydraulic oil to be used is, Universal Tractor Hydraulic.  Speed
Increaser uses SAE 80w 90 wt. gear oil and the spindle uses "000" Grease Alamo #00765444, Mobil "000" EP023,
or equivalent.  Use the above procedures as part of a good filter maintenance program.

Keep all hoses and adapters tight.  Repair any leaks immediately.  Do not overtighten hose end fittings.  Tighten to
specifications only. (See Chart Below)

To check the grease level in the spindle, tilt the head of the unit on its side (vertical) until the spindle housing is
level.  Remove the filler plug and the check plug.  At this point the oil should be flush with the bottom of the check
plug hole.  (Figure 3)

Check the hydraulic oil level daily.

R 6-9-94

CHECK PLUG

FILLER PLUG

*  Straight threads do not always seal better when higher torques are
used.  Too much torque causes distortion and may lead to leakage.

VALUE*
(FT.LBS.)

12
19
38
54
75
100
133
167
233

TORQUE
(IN.LBS.)

140
230
450
650
900
1200
1600
2000
2800

NOMINAL
SIZE (IN.)

1/4
3/8
1/2
5/8
3/4
1
1-1/4
1-1/2
2

DASH
SIZE

-4
-6
-8
-10
-12
-16
-20
-24
-32

RECOMMENDED HOSE END TORQUE VALUES FOR
37 DEGREE ANGLE STEEL HOSE END FITTINGS

FIGURE 3
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BLADE SERVICING

Inspect blades before each use to determine that they are properly installed and in good condition.  Replace any
blade that is bent, excessively nicked, worn, or has any other damage.  Small nicks can be ground out when
sharpening.

IMPORTANT!   When sharpening blades, grind each blade the same amount to maintain balance.  The
difference in blade weights should not exceed 1 ounce.  Unbalanced blades will cause excessive vibration which
can damage gear box bearings.  Vibration may also cause structural cracks in the mower.

WARNING! Use only original equipment blades on this mower.  They are made of special heat-treated alloy
steel.  Substitute blades may not meet specifications and may fail in a hazardous manner that
could cause injury.

IMPORTANT!   When changing Blades always replace the Blade Bolt & Blade Nut at the same time.  Reuse of
Blade Bolts or Nuts could fail in a harzardous manner that could cause injury.

BLADE SHARPENING

Always sharpen both blades at same time to maintain balance.  Follow original sharpening pattern as shown in
Figure 4.  Always sharpen blades by grinding.  DO NOT heat and pound out edge.  Do not sharpen blade to a
razor edge, but leave a 1/16" blunt edge.  Do not sharpen back side of blade.

WARNING! Avoid personal injury.  Always block the mower up to prevent it from falling when the blades
and/ or carrier are being serviced.

WARNING! Avoid Personal injury.  Always wear safety glasses and face protection when grinding blades.

1/16"

MAINTAIN
CORNER

FOLLOW ORIGINAL PATTERN

FIGURE 4.  Blade Maintenance
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BLADE REMOVAL

To remove blades for sharpening or replacement, remove the cover plate on deck of mower near Hyd Motor.  Re-
move lock nut from blade bolt.  NOTE:  Inspect lock nut after removal and replace if threads are damaged.  Al-
ways replace nut when replacing blade bolt.  When installing blades be sure and check blade bolt pivot diameter
for wear.  Replace bolt if worn more than 1/4 inch at any point.   Tighten lock nut to 350 ft. lbs.

WARNING! Avoid personal injury.  Blade and/or blade carrier removal should be done only with the tractor
engine shut off, key removed, in neutral, parking brake on, PTO disengaged, and the mower
blocked in the raised position.

BLADE CARRIER REMOVAL

Remove cotter pin and loosen slotted nut on spindle shaft.  Loosen but do not remove the nut until the blade car-
rier is loosened.  Use a suitable 2 jaw gear puller to pull carrier off tapered spindle shaft.  If gear puller is not
available use long bar inserted through blade bolt access hole with end against rotor bar.  Strike opposite end of
bar with sledge hammer.  Rotate blade carrier 180 degrees and repeat process.

BLADE CARRIER INSTALLATION

Clean the splines on both the blade carrier and output shaft.  Position carrier on the gearbox output shaft and in-
stall special washer nut.

Tighten nut holding blade carrier to minimum 450 ft. pounds, strike the carrier near the hub several times with a
heavy hammer to seat the hub.  Use a suitable spacer over the nut to prevent damage to the nut and threads.
Retighten the nut to 450 ft. pounds.  Install cotter pin and spread.

IMPORTANT!  Always recheck spindle output shaft slotted blade carrier retaining nut torque after a few hours
operation.

WARNING! Avoid personal injury.  Do not work under mower without support blocks to keep frame from
falling.
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WARNING Be certain to clamp or securely support the Spindle Housing and sub-assemblies to prevent
injuries to hands and feet due to inadvertent dropping or falling over.

FIGURE 7FIGURE 6FIGURE 5

DISASSEMBLY OF SPINDLE HOUSING

Remove blade bar or pan.

Remove hydraulic motor.

Remove spindle housing from unit.

Drain remaining oil from housing.

Remove locknut and lockwasher.

Using a chisel with a 3/16" wide cutting edge, place it parallel with and into one (1) of the staking slots in the
threaded section of the shaft.  Then drive it downward until the bent part of the staking flange on adjusting nut is bent
outward and is free of the slot and threads of the shaft.  This procedure is done in two (2) places on the shaft
(Figure 5) .

Using a chisel, bend the tang on the lockwasher until it is free from the slot in the nut.  (Not all spindle housings are
equipped with this lockwasher, but it should be installed with assembly.)

Unscrew locknut and remove locknut and lockwasher.  Using the original bolts that hold the blade bar or pan on,
insert the bolts into the spindle and turn the bolts until they contact the bearing ring (Figure 6) .

In a clockwise bolt pattern, rotate each bolt 1/4 revolution (Figure 7) .

WARNING Always wear safety glasses and gloves to prevent eye and hand injury when chiseling or
hammering on metal components.  Hardened metal will chip un-expectedly.

WARNING An assembled spindle housing is quite heavy.  Use a hoist or get help to handle them safely.  Lift
carefully and properly using your legs to lift - NOT YOUR BACK.
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Continue turning the bolts 1/4 revolution until shanked bolts will thread into the spindle (Do not turn original bolts
more than 3 revolutions).

Remove the bolts and thread into the spindle four (4) shanked bolts (p/n 02964353).

In a clockwise pattern, rotate each bolt 1/4 revolution until the spindle is free from the housing.

Using a flat blade screwdriver, remove retaining ring from the spindle housing.

To remove seal from housing, hold housing in a vise or clamp the housing so that it cannot be moved.  Use a small
pry bar and pry the seal out.  Be careful not to damage the inside wall of the spindle housing.

Remove bearing.

If replacing bearings:

From the top of the spindle housing, using a punch, drive the bearing cup down.  BE CAREFUL NOT TO DAMAGE
THE SPINDLE HOUSING!

Turn the spindle housing over and from the bottom side of the spindle housing, using a punch, drive the remaining
bearing cup out.

Clean spindle housing, spindle and bearings thoroughly.

When rebuilding the spindle housing assembly, always replace the locknut, lockwasher, retaining ring, gasket, and
seal.

INSPECTION

Bearing and cups:

Inspect bearings and bearing cups for nicks, pitting, discoloration and wear.  If any exist, replace bearing and
bearing cup.

Bearing ring:

Inspect bearing ring for grooves, pits, scratches, nicks, and sharp edges.  If any exist, replace the bearing ring.

ASSEMBLY

If installing new bearings, be sure to install new bearing cups (races).  When installing the bearing cups, make sure
that they are properly seated.  DO NOT DRIVE AGAINST THE BEARING SURFACE.  Install both cups at this time.

Turn housing upside down, so that the larger bearing, seal, and retaining ring may be installed.  Lubricate seal
before installing.  Install the bearing, then install the seal approximately 1/4" from the top.  Place the retaining ring
in the housing on top of the seal.  Drive the retaining ring and seal down evenly, until the retaining ring is seated in
the groove.
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FIGURE 8

Be sure the retaining ring is in the groove all the way around and the seal is against the retaining ring.

Be sure the seal is not cocked.

Place a thin coat of silicone on the inside of the bearing ring.  Place the bearing ring on the spindle.  Using a piece
of 2-3/4" 16 gage tubing, 8" long, drive the bearing ring down on the spindle until the bearing ring bottoms out
against the spindle.  Remove any excess silicone from the spindle and bearing ring.

With the spindle sitting upright, set the spindle housing (with bearing, seal and retaining ring in place) down on the
spindle so that the bearing is centered with the spindle.  Using the same piece of tubing, drive the bearing down
until the bearing bottoms out against the bearing ring.  Be sure the bearing is seated against the bearing ring.  Insert
the upper bearing, lockwasher, and locknut.

*Important:  If the bearing ring is not properly seated or if the bearing is not properly seated against the bearing ring,
the assembly will lose its preload on the bearings, resulting in rapid leaking of oil and bearing failure.

Tighten the new locknut until a rolling torque of 12-15 in-lbs. is reached on the shaft.

Align the locknut with the lockwasher so that a tang may be bent into the slot.  Bend tang into slot, then stake the
locknut into the slots on the shaft (2 places).

Bolt the spindle housing to unit.  (Torque bolts to 400 ft-lbs.)

Install gasket between the housing and motor.  Torque bolts to 120 ft-lbs.

Fill spindle housing with NLGI 000 Grease, Alamo Group P/N 00765444.

To check the oil level, tilt the head of the unit on its side until the spindle housing is level.  Remove the filter plug.
At this point the oil should be flush with the bottom of the oil fill hole.  (Figure 8)

Install the blade bar or pan and torque bolts to 400 ft-lbs.

*Important:  Make sure spindle housing is equipped with a vented breather pug.  If breather plug is clogged or a pipe
plug is installed, oil will be forced past the seal.
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STORAGE

Your mower represents an investment from which you should get the greatest possible benefit.  Therefore, when the
season is over, the mower should be thoroughly checked and prepared for storage so that a minimum amount of
work will be required to put it back into operation for the next season.  The following are suggested storage
procedures:

1.  Thoroughly clean the mower.
2.  Lubricate the cutter as covered in Maintenance Section.
3.  Tighten all bolts and pins to the recommended torque.
4.  Check the mower for worn or damaged parts.  Make replacements immediately.
5.  Store the mower in a clean, dry place with the mower head resting on blocks.
6.  Use spray touch-up enamel where necessary to prevent rust and maintain the appearance of the mower.

PROPER TORQUE FOR FASTENERS

The torque chart (Figure 9)  lists the correct tightening torque for fasteners.  When bolts are to be tightened or
replaced, refer to this chart to determine the grade of bolts and the proper torque except when specific torque values
are assigned in manual text.

RECOMMENDED TORQUE IN FOOT POUNDS (NEWTON-METERS) UNLESS OTHERWISE STATED IN THE
MANUAL

NOTE:  These values apply to fasteners as received from supplier, dry or when lubricated with normal engine oil.
They do not apply if special graphited or molydisulphide greases or other extreme pressure lubricants are used.
This applies to both UNF fine and UNC coarse threads.

RECOMMENDED TORQUE IN FT-LBS (Nm)
COARSE AND FINE THREADS

Bolt Plain Three Six
Diameter Head Dashes Dashes

1/4 Not used 10 (14) 14 (19)
5/16 Not used 20 (27) 30 (41)
3/8 Not used 35 (47) 50 (68)
7/16 35 (47) 55 (75) 80 (108)
1/2 55 (75) 85 (115) 120 (163)
9/16 75 (102) 130 (176) 175 (237)
5/8 105 (142) 170 (230) 240 (325)
3/4 185 (251) 300 (407) 425 (576)
7/8 160 (217) 445 (603) 685 (929)
1 250 (339) 670 (908) 1030 (1396)
1-1/8 330 (447) 910 (1234) 1460 (1979)
1-1/4 480 (651) 1250 (1695) 2060 (2793)

2 (B) 5 (D) 8 (F)

FIGURE 9.  Torque Chart
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PARTS ORDERING GUIDE

For maximum safety and to guarantee optimum product reliability, always use
genuine Alamo Group Parts.  The use of inferior replacement parts may cause
premature or catastrophic failure which could result in serious injury or death.
Direct any questions regarding parts to:

The following instructions are offered to help eliminate needless delay and error in
processing purchase orders for the equipment in this section.

1.  The Parts Section is prepared in logical sequence and grouping of parts that belong to
the basic machine featured in this manual.  Part Numbers and Descriptions are given to
help locate the parts and quantities required.

2.  The Purchase Order must include the name and address of the person or organization
ordering the parts, who should be charged, and if possible, the serial number of the
machine for which the parts are ordered.

3.  The Purchase Order must clearly list the quantity of each part, the complete and correct
part number, and the basic name of the part.

4.  The Manufacturer reserves the right to substitute parts where applicable.

5.  Some parts are unlisted items which are special production items not normally stocked
and are subject to special handling.  Request a quotation for such parts before sending a
Purchase Order.

6.  The Manufacturer reserves the right to change prices without prior notice.

NOTE: Please refer to The Safety Section in the front of this Manual for the proper
Part

Number when ordering Replacement Safety Decals.

ALAMO
P.O. Drawer 549
Seguin, Texas 78156
830-372-3551
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PARTS TABLE OF CONTENTS
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ITEM PART NO. QTY DESCRIPTION

1 02271100 1 Frame Weldment
2 02272100 1 Boom Assembly
3 02964630 1 Tilt Cylinder
4 02270400 1 Extension Cylinder
5 02208100 1 Oil Reservoir Assembly
6 00751469 1 Filter Assembly

00751529 Ref Replacement Element
00035900 3 Bolt - Filter Attachment
00023500 3 Flatwasher - Filter Attachment
00011700 3 Lockwasher - Filter Attachment

7 00756214 1 Stabilizer Weldment
8 02961620 1 Wire Lock Pin
9 00748100 2 Hinge Pin Cat. II
10 00747500 2 Nut
11 02960544 1 Pressure Relief Manifold Assy.

00059900 2 Bolt - Manifold Attachment
00011100 2 Flatwasher - Manifold Attachment
00015800 2 Nut - Manifold Attachment

12 02274200 1 Square Head Assembly
13 00755827 1 Frame Weldment (Cat II, III Quick Coupler)
14 00756212 2 Wrist Pin, (Cat II, III Quick Coupler)
15 3W6 2 Klik Pin (Cat II, III Quick Coupler)

MAIN FRAME ASSEMBLY

P/N 02271000
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ITEM PART NO. QTY DESCRIPTION

1 02876200 1 Reservoir
2 02047400 1 Suction Filter
3 02047200 2 Elbow
4 02957223 1 Suction Pipe Weldment
5 02208400 1 Elbow
6 02411000 1 Hose Bib
7 02957390 1 Filler Cap Weldment
8 02209600 1 Filler Cap
9 00751457 1 Elbow
10 02049700 1 Sight Gauge
11 02963659 1 Magnetic Plug
12 0001200 4 Bolt
13 00001300 4 Lockwasher
14 00001200 4 Nut
15 63067100 6 Bolt
16 63121800 6 Lockwasher
17 63121700 6 Nut
18 02716500 4          Bolt
19 63161900 4 Lockwasher
20 00002700 4 Flatwasher
21 00749137 4 Nut
22 02958079 1 Gasket - Suction Plate

OIL RESERVOIR ASSEMBLY

P/N 02208100
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BOOM ASSEMBLY

ITEM PART NO. QTY  DESCRIPTION

1 02271100 1 Frame Weldment
2 02292300 1 Boom Weldment
3 02964630 1 Tilt Cylinder Assembly
4 02020800 1 Pin
5 02276800 6 Clip Pin
6 02822500 9 Flatwasher
7 02276600 1 Pin Weldment
8 02270400 1 Extension Cyl Assembly
9 00000400 1 Cotter Pin
10 00752482 2 Grease Fitting
11 00752176 2 Grease Fitting
12 02273500 1 Linkage Arm Weldment
13 02276200 1 Linkage Pin Weldment
14 10318000 1 Bolt
15 00001800 1 Locknut TLM 1/2 NC PLC
16 02275800 2 Link
17 02277200 1 Chain
18 02963745 1 Cylinder Weldment
19 02957535 1 Pin
20 02275200 1 Retainer Weldment
21 00008900 1 Linch Pin
22 02292400 1 Head Pivot Weldment
23 10546100 1 Bolt
24 02030300 1 Nut
25 02957042 2 Bolt
26 00015800 2 Nut
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EXTENSION CYLINDER ASSEMBLY

ITEM PART NO. QTY DESCRIPTION

1 02279000 1-Ref Locknut
2 02279100 1-Ref Piston
3 02279200 1-Ref Barrel Assembly
4 02279500 1-Ref Rod Assembly
5 02270401 1 Tilt Cylinder
6* ------------- 1-Ref Lock Wire
7 02279300 1-Ref Gland

*02279400 Seal Repair Kit - (Kit Consists of):

1 - Piston
1 - Gland Static Seal
1 - Backup Ring (Rod)
1 - Backup Ring (Piston)
1 - Lock Wire
1 - Rod Wiper
1 - Rod Static Seal
1 - Rod Seal

P/N 02270400
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ITEM PART NO. QTY DESCRIPTION

1 02964631 1 Locknut
2 02045200 1 Elbow
3 02964632 1 Piston
4 02964634 1 Barrel Assembly
5 02964633 1 Rod Assembly
6* ------------- 1 Lock Wire
7 02964635 1 Gland
8 00750596 1 Breather Plug
9 02964628 1 Tilt Cylinder
10 02961325 1 Restrictor Fitting

      *  02964629 SEAL REPAIR KIT CONSISTS OF:

1-Piston Seal 1-Rod Static Seal 1-Lock Wire
2-Backup Rings 1-Rod Wiper 1-Snap Ring
3-Gland Static Wiper 1-Rod Seal 1-Backup Ring Rod

10

TILT CYLINDER ASSEMBLY

 P/N 02964630
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ITEM PART NO. QTY DESCRIPTION

1 02287000 1 Pressure Relief Manifold
2 00751791 1 Relief Valve
3 02937300 1 Pipe Elbow
4 02090900 2 Adjustable Elbow 90 Degrees
5 00059900 2 Ref Bolt
6 00011100 2 Ref Flatwasher
7 00015800 2 Ref Nut

1 2

3 4

4

5,6,7

MOTOR RELIEF ASSEMBLY

 P/N 02960544
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 P/N 02962476

SQUARE HEAD ASSEMBLY

1

3,4,5,7,9

16,17

11

3,4,5,6,7
10

Under flap

3,4,5,6

82

15

12,13,14

Under flap

ITEM PART NO. QTY DESCRIPTION

1 02962471 1 Square Head Weldment
2 02885700 1 Rear Flap
3 00011100 16 Washer
4 02035800 13 Washer
5 00013901 3 Nut
6 63066100 3 Bolt
7 00012101 16 Lockwasher
8 02957380 1 Side Guard
9 63066100 15 Bolt
10 02957496 1 Rear Flap Retainer
11 02276900 1 Pin
12 02931300 8 Bolt
13 00003901 8 Lockwasher
14 00000200 8 Nut
15 02274000 1 Head Pivot Weldment
16 10318000 1 Bolt
17 00001200 1 Nut
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 P/N 02962476

SQUARE HEAD ASSEMBLY

ITEM PART NO. QTY DESCRIPTION

1 02962532 1 Hydraulic Motor, Spindle and Spindle Housing Assy.
2 02960553 1 Spindle Housing  and Spindle Assy.
3 02961732 1 Hydraulic Motor
4 02027400 2 Bolt
4A 02960951 2 Stud Bolt
4B 00001200 2 Nut
4C 00001800 4 Nut
5 63000500 4 Washer - Motor to Spindle Housing Attachment
6* 02960521 6 Bolt - Spindle Housing to Deck Attachment
8 00037200 6 Nut - Spindle Housing to Deck Attachment
9 02962491 1 Blade Bar Assembly
10* 02886600 4 Bolt - Blade Bar to Spindle Attachment
11 00003901 4 Lockwasher - Blade Bar to Spindle Attachment
12 02962473 2 Skid Shoe
13 00059700 8 Bolt - Skid Shoe Attachment
14 00015800 8 Nut - Skid Shoe Attachment
15 00011100 8 Washer - Skid Shoe Attachment
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ITEM PART NO. QTY. DESCRIPTION

1 02962494 1 Blade Bar
2 00750787 2 Blade
3 5JRC16140 2 Nut
4 9216 2 Lockwasher
5 8227 2 Bolt
6 00003901 Ref Lockwasher
7 02886600 Ref Bolt

BLADE BAR ASSEMBLY

P/N 02962491
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SPINDLE HOUSING & SPINDLE ASSY.  P/N 02960553C

ITEM PART NO. QTY DESCRIPTION

1 02961038 1 Gasket
2 02960562C 1 Housing
3 02960561 1 Spindle
4 02960558 1 Bearing Ring
5 02960559 1 Seal
6 00754627 1 Snap Ring
7 02960557 1 Spindle Cup & Cone Assy.
8 00755628 1 Bearing
9 02964269 1 Lockwasher
10 02962030 1 Nut
11 00754634 1 Plug
12 02959860 1 Pressure Relief Plug

1

2

3

4

5

6

7

8

9

10

11

12

NOTE:  For proper assembly, see Operator's Manual - Maintenance Section.

Fill with NLGI 000 Grease
P/N 00765444
DO NOT OVERFILL

Note:  #10
When installing new locknut, tighten nut,
then using a hammer and set punch, indent
tap side of nut into external keyway on
spindle in order to lock nut in place.
Nuts are not reusable.

P/N 02960553C
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*00749101 SPLIT FLANGE SET

(1) - Set of Split Flange Halves
(2) - "O" Ring
(3) - Hex Head Bolts
(4) - Lockwashers

ITEM PART NO. QTY. DESCRIPTION

1 02961732 1 Motor
2 00751842 1 Flange Fitting - Outlet
3* 00749101 1 Split Flange Set
4 02827700 1 Flange Kit
5 02937300 1 Elbow
6 02156700 1 Reducer
7 02957226 1 Elbow

HYDRAULIC MOTOR ASSEMBLY
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ITEM PART NO. QTY DESCRIPTION

1 02961933 1 Snap Ring
2* -------- 1 “O” Ring
3 02961932 1 Seal Retainer
4* -------- 2 Seal
5 02961926 1 Mounting Flange

w/Bushings
6 02961940 1 Plug
7 02961931 2 Check Assembly
8* -------- 4 Seal End
9* -------- 2 Thrust Plate
10 02961929 1 Gear Set
11* -------- 2 Square Seal
12 02961924 4 Dowel Pin
13 02961928 1 Gear Housing
14 02961927 1 Porting Flange

w/Bushing
15 02961917 4 Washer
16 02961918 4 Bolt
17* -------- 4 Side Seal

(not shown)

* included in major rebuild seal kit part number
02961939**

** Minor rebuild seal kit part number 02962538
(includes All parts of major rebuild seal kit except
thrust plates)

HYDRAULIC MOTOR REPAIR PARTS

P/N 02961732
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ITEM PART NO. QTY DESCRIPTION

1 02956972 1 Bolt
2 00751399 1 Bolt
3 02716500 1          Nut
4 02275300 1 Motor Bar
5 02030300 1 Nut
6 02959375 1 Top Link Spacer
7 02959659 1 Pump Mount Bark Weld
8 00999422 2 Bolt
9 02043900 2 Lockwasher
10 02957535 1 Pin
11 02822500 2 Flatwasher
12 0000400 2 Cotter Pin

PUMP & SPEED INCREASER INSTALLATION
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PUMP & SPEED INCREASER ASSEMBLY

ITEM PART NO. QTY DESCRIPTION

1 02958594 1 Speed Increser (540 RPM)
00755806* 1 Speed Increser (1000 RPM)

2 02958595 1 Pump
3 02270700 1 St. Adapter
4 02589800 1 Street Elbow
5 02411000 1 Hose Bib
6 02949100 1 Elbow
7 02959659 1 Mount Plate
8 02958597 4 Bolt
9 02043900 6 Lockwasher
10 63000500 2 Washer
11 2959661 2 Bolt

* For Pump and Speed Increaser Assembly 00755806

P/N 02958595
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PUMP ASSEMBLY

P/N 02958595

ITEM PART NO. QTY DESCRIPTION

1 02957995 1 Gear Plate
2 02959795 1 Drive Gear
3 02957994 1 Idler Gear
4 02959797 4 Capscrew
5 02957975 1 Flange
6 02957984 1 Cover Plate
7 02957972 2 Snap Ring
8 02957983 1 Pressure Plate
9 02959802 1 Plug
10 02957976 2 Back-up Ring
11 02957977 2 O-Ring
12 02959805 4 O-Ring
13 02957978 2 O-Ring
14 02957982 8 Dowels
15 02957973 2 Seal
16 02959809 1 Shaft Seal Kit
17 02959880 1 Pump Splined Adapter
18 02959881 1 Flange



Parts Section 6-19EK/08-94

© 1994 Alamo Group Inc.

SPEED INCREASER (540 RPM)

ITEM PART NO. QTY DESCRIPTION

1 02959854 1 Seal
2 02959855 1 Bearing
3 02959856 1 Bearing
4 02959857 1 Cover
5 02959858 9 Nut
6 02959859 1 Housing
7 02959860 1 Breather
8 02959861 1 Gasket
9 02959862 1 Housing
10 02959863 9 Bolt
12 02959864 1 Bearing
13 02959865 1 Ring
14 02959866 1 Seal
15 02959867 1 Pinion
19 02959868 1 Gear
23 02959869 1 Bearing
24 02959870 2 Spacer
25 02959871 1 Key
26 02959872 1 Expansion Ring
27 02962870 1 Pump Adapter Plate
29 02959873 1 Female Spline
30 02959874 1 Oil Plug
31 02959875 1 Sight Gauge
32 02959880 1 Spline Adapter

P/N 02958594
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SPEED INCREASER (1000RPM)

ITEM PART NO. QTY DESCRIPTION

1 02959854 1 Seal
2 02959855 1 Bearing
3 02959856 1 Bearing
4 02959857 1 Cover
5 02959858 9 Nut
6 02959859 1 Housing
7 02959860 1 Breather
8 02959861 1 Gasket
9 02959862 1 Housing
10 02959863 9 Bolt
12 02959864 1 Bearing
13 02959865 1 Ring
14 02959866 1 Seal
15 00757460 1 Pinion
19 00757461 1 Gear
23 02959869 1 Bearing
24 02959870 2 Spacer
25 02959871 1 Key
26 02959872 1 Expansion Ring
27 02962870 1 Pump Adapter Plate
29 02959873 1 Female Spline
30 02959874 1 Oil Plug
31 02959875 1 Sight Gauge
32 02959880 1 Spline Adapter

P/N 02955806
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ITEM PART NO. QTY DESCRIPTION

1 02280901 1 Valve
2 00750368 3 Coupler
3 00717800 3 Reducer
4 00751143 3 Elbow
5 02281100 3 Hose
6 00751142 2-Ref Handle Assembly Kit

HOSE KIT - VALVE TO TRACTOR

7 02049100 2 Elbow
8 00424200 2 Hose

VALVE KIT
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HYDRAULIC SYSTEM
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ITEM PART NO. QTY DESCRIPTION

1 00751471 3 Reducer
2 02273300 2 Straight Adapter
3 00751469 1 Filter Assembly
4 02411700 1 Pipe Nipple
5 00751842 1 Elbow
6 02156700 1 Reducer
7 02275700 1 Tee
8 00751489 2 Elbow
9 02208400 2 Elbow
10 02411000 2 Hose Bib
11 02026200 2 Hose Clamp
12 02270700 1 Straight Adapter
13 02589800 1 Elbow
14 02949100 1 Elbow
20 02045200 2 Elbow
21 02045200 1 Elbow
22 02823800 1 Hose
23 02045800 1 Hose
24 02956846 1 Hose
25 02274500 1 Hose
26 02956842 1 Hose
27 02963499 1 Hose
28 02960543 1 Hose
29 02958647 1 Hose
30 02959946 1 Hose
31 02090900 2 Elbow
32 02937300 1 Elbow
33 00751791 1 Relief Valve
34 02937300 1 Elbow
35 02827700 1 Flange Kit
36 00749101 1 Flange Kit
37 02960544 1 Relief Block Assembly

(Includes Fittings)
38 02957226 1 Elbow

HYDRAULIC SYSTEM

R 07-28-94
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OPTIONAL TRAIL WHEEL

1

2

3

4

8

7

9

5

5

12

7

11

10

8

5
6

ITEM PART NO. QTY DESCRIPTION

1 00748670 1 Tube, Tail Wheel
2 00749264 1 Collar
3 00749413 1 Bolt
4 00749271 1 Nut
5 00749271 1 Caster Fork
6 00156403 1 Bolt
7 00752272 2 Axle Hub
8 02817100 2 Bearing Assy. (Cup and
Cone)
9 00130100 1 Tire w/ Rim
10 00695100 1 Nut, Toplock 5/8 NC PLC
11 00010300 1 Lockwasher
12 00752670 1 Grease Zerk
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P/N 02962488 (SINGLE CURTAIN)
P/N 02962489 (DOUBLE CURTAIN)

FRONT CHAIN GUARD ASSEMBLY

(DOUBLE)(SINGLE)

1

2
3

4

5

6

7 8

9

ITEM PART NO. QTY QTY DESCRIPTION

1 02939700 1 - Chain Guard Plate (Single Curtain, Shown)
02962308 - 1 Chain Guard Plate (Double Curtain, Not Shown)

2 63066100 6 6 Bolt
3 00011100 6 6 Flatwasher
4 00012101 6 6 Lockwasher
5 00013901 6 6 Nut
6 00750203 2 4 Cable
7 00750900 36 71 Chain
8 00001000 2 4 Cable Clamp
9 00326700 2 4 Cable Clamp
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REAR CHAIN GUARD ASSEMBLY

P/N 02938400 (SINGLE CURTAIN)
P/N 02962310 (DOUBLE CURTAIN)

ITEM PART NO. QTY QTY DESCRIPTION
(DOUBLE)(SINGLE)

1 02962472 1 - Chain Guard Plate (Single Curtain, Shown)
02962486 - 1 Chain Guard Plate (Double Curtain, Not Shown)

2 10182000 6 6 Bolt
3 63065400 12 12 Flatwasher
4 00012101 6 6 Lockwasher
5 00013901 6 6 Nut
6 02962480 1 2 Rod
7 00750899 36 71 Chain
8 00326700 2 4 Cable Clamp
9 00750206 1 2 Cable

1

2

3

4

5

6

7

8

9
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ITEM PART NO. QTY DESCRIPTON

1 02962552 1 Rubber Deflector
2 00011100 11 Flatwasher
3 02035800 11 Special Washer
4 00015800 11 Locknut
5 10182000 11 Bolt

FRONT RUBBER DEFLECTOR

1

2

3

4

5
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STUMP JUMPER PAN ASSEMBLY

ITEM PART NO. QTY DESCRIPTION

1 02962492 1 Stump Jumper Pan Weldment
2 00750787 2 Blade
3 8227 2 Blade Bolt
4 9246 2 Washer
5 5JRC16140 2 Locknut



LIMITED   WARRANTY

1. LIMITED WARRANTIES
1.01.Alamo Industrial warrants for one year from the purchase date to the original non-commercial, governmental, or

municipal purchaser (“Purchaser”) and warrants for six months to the original commercial or industrial purchaser
(“Purchaser”) that the goods purchased are free from defects in material or workmanship.

1.02.Manufacturer will replace for the Purchaser any part or parts found, upon examination at one of its factories, to be
defective under normal use and service due to defects in material or workmanship.

1.03.This limited warranty does not apply to any part of the goods which has been subjected to improper or abnormal use,
negligence, alteration, modification, or accident, damaged due to lack of maintenance or use of wrong fuel, oil, or
lubricants, or which has served its normal life.  This limited warranty does not apply to any part of any internal
combustion engine, or expendable items such as blades, shields, guards, or pneumatic tires except as specifically found
in your Operator’s Manual.

1.04.Except as provided herein, no employee, agent, Dealer, or other person is authorized to give any warranties of any
nature on behalf of Manufacturer.

2. REMEDIES AND PROCEDURES.
2.01.This limited warranty is not effective unless the Purchaser returns the Registration and Warranty Form to Manufacturer

within 30 days of purchase.
2.02.Purchaser claims must be made in writing to the Authorized Dealer (“Dealer”) from whom Purchaser purchased the

goods or an approved Authorized Dealer (“Dealer”) within 30 days after Purchaser learns of the facts on which the
claim is based.

2.03.Purchaser is responsible for returning the goods in question to the Dealer.
2.04.If after examining the goods and/or parts in question, Manufacturer finds them to be defective under normal use and

service due to defects in material or workmanship, Manufacturer will:
(a) Repair or replace the defective goods or part(s)  or
(b) Reimburse Purchaser for the cost of the part(s) and reasonable labor charges (as determined by Manufacturer)

if Purchaser paid for the repair and/or replacement prior to the final determination of applicability of the warranty
by Manufacturer.

The choice of remedy shall belong to Manufacturer.
2.05.Purchaser is responsible for any labor charges exceeding a reasonable amount as determined by Manufacturer and

for returning the goods to the Dealer, whether or not the claim is approved.  Purchaser is responsible for the trans-
portation cost for the goods or part(s) from the Dealer to the designated factory.

3. LIMITATION OF LIABILITY.
3.01.MANUFACTURER DISCLAIMS ANY EXPRESS (EXCEPT AS SET FORTH HEREIN) AND IMPLIED WARRANTIES
WITH RESPECT  TO  THE  GOODS  INCLUDING,  BUT  NOT  LIMITED  TO, MERCHANTABILITY  AND FITNESS
FOR A PARTICULAR PURPOSE.
3.02.MANUFACTURER MAKES NO WARRANTY AS TO THE DESIGN, CAPABILITY, CAPACITY, OR SUITABILITY FOR

USE OF THE GOODS.
3.03.EXCEPT AS PROVIDED HEREIN, MANUFACTURER SHALL HAVE NO LIABILITY OR RESPONSIBILITY TO

PURCHASER OR ANY OTHER PERSON OR ENTITY WITH RESPECT TO ANY LIABILITY, LOSS, OR DAMAGE
CAUSED OR ALLEGED TO BE CAUSED DIRECTLY OR INDIRECTLY BY THE GOODS INCLUDING, BUT NOT
LIMITED TO, ANY INDIRECT, SPECIAL, CONSEQUENTIAL, OR  INCIDENTAL  DAMAGES RESULTING FROM

THE USE OR OPERATION OF THE GOODS OR ANY BREACH OF THIS WARRANTY. NOT WITHSTANDING THE
ABOVE LIMITATIONS AND WARRANTIES, MANUFACTURER’S LIABILITY HEREUNDER FOR DAMAGES
INCURRED BY PURCHASER OR OTHERS SHALL NOT EXCEED THE PRICE OF THE GOODS.
3.04.NO ACTION  ARISING  OUT OF ANY CLAIMED BREACH OF THIS WARRANTY OR TRANSACTIONS UNDER
THIS WARRANTY MAY BE BROUGHT MORE THAN TWO (2) YEARS AFTER THE CAUSE OF ACTION HAS

OCCURRED.
4. MISCELLANEOUS.

4.01.Proper Venue for any lawsuits arising from or related to this limited warranty shall be only in Guadalupe County,
Texas.

4.02.Manufacturer may waive compliance with any of the terms of this limited warranty, but no waiver of any terms shall
be deemed to be a waiver of any other term.

4.03.If any provision of this limited warranty shall violate any applicable law and is held to be unenforceable, then the
invalidity of such provision shall not invalidate any other provisions herein.

4.04.Applicable law may provide rights and benefits to purchaser in addition to those provided herein.

KEEP FOR YOUR RECORDS

ATTENTION: Purchaser should fill in the blanks below for his reference when buying repair parts and/or for proper machine
identification when applying for warranty.

Alamo Industrial Implement Model ____________________________ Serial Number ________________________________

Date Purchased __________________________________________ Dealer ______________________________________

ATTENTION:
READ YOUR OPERATOR'S MANUAL ALAMO INDUSTRIAL

An Alamo Group Company
Post Office Drawer 549

Seguin, Texas 78156
830-379-1480

ALAMO INDUSTRIAL



To keep your implement running efficiently and safely, read your manual thoroughly and follow these directions and the Safety
Messages in this Manual.  The Table of Contents clearly identifies each section where you can easily find the information you
need.

The OCCUPATIONAL SAFETY AND HEALTH ACT  (1928.51 Subpart C)  makes these minimum safety requirements of tractor
operators:

REQUIRED OF THE OWNER:

1. Provide a Roll-Over-Protective Structure that meets the requirements of this Standard; and
2. Provide Seatbelts that meet the requirements of this paragraph of this Standard and SAE J4C; and
3. Ensure that each employee uses such Seatbelt while the tractor is moving; and
4. Ensure that each employee tightens the Seatbelt sufficiently to confine the employee to the protected
area provided by the ROPS.

REQUIRED OF THE OPERATOR

1. Securely fasten seatbelt if the tractor has a ROPS.
2. Where possible, avoid operating the tractor near ditches, embankments, and holes.
3. Reduce speed when turning, crossing slopes, and on rough, slick, or muddy surfaces.
4. Stay off slopes too steep for safe operation.
5. Watch where you are going - especially at row ends, on roads, and around trees.
6. Do not permit others to ride.
7. Operate the tractor smoothly - no jerky turns, starts, or stops.
8. Hitch only to the drawbar and hitch points recommended by the tractor manufacturer.
9.  When the tractor is stopped, set brakes securely and use park lock, if available.

Keep  children  away  from  danger  all  day,  every
day...

Equip tractors with rollover protection
(ROPS) and keep all machinery guards in
place...

Please  work,  drive,  play  and  live  each  day  with
care and  concern  for  your  safety  and   that  of
your  family and  fellow  citizens.

TO THE OWNER/OPERATOR/DEALER

In addition to the standard Limited Warranty, Rhino provides one year (12 months),
(6 months for Commercial/Industrial Users) Limited Warranty on the Driveline
components provided that these components have been properly maintained and
lubricated that and have not been subjected to abused or mis-use
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