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TO THE OWNER/OPERATOR/DEALER
All implements with moving parts are potentially hazardous.  There is no substitute for a cautious, safe-minded
operator who recognizes the potential hazards and follows reasonable safety practices.  The manufacturer has
designed this implement to be used with all its safety equipment properly attached to minimize the chance of
accidents.

BEFORE YOU START!! Read the safety messages on the implement and shown in your manual.
Observe the rules of safety and common sense!

WARRANTY INFORMATION:

Read and understand the complete Warranty Statement found in this Manual.  Fill out the Warranty Registration Form
in full and return it to within 30 Days.  Make certain the Serial Number of the Machine is recorded on the Warranty
Card and on the Warranty Form that you retain.
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SAFETY

Safety is of primary importance to the owner/operator and to the manufacturer.  This first section
of the manual includes a list of Safety Messages, that, if followed, will help protect the operator
and bystanders from injury or death.  Many of the Safety Messages will be repeated throughout
the manual.  The owner/operator/dealer should know these Safety Messages before assembly
and be aware of the hazards of operating this implement during assembly, use and mainte-
nance.  The Safety Alert Symbol combined with a Signal Word, as seen below, is intended to
warn the owner/operator if impending hazards and the degree of possible injury faced when
operating this machine.

CAUTION! The lowest level of Safety Message; warns of possible minor injury.  Decals located on the
        Mower with this Signal Word are Black and Yellow.

WARNING! Serious injury or possible death!  Decals are Black and Orange.

DANGER! Imminent death/critical injury.  Red and White Decals
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SAFETY

Never operate the tractor and mower until you have read and completely understand this
manual, the Tractor Operator’s  Manual, and each of the Safety Messages found on the tractor
and mower.  Always maintain the safety decals in good readable condition.  If a decal becomes
torn, painted over, or otherwise illegible, order replacement decals immediately.

DANGER!

Si no lee Ingles, pida ayuda a alguien que si lo lea
para que le traduzca las medidas de seguridad.

 LEA EL
INSTRUCTIVO!

!

Included here is a list of Safety Messages which should be followed. Serious injury or death may occur
unless care is taken to follow these Safety Messages and use good common sense in avoiding hazards.

There are obvious and hidden potential hazards in the operation of this mower.  REMEMBER!
This machine is often operated in heavy shrub and in heavy weeds.  The Blades of this mower
can throw objects if shields are not installed and maintained.  Serious injury or even death may
occur unless care is taken to insure the safety of the operator, bystanders, or passersby in the
area.  Do not operate this machine with anyone in the immediate area.  Stop mowing for
passersby.

DANGER!

DANGER! All Safety Shields, Guards and Safety devices including (but not limited to) - the Deflectors,
Steel Guard, Gearbox Shields, Hydraulic Tank Shield,  should be used and maintained in good
working conditions.  They should be inspected carefully at least daily for missing or broken
components.  Missing, broken, or  worn items must be replaced at once to reduce the possibility
of injury from thrown objects, entanglement, or Blade Contact.

Extreme care should be taken when operating near loose objects such as gravel, rocks, wire,
and other debris.  Foreign objects should be removed from the site or avoided to prevent
machine damage and/or bodily injury or even death.  Stop mowing immediately if  blades strike
a foreign object.  Repair all damage and make certain rotor or blade carrier is balanced before
resuming mowing, carefully.

Do not let the Blades turn when the Housing Head is raised if passerbys are in the thrown
objects area.  This exposes the Cutting Blades which creates a potentially serious hazard and
could cause serious injury by objects thrown from the Blades or by contact with Blades.

Do not modify or alter or permit anyone to modify or alter this equipment or any of its
components or any equipment function without first consulting your Equipment Dealer.

The operator and all support personnel should wear hard hats, safety shoes, and safety
glasses at all times for protection from injury by items thrown by the machine.

Operate the mower only with a tractor equipped with an approved roll-over-protective system
(ROPS).  Always wear seat belts.  Serious injury or even death could result from falling off the
tractor--particularly during a turnover when the operator could be pinned under the ROPS for
the Tractor.

PELIGRO!!

WARNING!

WARNING!

DANGER!

WARNING!

WARNING!
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SAFETY

DANGER! Before leaving the tractor seat, always engage the brake and/or set the tractor transmission in
parking gear.  Disengage the PTO, stop the engine, remove the key, and wait for all moving
parts to stop.

DANGER!

WARNING!

DANGER!

DANGER!

WARNING!

Periodically inspect all moving parts for wear and replace with authorized service parts if an
excessive amount of wear is present.  Look for loose fasteners, worn or broken parts, and leaky
or loose fittings.  Make sure all pins have cotter pins and washers.  Serious injury may occur
from not maintaining this machine in good working order.

Do not mount or dismount the tractor while the tractor is moving.  Mount the tractor only when
it is completely stopped.  Operate controls from the tractor seat only.

Never leave the mower in the raised transport position.  Mower could fall causing injury to
anyone who might inadvertently be under mower.

Never allow children to operate or ride on the tractor or mower.  Never allow riders on tractor
or mower.  Falling off can kill.

Never work under the Mower Deck, the framework, or any lifted component unless the mower
is securely supported or blocked up to prevent sudden or inadvertent falling which could cause
serious injury or even death.

Many varied objects, such as wire, cable, rope, or chains, can become entangled in the operating
parts of the mower head.  These items could then swing outside the housing at greater velocities
than the blades.  Such a situation is extremely hazardous.  Inspect the cutting area for such objects
before mowing.  Remove any like object from the site.  Never allow the cutting blades to contact
such items.

Remove hydraulic pressure prior to doing any maintenance.  Place the Mower Head on the
ground or securely blocked up, disengage the PTO, and turn off the engine.  Push and pull the
Joystick several times.

Do not operate this Mower with hydraulic oil leaking.  Oil is expensive and its presence could
present a hazard.  Do not check for leaks with the hand!  Use a piece of heavy paper or
cardboard.  High-pressure oil streams from breaks in the line could penetrate the skin and
cause tissue damage or even Gangrene.  If oil does penetrate the skin, have it removed
immediately by a surgeon knowledgeable and skilled in this procedure.

WARNING!

WARNING!

DANGER!

The rotating parts of this machine have been designed and tested for rugged use.  However,
they could fail upon impact with heavy, solid objects such as steel guard rails and concrete
abutments.  Such impact could cause the broken objects to be thrown outward at very high
velocities.  To reduce the possibility of property damage, serious injury, or even death, never
allow the cutting blades to contact such obstacles.

DANGER!
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SAFETY

Be particularly careful in transport.  Turn curves or go up hills only at a low speed and at a
gradual steering angle.  Slow down on rough or uneven surfaces.  Make certain that the “Slow
Moving Vehicle” (SMV) sign is installed in such a way as to be clearly visible and legible.  Use
flashing warning lights and follow all local traffic regulations.

CAUTION! PROLONGED EXPOSURE TO LOUD NOISE MAY CAUSE PERMANENT HEARING LOSS!
Tractors with or without a Mower attached can often be noisy enough to cause permanent,
partial hearing loss.  We recommend that you wear hearing protection on a full-time basis if
the noise in the Operator’s position exceeds 80db.  Noise over 85db on a long-term basis can
cause severe hearing loss.  Noise over 90db adjacent to the Operator over a long-term basis
may cause permanent, total hearing loss.  Note:  Hearing loss from loud noise [from tractors,
chain saws, radios, and other such sources close to the ear] is cumulative over a lifetime
without hope of natural recovery.

DANGER!

In addition to the design and configuration of this implement, including Safety Signs and
Safety Equipment, hazard control and accident prevention are dependent upon the
awareness, concern, prudence, and proper training of personnel involved in the operation,
transport, maintenance, and storage of the machine.  Refer also to Safety Messages and
operation instruction in each of the appropriate sections of the Tractor and Mower Manuals.
Pay close attention to the Safety Signs affixed to the Tractor and Mower.

PARTS INFORMATION

Alamo mowers use dynamically balanced and matched system components for blade carriers, blades,
cuttershafts, knives, knife hangers, rollers, drivetrain components, bearings, hydraulic pumps and motors,
and oil coolers.  These parts are made and tested to Alamo specifications.  Non-genuine "will fit" parts do not
consistently meet these specifications.  Their use may reduce mower performance, void mower warranties,
and present a safety hazard.  Use genuine Alamo  mower parts for economy and safety.

SEE YOUR ALAMO DEALER
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INTRODUCTION

This Mower is designed with care and built with quality materials by skilled workers.  Proper assembly, maintenance,
and operating practices, as described in this manual, will help the owner/operator get years of satisfactory service
from the machine.

The purpose of this manual is to familiarize, instruct, and train.  The Assembly Section instructs the owner/operator
in the correct assembly of the Mower using standard and optional equipment.  The Parts Manual is designed to
familiarize the owner/operator with replaceable parts on the Mower.  This manual  provides exploded assembly
drawings of each mower component illustrating each piece and the corresponding part number.

Careful use and timely service saves extensive repairs and costly downtime losses.  The Operations and Maintenance
sections of this manual trains the owner/operator how to work the Mower correctly and attend to appropriate
maintenance.  The Trouble-Shooting Guide helps diagnose difficulties with the mower and offers solutions to the
problems.

Safety is of primary importance to the owner/operator and to the manufacturer.  The first section of this manual
includes a list of Safety Messages, that, if followed, will help protect the operator and bystanders from injury or death.
Many of the Safety Messages will be repeated throughout the manual.  The owner/operator/dealer should know these
Safety Messages before assembly and be aware of the hazards of operating this mower during assembly, use, and
maintenance.  The Safety Alert Symbol combined with a Signal Word, as seen below, is intended to warn the owner/
operator of impending hazards and the degree of possible injury faced when operating this machine.

CAUTION! The lowest level of Safety Message; warns of possible minor injury.  Decals located on the Mower
with this Signal Word are Black and Yellow.

WARNING! Serious injury or possible death!  Decals are Black and Orange.

DANGER! Imminent death/critical injury.  Red and White Decals.

ATTENTION OWNER/OPERATOR

BEFORE OPERATING THIS MACHINE:

1.  Carefully read the Operator’s Manual, completely understand the Safety Messages and instructions, and know
how to operate correctly both the tractor and Mower.

2.  Fill out the Warranty Card in full, and mail promptly.  Be sure to answer all questions, including the Serial Number
of the Mower.
NOTE:  Warranties are honored only if completed “Owner Registration and Warranty” cards are received by Alamo
Group within thirty days of delivery of the mower.

3.  Record the Mower Model and Serial Number on the Warranty card at the front of the Operator’s Manual.  Keep
this as part of the permanent maintenance file for the Mower.
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ASSEMBLY

To assemble your new Boom and mount kit  to your tractor, we assist you with drawings, instructions, information,
and experiences of others.  When needed, you may get some information or clarification from our engineering
department over the phone.

Listed below are som items of general information.  Although they may not be specifically for your case or tractor,
they might offer you some valuable assistance when used in connection with our drawings.

1. Preparations:  First unbundle and lay out parts and
identify with assistance of drawings.

Prepare tractor:  Remove both fenders and change the left
rear wheel tread setting to the outside position so that the
dimension from center line of the tractor to outside tire is
50" or close to it.  Move right rear wheel as far out as not
to go over legal width of 96".  Hydraflate rear left tire as
much as you want stability, but stay in factory recom-
mendations limit.

2. Side Rails:  Mount front bracket to mounting pad on both
sides of the tractor engine with bolts supplied.  Then bolt
on to rear axle the rear mounting bracket with bolts
supplied.  Then bolt on to rear axle the rear mounting
bracket with bolts supplied.  Locate side rails-set these
symmetric to center line, and 46" from outside to outside
(fig. 2&3). Tack-weld rails in place. After thorough check
for horizontal and parallel location, weld solid.

50"

96"
MAX.

Figure 1

FRONT

Figure 2
Figure 3

46"

R 02-16-95
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ASSEMBLY

3. Lift frame over the tractor (fig. 4).  Block up tank to clear
ground sufficiently and clear rear tire at least 4".  In most
cases this gives the right height for the horizontal part of
the main frame with best visibility of operator to all sides.
Let operator sit down in seat and correct position for
operator's comfort.

4. After checking for straight and horizontal position of main
frame, place short 4" square rails to long rails on both
sides of tractor per (fig. 5)  And weld vertical members of
main frame as shown.Figure 4

Figure 5

R-12-17-96
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ASSEMBLY

5. Boom to be attached next.  Pull pin from Kingpost and lower the Boom in place.  Secure pin with Lockwasher
and Nut supplied.  Attach Cutter Head to boom by rolling it into position and lining it up with the end of the Dipper
Section.  Lift cylinder may be now connected to boom.

Figure 6
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ASSEMBLY

REAR PUMP
INCLUDING
SPEEDCHANGER

FRONT PUMP

Figure 8

ATTENTION:  Do not start engine with pump
connected until pump is filled with oil per
instructions in this manual.  Immediate failure
of and unlubricated pump will occur which will
not be covered by warranty.

6. Mount hydraulic pump to front or rear of tractor, whatever your case may be.  Consult our drawing.  Connect all
hoses and fill tank with 55 gallons of universal tractor hydraulic oil.  Disconnect the suction hose at the tank bib,
fill hose with oil for internal lubrication of pump.  Reconnect suction hose.  Start tractor engine, keep engine rpm
low while checking for oil leaks.

Clear area and go slowly through all valve positions and de-air the hydraulic system.  Winch cable might have
to be adjusted after a few in and out movements of boom.

Figure 7

R 12-19-96
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OPERATION

EXTENDED 18'-9"
RETRACTED 11'-8"

EXTENDED 23"-0"
RETRACTED 13'-8"

SLOPEMOWER

21'-0"   18'-6"

SLOPEMOWER

BOOM-AXE

BOOM-AXE

22'-8"
29'-2"

SLOPEMOWER

BOOM-AXE

6'-6"

BOOM-AXE
     11'-5"
          17'-0"
       SLOPEMOWER

BOOM-AXE

MAX. 21'-6"
MIN. 6'-6"
MAX. 28'-10"
MIN. 7'-1"
SLOPEMOWER

BA/SM  6-90
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OPERATION

I. KEEP BOTH CABLES TIGHT
A. A loose Cable running from the Winch Drum to the turnbuckle will not give needed support to the extension

arm when the Boom-Axe is being operated at maximum or near maximum reach.

B.  A loose Cable running from the Winch Drum back through the sleeve will fall down between the Slide
Bearing and the extension causing the Extension to jam and the Cable to become frayed.

C. Both Cables can be tightened at the Turnbuckle.  To do this, run the boom all the way out; then, place the
mower head on the ground.  With the tractor running about 1000 RPM, have someone  hold in on the Winch
Valve.  This will rotate the Winch Drum and take up the slack in the cable that runs through the sleeve.  TURN
THE TRACTOR IGNITION OFF.  Take up the slack by tightening the turnbuckle in place, run the boom in
and out a couple of times.  If slack develops in the cable again, repeat the tightening procedure.  When the
Turnbuckle is no longer adjustable, loosen the Turnbuckle and relocate the Cable Clamp so that the Cable
is semi-tight again.  Then, cut off the excess Cable and follow step "C" again.

II. KEEP HOSES AND HOSE PROCTECTOR CLAMPED IN PLACE
A.  If the Hose and Hose Protector are not kept in place, there will be entirely too much wear on the outer

surface of the Hose shich will lead to rapid hose failure.

B.Make certain that Hose Rollers are properly fitted and that hoses are aligned with rollers to prevent scuffing.

C. Hoses must be evenly supported by Hose Hanger Assembly to prevent wearing and scuffing hose covering.

D.  Too much slack in the Hydraulic Return Line running from the motor on the head to where it enters the
extension can cause the kinks in the line when the mower head is tilted.  Kinks in the line will in turn cause
the Shaft Seal on the head to blow.

E. Make certain that nylon rollers turn freely and that there are no rough places or snags that can abrade Hose
Sleeve.

iIII. KEEP BOLTS AND NUTS TIGHT

A. Most nuts and bolts on the Boom-Axe stay tight and only need to be checked at the beginning of each
mowing week.  However, the following bolts sometimes come loose, particularly when mowing heavy
brush:

Spindle Housing Bolts
Blade Bar Bolts
Blade Bolts and Roll Pin

These bolts should be checked daily.  Torque requirements in ft/lb are given on the above noted pages.  Check
the two bolts fastening the winch motor daily.

IV. KEEP THE SPINDLE TIGHT.

A. If the Spindle is loose, remove the Hydraulic Motor from the Spindle Housing and tighten.  Tighten the first
nut closest to the bearing until the bearing will not move.  Then, loosen the nut until the bearing is just free
to turn.  Finally, tighten the jam nut to lock and bend ears on locking washer.

V. MAINTAIN THE PROPER ENGINE SPEED.  THE ENGINE SHOULD BE OPERATED AT 1800 RPM WHEN
THE TRACTOR ENGINE IS USED AS THE POWER PLANT FOR THE BOOM-AXE.

VI. DO NOT "RIDE THE CLUTCH" ON THE TRACTOR TO REDUCE GROUND SPEED.

VII. ALWAYS MOW IN LOW GEARS, FIRST AND SECOND ON MOST TRACTORS.

VIII. READ THE OPERATOR'S MANUAL.

IX. LUBRICATION
The Boom-Axe must be serviced daily for the most efficient operation and longest life.  Two pumps of good
quality grease from a hand grease gun in all grease fittings should be sufficient.  Grease from the cable pulley
should not be allowed to fall into the sleeve.  Wipe all grease from the extended Boom.  Grease left on the
extended Boom will collect dust, dirt, and debris, causing the Boom to drag whenever the operator moves it
in or out.  Lubricate the Hose Rollers daily.
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X. BLADE CARE

A. Check the blades and blade bolts and nuts daily for tightness and cracks.  Blades should be replaced when
they are worn excessively, bent or deformed.

CAUTION: Blades should always be replaced in pairs.  Blades of different weights can cause serious
imbalance and damage to the machine and personnel.  When replacing blades, take care to replace
the blade bolts, bushings, nuts and washers.

XI. TROUBLE SHOOTING

A.  HYDRAULIC  CYLINDER NOT WORKING-Check level of hydraulic fluid (see sight gauge on tank).  Check
to see if Pump is functioning properly by attempting to use another cylinder or pressure gauge.  If Pump
is working properly, check the pressure on the line.  The relief valve may be by-passing fluid at too low
pressures.  If Cylinder is still not functioning properly, check the line for stoppage.  The pistons in hydraulic
cylinders are virtually trouble-free, but occasionally one will have a scored wall and allow oil to flow around
the piston.  In this case, replace the cylinder.

NOTE:  Refer to repair parts section on Valve Bank for settings on individual  relief cartridges.

B.  HYDRAULIC MOTOR NOT WORKING - Check lines for kinks or pinched place.  Check the line pressures.

C. HYDRAULIC VALVE-Failure in the hydraulic system are almost always caused by other elements in the
system other than the Valve; so the entire system should be checked before the Valve is chaged.  A
malfunctions in any hydraulic valve section will require replacement  of the entire valve section (but not the
replacement of the valve bank) since the insides are honed to fit individually.   Attachments such as  the
relief valves and detent may be serviced individually.

D. STRUCTURAL MEMBERS-Failure in structural members generally results from rough treatment.  While
they are constructed to withstand abuse, they cannot be made strong enough to withstand abnormal
abuse. The factory does not warrant these parts to any extent other than in normal use in grass,
weeds, brush, small bushes and small trees which the Boom-Axe is designed to cut.

E. HYDRAULIC WINCH MOTOR-If the HydraulicWinch Motor will not move the boom, the cable should be
checked for proper tension or a possible pinch in the line between the Boom and Slide Bearing.

F.  EXCESSIVE VIBRATION-Check the Blade Bar for accumulated debris.  Check all nuts and bolts.  Check
the condition of the blades.

XII. HYDRAULIC OIL, FILTERS, AND COMPONENTS

A. Filters  and Oil-Change the Return Filter in Tank and Suction Filters after the first 200 hours of operation.
Change the filters again at 800 hours; then, change the oil and filters at 1600 hours.  After that, continue to
change the filter every 800 hours and the oil every 1600  hours.  Hydraulic oil to be 15W 40MS service or
equal.  Speed Increaser and Spindle Housing can use SAE 90wt.  Use the above procedures as part of a
good filter maintenance program...

B. Between Filter changes, monitor condition of Filter by reading pressure gauge mounted on Filter on top
off the tank.  If pressure reads 15 psi or greater at 1800 RPM engine speed and normal operating temperature
(140 deg. F. or greater) Filter element should be changed.  Pressure gauges are color coded to help indicate
when to change element.. 

C. Keep all hoses and adapters tight.  Repair any leaks immediately.  Do not overtighten hose and fittings.
Tighten to specifications in Torque Shart found on Page 10.

D. Check the hydraulic oil level daily.
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Wiring Notes:

1. Dotted lines represent existing tractor wires.
2. The starter wire from the ignition switch should be cut and routed through the contact block as

shown.
3. Schematic labeled colored wires included as part of wiring harness.

Before attempting to operate this equipment read these instructions completely.  If you have any questions
concerning safety of operation, contact your dealer or Alamo Group.

1. Perform the following checks prior to starting the tractor.

A. Inspect the blades and blade bolts for cracks or wear.  Replace any worn or damaged parts.

B. Check the blade bolts and blade bar bolts to see that they are tight.  (If loose, see maintenance
instructions).

C. Inspect the rubber flaps for tears or openings which may be dangerous.

D. Check all hydraulic connections for leaks and all bolts and pins to see that they are secure.

E. Check the head control (on-off) valve to see that it is in the off (down) position.

F. Make certain that nylon roller turn freely and that there are no rough places or snags that can
abrade Hose Sleeve.

II. Operating the Control Valves

The Boom-Axe/Slopemower has two control valves.  One is the on-off switch to the cutter motor and the
other is the position control valve.

A. ON-OFF Switch (Cutter Valve) - To operate the mower, pull the switch while the tractor is running.
The push-pull operator will remain in the ON position PULLED or the OFF position PUSHED until
the operator desires to start or stop the mower.  Always start the cutterhead with the tractor at
idle.

CAUTION: The operator should not leave his seat with this valve engaged or with the tractor
engine running.  Allow approximately 60 seconds for the blades to come to rest
after turning the switch off.
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DESCRIPTION PART NO. QTY
Contact Block 02957626 1
Quick Splice 02958206 1
Bullet Terminal 01164200 1
Line Connector 02958212 1
Push-Pull Operator 02957625 1

The cutter valve comes with a push-pull operator switch that, when properly installed, will prevent the tractor from
starting if the switch is in the ON position (pulled out).  To properly install the push-pull operator, follow the wiring
diagram shown.  Failure to properly install this switch could result in injury to the operator or bystander.

B.  POSITION CONTROL VALVE-This valve is located to the right of operator at a convenient height.  These are all
of the controls on the Boom.  These are fastened together in a bank of four valves.  Their use will be explained in the
following pages of this manual.

NOTE:  The stamped metal plate located above the control valve indicates each valve function.

With exception of the relief valves, which are pre-set at the factory, these are all the controls on the entire machine,
other then the controls on the tractor itself.

VALVE OPERATION PLATE P/N 02730800

-4
-6
-8
-10
-12
-16
-20
-24
-32

1/4
3/8
1/2
5/8
3/4
1
1-1/4
1-1/2
2

140
230
450
650
900
1200
1600
2000
2800

12
19
38
54
75
100
133
167
233

NOMINAL
SIZE (IN.)

TORQUE VALUE*
(IN. LBS.)     (FT. LBS.)

DASH
SIZE

RECOMMENDED HOSE END TORQUE VALUES FOR
37 DEGREE ANGLE STEEL HOSE END FITTINGS

* Straight threads do not always seal better when higher torques are used.  Too much
torque causes distortion and may lead to leakage.
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SWING VALVE

The handle nearest the center of the tractor, in the bank of four valves, actuates the SWING cylinder.  This valve has
three positions and operates in three ways.

Push the valve handle forward and you admit hydraulic fluid to the rear of the SWING cylinder, causing the boom to
swing out from the rear of the tractor to the right side of the tractor.  (See Diagram).

If the handle is released, the valve will automatically return to center, and the boom will be LOCKED in position.

Pull the valve handle back towards you and admit hydraulic fluid to the dead end of the cylinder causing the boom
to seing back toward the rear of the tractor.

Again, if the valve handle is released, the valve will automatically return to center and the boom will be LOCKED  in
place.

BOOM SAFETY VALVE-If a rigid object (guard rail post, tree, etc.) is struck by the extended Boom while the unit
is moving forward the boom safety valve will allow the Boom to swing rearward, thus minimizing the possibility of
damage.

NOTICE:  This device will NOT work if the unit is mowing BACKWARDS and the Boom is in the full forward position.

ALWAYS SWING THE BOOM 10 TO 15 DEGREES TO THE REAR WHEN CUTTING IN REVERSE.
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WINCH VALVE

The second handle from the left in the bank of four valves actuates the WINCH cylinder.

Pushing the valve handle forward will cause the Boom to move away from the tractor.

When the valve handle is released, it will return to the center position, locking the WINCH Motor.

Pulling the valve handle back causes the Boom to retract.

Again, when the valve handle is released, it will return to the center position, locking the WINCH motor.

WARNING Boom Hoses must be adjusted to slide into Boom Housing freely to prevent premature failure and
possible sudden rupture which could spray hot oil onto operator or bystander.

DANGER HOT OIL SPRAYED ONTO OPERATOR OR BYSTANDER FROM A RUPTURED HOSE CAN
CAUSE SERIOUS BODILY INJURY.  OIL SPRAYED ON HOT TRACTOR PARTS CAN CAUSE
A FIRE AND POSSIBLE SERIOUS INJURY OR DEATH TO THE OPERATOR OR BYSTANDER.

WARNING Maintain/adjust Clamps, Support Spring, and Support Arm to keep Hoses from abrading,
wearing, or kinking.  Maintain Hose Sleeve to protect hose from wear and to keep oil from spraying
out of a  ruptured Hose.  Repair or Replace Hose Sleeve if it wears so that hoses can be in contact
with Rollers.
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LIFT VALVE

BA/SM  6-90

The three-position LIFT cylinder valve control handle is the third-from-the-left in the bank of four valves.

Pushing the valve handle forward causes the boom Lift cylinder to lift the boom arm up.

CAUTION: The boom LIFT cylinder will not lift the Boom when it is extended beyond a point such that the tractor
wheels opposite the Boom are lifted off the ground.

Releasing the handle at this point locks the raised arm into position.

Pulling the handle back causes the hydraulic fluid to circulate freely in and out of the cylinder as movement is imposed
on the arm by the floating head.  This Float position allows the mower head to follow the contours of the terrain.  If
the mower head does not have wheels or rollers, the mower head should be operated and controlled so that the head
remains slightly above the ground surface since it will not float on the skid shoes alone.

Releasing the handle at this point locks the arm into position or raise the arm.  The valve handle remains in float until
the operator overrides the detent lock.

The Lift Cylinder has a two position Toggle on the Rod End.  The high position will allow you to mow  branches and
slopes about 20 ft. above the level of the tractor.  The low  position is to allow mowing at ground level, close to the
tractor's rear tire.

To change the position of the Toggle,  first find a hill or curb which
is at least two feet higher than the level of the tractor's rear tires.
Extend the Boom out fully, tilt he head 90 degrees and set it down
on the hill.  Turn off the tractor engine and cycle the lift valve handle
a few times to relieve and residual hydraulic pressure.  Place the
lift valve handle in the down detent.  Set the parking brake of the
tractor and dismount.  Using a lever of three or four feet, place one
end in between the two Toggle Bolts and apply and hold pressure
on the bar.  The cylinder will slowly move in or out depending on
which way the Toggle is being moved.  The movement will be slow.
When the Toggle goes over center you can get back on the
tractor.
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TILT VALVE

The fourth handle in the bank of four valves actuates the TILT cylinder.

Pull the valve handle backward and you will cause the outer rim (farthest from the tractor) to move UP until the mower
is cutting with the blade vertical, if you wish.  This feature has been used successfully for trimming hedges fifteen
feet away.

Releasing the handle causes the valve to center from forward, and lock the head at the current tilt.

When the valve handle is pulled back, the valve is in float.  The head will fall slowly until the Wheels contact the ground
and float the mowing head  at a uniform height from the ground.  If the mower head does not have wheels or rollers,
the mower head should be operated and controlled so that the head remains slightly above the ground surface since
it will not float on the skid shoes alone.

When released by the operator, this handle will remain as is until the operator changes the position manually.
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Before operating your  Boom-Axe & Slopemower, make sure it is properly lubricated and thoroughly inspected.
Only a minimum of time and effort is required to regularly lubricated and maintain this machine to provide long life
and trouble free operation.

LUBRICATION INFORMATION

Do not let excess grease collect on or around parts, particularly when operatiing in sandy areas.  The
accompanying illustration shows lubrication points.  The chart gives the frequency of lubrication in hours, based on
normal operating conditions.  Severe or unusual conditions may require more frequent lubrication.

LUBRICATION

The Boom-Axe & Slopemower must be serviced daily to achieve the best operation and longest life.  Two pumps of
a good quality grease from a hand grease gun in all grease fittings should be sufficient  Figure 1.

Figure 1

*NOTE:
Lubricate flail roller bearing until lubricant
can be seen coming out between
roller and bearing housing.
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HYDRAULIC OIL, FILTERS, AND COMPONENTS

Filters and Oil - Change the return filter tank and suction filters after the first 200 hours of operation.  Change the
filters again at 800 hours; then, change the oil and filters at 1600 hours.  After that, continue to change the filter
every 800 hours and the oil every 1600 hours.  Hydraulic oil to be Universal Tractor Hydraulic.  Speed Increaser
uses SAE 90 wt. oil.  Spindle Housing on Square Head uses NLGI 000 Grease.  Spindle Housing on Round Head
uses NLGI No. 2 Grease.  Use the above procedures as part of a good filter maintenance program.

Between filter changes, monitor condition of filter by reading pressure gauge mounted on filter on top of the tank.  If
pressure reads 15 psi or greater at 1800 engine speed and normal operating temperature (140 deg. F. or greater)
filter element should be changed.  Pressure gauges are color coded to help indicate when to change element.

Keep all hoses and adapters tight.  Repair any leaks immediately.  Do not overtighten hose end fittings.  Tighten to
specifications only. (See Chart Below)

Check the hydraulic oil level daily.

*  Straight threads do not always seal better when higher torques are
used.  Too much torque causes distortion and may lead to leakage.

VALUE*
(FT.LBS.)

12
19
38
54
75
100
133
167
233

TORQUE
(IN.LBS.)

140
230
450
650
900
1200
1600
2000
2800

NOMINAL
SIZE (IN.)

1/4
3/8
1/2
5/8
3/4
1
1-1/4
1-1/2
2

DASH
SIZE

-4
-6
-8
-10
-12
-16
-20
-24
-32

RECOMMENDED HOSE END TORQUE VALUES FOR
37 DEGREE ANGLE STEEL HOSE END FITTINGS

BLADES

Check the Blades for cracks and wear and Blade Bolts for tightness, daily.  Blades should be replaced when they
are worn excessively,bent, deformed, or out of balance.

CAUTION Blades should always be replaced in pairs.  Blades of different weights can cause serious
imbalance and damage to the machine and personnel.  When replacing blades, take care to
replace the blade bolts, nuts, and washers.

HARDWARE

Most nuts and bolts will stay tight and therefore need only periodic checking.  However, the following nuts and bolts
are extremely important and should receive special attention:

Spindle Housing Bolts: Tighten to 400 Ft./Lbs. Torque
Blade Bolts: Tighten to 400 Ft./Lbs. Torque
Blade Bar Bolts: Tighten to 600 Ft./Lbs. Torque
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SPINDLE SERVICE PROCEDURE 02960553B and 02960553C

1.  Remove blade bar or pan.

2.  Remove hydraulic motor.

3.  Remove spindle assembly from mower deck.

4.  Drain remaining lubricant from housing.

WARNING Be certain to clamp or securely support the Spindle Housing and sub-assemblies to prevent
injuries to hands and feet due to inadvertent dropping or falling over.

WARNING Always wear safety glasses and gloves to prevent eye and hand injury when chiseling or
hammering on metal components.  Hardened metal will chip un-expectedly.

WARNING An assembled spindle housing is quite heavy.  Use a hoist or get help to handle them
safely.  Lift carefully and properly using your legs to lift - NOT YOUR BACK.

FIGURE 2

FIGURE 4

Lockwasher

Bearing Ring
seal

Lower Bearing Cup
(outer race)

Bearing Adjusting Nut
(flange nut)

Solid Plug
(some models)

Retainer Ring

Upper Bearing Cone

FIGURE 3

Breather Plug Location
(some models)

Breather Plug Location
(some models)

Lower Bearing Cone

Upper Bearing Cup

Blade Bar Bolt
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9.  In a clockwise pattern, rotate each bolt 1/4 turn (see Figure 4).  Continue turning the bolts 1/4 turn at
a time (maximum of 3 turns), until the special shanked bolts (P/N 02964353) will thread into the spindle.

10. Remove the original bolts and replace them with the shanked bolts. Screw the shanked bolts in until
they contact the bearing ring.

11. In  a clockwise pattern, rotate the bolts 1/4 turn at a time until the spindle is free from the housing.

12. Remove the seal retaining ring from the housing using a flat screwdriver or similar tool.

13. Remove the seal and bearing.

14. A punch or similar tool can be used to remove the bearing cups from the housing if the cups are not
to be re-used.

CLEANING

1.  Clean housing and all related parts thoroughly and dry.

2.  Protect parts from contamination.

INSPECTION

Bearings and cups:  Inspect rollers, races, and cages for nicks, pitting, discoloration, and signs of excessive or
unusual wear.  Replace any worn or damaged parts.

Spindle shafts:  Inspect the threads, internal splines, and bearing journals for damage or wear. Replace if
damaged or worn.

Bearing ring:  Inspect the ring for wear in the area of seal contact.  Replace if a wear groove exists.

Housing:  Inspect the bearing cup bores, ring grooves, etc. for wear or damage.  Repair or replace if any
damage is found.

 

5.  Using a 3/16" cape chisel, bend out the staking indentations on each side of the bearing adjusting nut. To do
this, place the chisel in the groove and parallel to the shaft. Drive the chisel downward until the indentation is free
of the shaft and threads (see Figure 2).

6.  Using the same chisel, straighten the tang on the lockwasher (if equipped with a lockwasher). NOTE:
The lockwasher will not be installed during assembly if the spindle uses the staked adjusting nut.

7.  Remove bearing adjusting nut and lockwasher (if equipped).  Discard these parts.  They are not
re-usable. Install a new adjusting nut when assembling.

8.  Screw the original blade bar bolts into the flange of the spindle shaft until they contact the bearing
ring (see Figure 3).
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ASSEMBLY
Tools needed:

Hand tools Hydraulic press
Inch pound torque wrench Seal Installers
Bearing drivers (do not use punches Adjusting nut socket
    to install bearings) 2-3/4" ID x 8" long, 16 Ga. tubing

Note:  This procedure should not be attempted in the field due to the need for tools normally only found
in the shop.

1.  Place upper bearing cones in bearing oven.

2.  Seat bearing cups (outer races) in housing using a press and proper installation tools in good condition.
CUPS MUST BE FULLY SEATED.  If bearing cup cocks in bore and seizes, do not continue to assemble
spindle.

3.  Lubricate lower bearing cone with LPS.

4.  Coat the outside of the seal with silicone and install the lower bearing, seal, and retaining ring into the
housing, using the correct seal installer.

5.  Place a light film of silicon or permatex on the inside diameter of the bearing ring and seat the ring on the spindle
shaft, using the proper tool and press.

6.  Lightly lubricate the lip of the seal.

7.  Using the 2-3/4" tubing to prevent the cup and cone from contacting each other,  press the spindle shaft through
the lower bearing and seal.  Make sure the bearing is seated against the bearing ring.

8.  Place loctite on threads of the bearing adjusting nut (flange nut).

9.  Using gloves, install the heated upper bearing cone on the shaft immediately and push it all the way against the
cup.  Lubricate the bearing with LPS.

10. Install the bearing adjusting nut.  Tighten the nut until the spindle shaft can not be turned.  Loosen the
nut 1/4 turn.  Place a soft, clean cloth over the top of the spindle assembly.  Place an aluminum block over
the end of the spindle shaft and strike the block with a hammer to loosen the bearing.

11. Remove the cloth, being careful not to allow any contamination into the spindle.  Tighten the nut until
a rolling torque of 16-21 inch-pounds is reached. (If the seal was not lubricated, add 10 inch-pounds).

12. Stake the nut with a blunt, round nosed punch.  Do not tear the nut.

13. Insert the lubricant nozzle into the hole in the center of the housing (between the bearings) and fill the
housing with 000 grease (P/N  00765444), stopping when the lubricant covers the upper bearing
(approximately 11 oz.).

14. Install the breather plug in the top hole (if there is a top hole), and the solid plug in the fill hole.  If only
one hole exists, put the breather plug in it.

15. Install spindle in mower deck and assemble in reverse order. Torque the blade bar or pan bolts to
400 ft-lbs.  Torque motor to spindle bolts to 85 ft-lbs. Torque spindle to deck bolts at 175 ft-lbs.

R 4-17-96



MAINTENANCE

Maintenance Section   5-7BA/SM  11-92

ROLLER BEARING REPLACEMENT
FIGURE 6

1.  Remove roller and both bearing and bracket assemblies from mower.  Lift the mower only high enough to remove
the roller assembly.

CAUTION: Securely support mower while removing and installing roller assembly.

DETAIL OF
ROLLER BEARING FIGURE  6

If installing a roller with preassembled bearing and bracket assemblies, remove the old roller, proceed to step 11.

2.  Slide bearing and bracket assemblies off each end of roller.

If replacing with new bearing and bracket assemblies, proceed to step 9.

3.  Remove roller bearing and housing assembly attaching hardware.  Remove assembly from bracket.  Inspect seal
between assembly and bracket for brittleness, cracks, wear and tear.  Replace if necessary.

If replacing with new roller bearing and housing assemblies, proceed to step 8.

4.  Remove grease fitting from the top of bearing housing.

5.  Remove bearing form housing. By rotating Bearing 90O  sideways and line up with notches in Bearing Housing:
then pull out.

6.  Install new bearing into housing.  Bearing must be installed with grease hole in bearing aligned with grease fitting
hole in housing.

7.  Reinstall grease fitting to housing.  Grease fitting must be tight and seated in grease hole in bearing to prevent
bearing from rotating in housing.

8.  Attach roller bearing and housing assembly to bracket with seal between housing and bracket.

9.  Slide bearing and bracket assemblies on each end of roller.

10.  Check bearing for proper installation in housing by gently rocking bearing and bracket assembly in end of roller.
Play should be slight to none at all.

11.  Install roller and bearing and bracket assemblies on mower.

12.  Lubricate roller bearing until lubricant can be seen coming out between roller and bearing housing.

R 03-08-95



BA&SM/6-90 Parts Section 6-2

PARTS ORDERING GUIDE

For maximum safety and to guarantee optimum product reliability, always use
genuine Alamo Parts.  The use of inferior replacement parts may cause
premature or catastrophic failure which could result in serious injury or death.
Direct any questions regarding parts to:

The following instructions are offered to help eliminate needless delay and error in
processing purchase orders for the equipment in this section.

1.  The Parts Section is prepared in logical sequence and grouping of parts that belong
to the basic machine featured in this manual.  Part Numbers and Descriptions are
given to help locate the parts and quantities required.

2.  The Purchase Order must include the name and address of the person or
organization ordering the parts, who should be charged, and if possible, the serial
number of the machine for which the parts are ordered.

3.  The Purchase Order must clearly list the quantity of each part, the complete and
correct part number, and the basic name of the part.

4.  The Manufacturer reserves the right to substitute parts where applicable.

5.  Some parts are unlisted items which are special production items not normally
stocked and are subject to special handling.  Request a quotation for such parts
before sending a Purchase Order.

6.  The Manufacturer reserves the right to change prices without prior notice.

NOTE: Please refer to The Safety Section in the front of this Manual for the
proper Part Number when ordering Replacement Safety Decals.

Alamo Industrial
P.O Drawer 549
Seguin, Texas 78156
830-372-3551
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MAINFRAME

R 4-3-95



Parts Section   6-5BA&SM/6-90

MAINFRAME

ITEM PART NO. QTY DESCRIPTION

1 ------------- 1 Mainframe Weldment
2 02958646 1 Boom-Axe Square Head Assy

02958651 1 Slopemower Square Head Assy
3 02961164 1 Cutter Valve Assembly
4 ------------- 1 Oil Resevoir
6 02620500 1 Valve Bank Assembly
7 02958210 1 Valve Mount
8 02014300 1 Valve Mount Strap
9 10204000 2 Bolt - Valve Mount
10 00015800 2 Nut - Valve Mount
11 00011100 2 Lockwasher - Valve Mount
12 02014500 2 Mounting Tube
13 02014600 8 Mounting Bracket
14 02014700 8 Bolt - Mounting Bracket
15 00010400 8 Nut - Mounting Bracket
16 00010300 8 Lockwasher - Mounting Bracket
17 02961805 1 Swing Cylinder
18 02961805 1 Lift Cylinder
19 02961808 1 Tilt Cylinder
20 ------------- 1 Hose Hanger Assembly
21 02041100 1 Winch Motor
22 02789100 1 Winch Assembly w/Disc Brake
23 02788500 1 Disc Brake Assembly
24 ------------- 1 King Post Assembly
25 02718500 1 Short Boom Sleeve & Trunnion Assy

02621000 1 Long Boom Sleeve & Trunnion Assy
02755100 1 HD Long Boom Sleeve & Trunnion Assy

26 02718600 1 Short Boom Extension Assy
02620000 1 Long Boom Extension Assy
02620000 1 Long Boom Extension Assy

27 02710900 1 BA - Hydraulic Motor
02957287 1 SM - Hydraulic Motor

29 ------------- 1 Tractor Mount Kit



BA&SM/6-90 Parts Section 6-6

WINCH ASSEMBLY P/N 02789100



Parts Section   6-7BA&SM/6-90

WINCH ASSEMBLY P/N 02789100

ITEM PART NO. QTY DESCRIPTION

1 02041100 1 Winch Motor - Keyed
2 00748823 2 Bolt
3 00001300 6 Lockwasher
4 02025300 1 Winch Mount Plate
5 02788400 4 Bolt
6 00001200 4 Nut
7 02028100 1 R.H. Winch Stand
8 02028200 1 L.H. Winch Stand
9 02845500 4 Bolt
10 00010400 4 Lockwasher
11 00010300 4 Nut
12 02028000 2 Bearing Assembly
13 02787600 1 Winch Drum
14 02020900 2 U-Bolt (Cable Clamp)
15 02786200 1 Mounting Bracket - Brake
16 00002700 2 Flatwasher
17 02788500 1 Brake Assembly
18 10119000 2 Bolt
19 00011700 2 Lockwasher
20 00021800 2 Nut
21 02786500 1 Brake Adjustment Lever Assy
22 61014600 1 Spring
23 00011100 1 Flatwasher
24 00024100 1 Flatwasher
25 00024000 2 Nut
26 02042300 2 Adapter
27 02041700 2 Hose
28 02735300 ref Valve, 4 Spool
29 02869400 ref Key

R3-11-96



BA&SM/6-90 Parts Section 6-8

WINCH MOTOR P/N 02041100

ITEM PART NO. QTY DESCRIPTION

1 02799500 4 Bolt
2 02799600 1 Seal
3 02799700 1 Mounting Flange
4 ------*------ 1 Seal
5 ------*------ 1 O-Ring
6 02869200 1 Bearing Race
7 02869300 1 Bearing, Thrust Neddle
8 02869400 1 Key, Woodruff
9 02869500 1 Output Shaft
10 02869600 1 Housing
11 ------*------ 3 O-Ring
12 02924800 1 Drive
13 02924900 1 Spacer Plate
14 02925000 1 Geroter Set
15 02949600 1 Spacer
16 02869700 1 End Cap
17 ------*------ 7 Washer Seal
18 02799900 7 Bolt
19* 02799800 1 Seal Kit (incl. 4, 5, 11, 17)



Parts Section   6-9BA&SM/6-90

DISC BRAKE ASSEMBLY P/N 02788500

ITEM PART NO. QTY DESCRIPTION

1 02794300 1 Brake Half - Small
2 02794800 1 Brake Half - Large
3 02787300 1 Puck - Small
4 02787200 1 Puck - Large
5 02787900 2 Shim
6 00749413 2 Bolt
7 00038700 2 Nut
8 02794900 4 Spacer
9 02795100 1 Mounting Bracket
10 02795200 2 Cam Pin
11 02795300 1 Cam Return Spring
12 02795400 1 Cam Lever
13 00023500 1 Flatwasher
14 02795800 1 Castle Nut
15 02795900 1 Cotter Pin



BA&SM/6-90 Parts Section 6-10

HOSE HANGER ASSEMBLY *P/N 02620900

ITEM PART NO. QTY DESCRIPTION

1 02025100 1 Hose Hanger Carrying Bar
2 02025000 1 Hose Hanger Mounting Bracket
3 02023000 2 Spring
4 02026300 1 Link
5 00751858 1 Clamp
6 02020800 1 Pin
7 00606000 1 Cotter Pin
8 02027400 ref Bolt
9 00001300 ref Lockwasher
10 00001200 ref Nut

* Includes Items 1 through 7.

R3-11-96



Parts Section   6-11BA&SM/6-90

KING POST ASSEMBLY  *P/N 02924300

ITEM PART NO. QTY DESCRIPTION

1 02021000 1 Turning Arm
w/Bushing

2 00009600 2 Socket Head Bolt
3 02021100 2 Bearing Cone
4 02021200 2 Bearing Cup
5 02924200 1 King Pin
6 02912000 1 Support Collar Brg
7 02910600 1 Grease Seal
8 02909600 1 Lockwasher
9 02909500 1 Nut
10 02923900 1 Collar
11 02958016 1 Pin
12 02022100 1 Pin
13 00606000 3 Cotter Pin
14 00749169 1 Set Screw
15 02957501 1 Bushing
16 02027700 1 Pin
17 02960049 1 Pin

*  Includes Items 1,2,3,5 through 10,
    & 12 through 16.

R  3-11-96



BA&SM/6-90 Parts Section 6-12

BOOM-AXE BOOM SLEEVE & TRUNNION ASSY  *P/N 02718500

ITEM PART NO. QTY DESCRIPTION ITEM PART NO. QTY DESCRIPTION

1 02020100 1 Trunnion 17 00011700 3 Lockwasher
(incl. 16,17,22,25, & 28) 18 02773600 1 Slide Bearing

2 02749600 1 Short Boom Sleeve Assy 19 02745900 2 Pin
(incl. 7,9,11,12,14,15,17 20 02735700 1 Roller w/Bearings
18,19,20,21,23,27,34,35 21 02746400 1 Top Roller w/Brngs.
&36) 22 00752670 2 Grease Fitting

3 02957579 2 Hose Roller 23 02746500 2 Pulley w/Bearings
4 02020400 1 Pin 24 02024900 3 Washer
5 02020700 2 Link 25 02026900 2 Bearing
6 02020800 2 Pin 26 02027700 1 Turning Arm Pin
7 00606000 5 Cotter Pin 27 00003500 3 Grease Fitting
8 02022000 1 Pin - RH 28 00023500 2 Flatwasher
9 02022200 3 Lockwasher 29 02717400 1 Toggle Bolt Weld.
10 40010000 2 Cotter Pin 30 00037200 1 Nut
11 02708900 1 Aluminum Slide Bearing 32 02716900 1 Toggle Pivot
12 02022500 3 Bolt 33 02957580 1 Hose Roller
13 02020200 1 Pin LH 34 02774500 2 Washer Spacer
14 02746300 1 Bottom Roller w/Brngs. 35 00557800 2 Washer Spacer
15 02022900 1 Pin 36 02787800 3 Bolt
16 02023100 1 Bolt

R 3-11-96



Parts Section   6-13BA&SM/6-90

BOOM-AXE SHORT BOOM & EXTENSION ASSY *P/N 02718600

ITEM PART NO. QTY DESCRIPTION

1 00999422 1 Bolt
2 00750338 1 Bolt Clamp Assy
3 02962918 2 Hose Protector, 3"
4 02023800 4 Bolt
5 02749100 1 Support Bracket
6 02960617 1 Short Boom
7 00749137 1 Locknut
8 02024300 1 Turnbuckle Assy
9 00001200 1 Nut
10 02957090 1 Thimble
11 00326700 2 Clamp
12 02758400 1 Bolt
14 00003901 5 Lockwasher
15 00000200 5 Nut
16 00751858 3 Clamp

ITEM PART NO. QTY DESCRIPTION

17 02776300 1 Head Mount Wldmt.
18 02957060 2 Cable
19 02748800 1 Support Bracket
20 00009100 1 Nut
21 00016700 1 Bolt
22 02030300 1 Nut
23 02742500 2 Bulkhead Elbow
24 02960613 1 Bracket
25 02956992 2 Bolt
26 02959924 2 Lock Nut
27 02020900 1 U-Bolt
28 02960614 1 Hose Sleeve, 123"
29 02906300 1 Hose Sleeve, 48"
30 02965403 1 Hose Protector

w/Holes

3

                                      * Includes Items 1 through 20,
                                        & 24 through 28 only.

R3-11-96



BA&SM/6-90 Parts Section 6-14

SLOPEMOWER BOOM SLEEVE & TRUNNION ASSY  *P/N 02621000

R 3-11-96

ITEM PART NO. QTY DESCRIPTION ITEM PART NO. QTY DESCRIPTION

1 02020100 1 Trunnion 17 00011700 3 Lockwasher
(incl. 16,17,22,25, & 28) 18 02773500 1 Slide Bearing

2 02749500 1 Long Boom Sleeve Assy 19 02745900 2 Pin
(incl. 7,9,11,12,14,15,17 20 02735700 1 Roller w/Bearings
18,19,20,21,23,27,34,35 21 02746400 1 Top Roller w/Brngs.
&36) 22 00752670 2 Grease Fitting

3 02957579 2 Hose Roller 23 02746500 2 Pulley w/Bearings
4 02020400 1 Pin 24 02024900 3 Washer
5 02020700 2 Link 25 02026900 2 Bearing
6 02020800 2 Pin 26 02027700 1 Turning Arm Pin
7 00606000 5 Cotter Pin 27 00003500 3 Grease Fitting
8 02022000 1 Pin - RH 28 00023500 2 Flatwasher
9 02022200 3 Lockwasher 29 02717400 1 Toggle Bolt Weld.
10 40010000 2 Cotter Pin 30 00037200 1 Nut
11 02708900 1 Aluminum Slide Bearing 32 02716900 1 Toggle Pivot
12 02022500 3 Bolt 33 02957579 1 Hose Roller
13 02020200 1 Pin LH 34 02774500 2 Washer Spacer
14 02746300 1 Bottom Roller w/Brngs. 35 00557800 2 Washer Spacer
15 02022900 1 Pin 36 02787800 3 Bolt
16 02023100 1 Bolt



Parts Section   6-15BA&SM/6-90

SLOPEMOWER LONG BOOM & EXTENSION ASSY  *P/N 02620000

ITEM PART NO. QTY DESCRIPTION

1 00999422 1 Bolt
2 00750338 1 Bolt Clamp Assy
3 02962918 2 Hose Protector, 3"
4 02023800 4 Bolt
5 02749100 1 Support Bracket
6 02960616 1 Long BoomWldmt.
7 00749137 1 Locknut
8 02024300 1 Turnbuckle Assy.
9 00001200 1 Nut
10 02957090 1 Thimble
11 00326700 2 Clamp
12 02758400 1 Bolt
14 00003901 5 Lockwasher
15 00000200 5 Nut
16 00751858 3 Clamp

ITEM PART NO. QTY DESCRIPTION

17 02776300 1 Head Mount Wldmt.
18 02957088 2 Cable
19 02748800 1 Support Bracket
20 00009100 1 Nut
21 00016700 1 Bolt
22 02030300 1 Nut
23 02742500 2 Bulkhead Elbow
24 02960613 1 Bracket
25 02956992 2 Bolt
26 02959924 2 Nut
27 02020900 1 U-Bolt
28 02960615 1 Hose Sleeve, 155"
29 02906300 1 Hose Sleeve, 48"
30 02965403 1 Hose Protector

w/ Holes

3

                             *  Includes Items 1 through 20, & 24 through 28 only.
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BA&SM/6-90 Parts Section 6-16

HD LONG BOOM SLEEVE & TRUNNION ASSY  *P/N 02755100

R 3-11-96

ITEM PART NO. QTY DESCRIPTION ITEM PART NO. QTY DESCRIPTION

1 02020100 1 Trunnion 17 00011700 3 Lockwasher
(incl. 16,17,22,25, & 28) 18 02773500 1 Slide Bearing

2 02754900 1 Special Boom Sleeve Assy 19 02745900 2 Pin
(incl. 7,9,11,12,14,15,17 20 02735700 1 Roller w/Bearings
18,19,20,21,23,27,34,35 21 02746400 1 Top Roller w/Brngs.
&36) 22 00752670 2 Grease Fitting

3 02957579 2 Hose Roller 23 02746500 2 Pulley w/Bearings
4 02020400 1 Pin 24 02024900 3 Washer
5 02020700 2 Link 25 02026900 2 Bearing
6 02020800 2 Pin 26 02027700 1 Turning Arm Pin
7 00606000 5 Cotter Pin 27 00003500 3 Grease Fitting
8 02022000 1 Pin - RH 28 00023500 2 Flatwasher
9 02022200 3 Lockwasher 29 02717400 1 Toggle Bolt Weld.
10 40010000 2 Cotter Pin 30 00037200 1 Nut
11 02022400 1 Aluminum Slide Bearing 32 02716900 1 Toggle Pivot
12 02022500 3 Bolt 33 02957580 1 Hose Roller
13 02020200 1 Pin LH 34 02774500 2 Washer Spacer
14 02746300 1 Bottom Roller w/Brngs. 35 00557800 2 Washer Spacer
15 02022900 1 Pin 36 02787800 3 Bolt
16 02023100 1 Bolt



Parts Section   6-17BA&SM/6-90

HD LONG BOOM & EXTENSION ASSY

ITEM PART NO. QTY DESCRIPTION

1 00999422 1 Bolt
2 00750338 1 Bolt Clamp Assy.
3 02962918 2 Hose Protector, 3"
4 02023800 4 Bolt
5 02749100 1 Support Bracket
6 02960616 1 Long Boom Wldmt.
7 00749137 1 Locknut
8 02024300 1 Turnbuckle Assy.
9 00001200 1 Nut
10 02957090 1 Thimble
11 00326700 2 Clamp
12 02758400 1 Bolt
14 00003901 5 Lockwasher
15 00000200 5 Nut
16 00751858 3 Clamp

ITEM PART NO. QTY. DESCRIPTION

17 02776300 1 Head Mount. Wldmt.
18 02957088 2 Cable
19 02748800 1 Support Bracket
20 00009100 1 Nut
21 00016700 1 Bolt
22 02030300 1 Nut
23 02742500 2 Bulkhead Elbow
24 02960613 1 Bracket
25 02956992 2 Bolt
26 02959924 2 Nut
27 02020900 1 U-Bolt
28 02960615 1 Hose Sleeve, 155"
29 02906300 1 Hose Sleeve, 48"
30 02965403 1 Hose Protector

w/ Holes

3
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60" X-FRAME SQUARE HEAD ASSEMBLY P/N 02962223



Parts Section   6-19BA&SM/6-90

ITEM PART NO. QTY DESCRIPTION

1 02960664 1 Square Head Weldment
2 00003500 1 Grease Fitting
3 00011100 32 Washer
4 02035800 17 Woodwasher
5 00015800 26 Locknut
6 00023100 19 Bolt
8 00753642 2 Bolt
9 02957380 1 Side Guard
10 5710121 1 Cover Plate
11 02959957 1 Rubber Flap
12 02957496 1 Rear Flap Retainer
13 02957314 1 Hitch Post Assy. w/Grease Fitting & Bushing

00003500 1 Grease Fitting
02961788 1 Bushing

14 02892100 6 Bolt
15 02960715 1 Stop
16 00037200 6 Locknut
17 02960667 1 Retractable Guard Weldment
18 02960716 1 Pivot Arm
19 02960452 1 Spring Guard
20 000539 2 Spring
22 00011400 4 Bolt
23 02031800 2 Nut
24 02960717 1 Adjustable Spring Stud
25 00013900 1 Bolt
26 02885700 1 Rear Flap
27 5F5180 2 Wingnut

R 3-11-96

60" X-FRAME SQUARE HEAD ASSEMBLY P/N 02962223



Parts Section 6-20BA&SM/6-90

SPINDLE HOUSING AND SPINDLE ASSEMBLY

Fill with NLGI 000 Grease
Alamo Group P/N 00765444

DO NOT OVERFILL!

10 9 1

2

11

4

5

3

6

7

8

Note:  #10
When installing new locknut,
tighten nut, then using a hammer
and set punch, indent tap side of
nut into external keyway on
spindle in order to lock nut in
place.  Nuts are not reusable.

R 8-25-93



Parts Section   6-21BA&SM/6-90

SPINDLE HOUSING AND SPINDLE ASSEMBLY

P/N 02960553B

ITEM PART NO. QTY DESCRIPTION

1 02961038 1 Gasket

2 02963815 1 Housing

3 02960561 1 Spindle

4 02960558 1 Bearing Ring

5 02960559 1 Seal

6 00754627 1 Snap Ring

7 02960557 1 Bearing

8 00755628 1 Bearing

9 02964269 1 Lockwasher

10 02962030 1 Nut

11 02959018 1 Grease Relief Fitting



Parts Section 6-22BA&SM/6-90

60" X-FRAME SQUARE HEAD ASSEMBLY

1
1
1
1123123

1
1
1
1123123

12
12
12
12123123

2,4

7 9
6

18

12

12
12

12
12

12
12

12
12

1

8 5,21

19 20

22

23,24,25,26
27,29

10,11,12
28,29

TORQUE ITEM #2 & #6
TO 400 FT./LBS.

30

TORQUE ITEM #23, #27  &
#28 TO 250 FT./LBS.

R3-11-96
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12 12
12

ITEM PART NO. QTY DESCRIPTION

1 02962904 1 Spindle Housing/Spindle Assy.
w/Hydraulic Motor & Fittings

02960553B 1 Spindle Housing & Spindle Assy.
02961732 1 Motor

2 03200269 6 Bolt
4 00037200 6 LockNut
5 02782300 1 Blade Bar Assembly (Items 19-29)
6 02782000 4 Bolt
7 00003901 4 Lockwasher
8 02957331 1 Skid Shoe (Right Hand)
9 02957332 1 Skid Shoe (Left Hand)
10 00059700 7 Bolt
11 00015800 7 Nut
12 00011100 7 Washer
13 02892000 2 Bolt
18 02960664 1 Square Head Weldment
19 02781600 1 Top Leaf
20 02781700 1 Middle Leaf
21 02781800 1 Bottom Leaf
22 02761500 1 Blade Set
23 02782900 2 Blade Bolt
24 00020900 2 Slotted Nut
25 02957089 2 Lockwasher
26 00023200 2 Spiral Roll Pin
27 02782200 2 Bolt
28 02782100 2 Bolt
29 02032200 4 Lockwasher
30 02961038 1 Gasket

DANGER ROLL PIN #26 MUST BE INSTALLED TO PREVENT NUT FROM BECOMING
LOOSE AND BLADE FROM BEING THROWN FROM THE MACHINE.

DANGER BLADES SHOULD ALWAYS BE REJPLACED IN PAIRS.  BLADES OF DIFFERENT
WEIGHTS CAN CAUSE SERIOUS IMBALANCE AND DAMAGE TO THE
MACHINE AND PERSONNEL.  WHEN REPLACING BADES, BLADE BOLTS,
BUSHINGS, NUTS AND WASHERS MUST BE CHANGED.



Parts Section   6-23BA&SM/6-90

4

12
12

12
12
12

1
1
1

1
1
1

1

2

3

2

34

12345
12345
12345

HYDRAULIC MOTOR ASSEMBLY  P/N 02962903

ITEM PART NO. QTY DESCRIPTION

1 02961732 1 Hydraulic Motor
2 00749104 2 Elbow
3 00749101 2 Split Flange Kit
4 02044200 2 "O" Ring

R3-11-
96



Parts Section 6-24BA&SM/6-90

1
2

3

4

5

11

12

13

14

15

11

8
9

P/N 02961732

HYDRAULIC MOTOR REPAIR PARTS

10

1234
1234

6

7

8

12

9

16



Parts Section   6-25BA&SM/6-90

ITEM PART NO. QTY DESCRIPTION

1 02961933 1 Snap Ring

2* -------- 1 “O” Ring

3 02961932 1 Seal Retainer

4* -------- 2 Seal

5 02961926 1 Mounting Flange w/Bushings

6 02961940 1 Plug

7 02961931 2 Check Assemby

8* -------- 4 Seal End

9* -------- 2 Thrust Plate

10 02961929 1 Gear Set

11* -------- 2 Square Seal

12 02961924 4 Dowel Pin

13 02961928 1 Gear Housing

14 02961927 1 Porting Flange w/Bushing

15 02961917 4 Washer

16 02961918 4 Bolt

17* -------- 4 Side Seal (not shown)

* included in major rebuild seal kit part number 02961939

** minor rebuild seal kit is 02962538 (includes all parts of
    kit except thrust plates)

P/N 02961732

HYDRAULIC MOTOR REPAIR PARTS



Parts Section 6-26BA&SM/6-90

SLOPEMOWER HEAD ASSEMBLY P/N 02962230

8

14

11

3, 5, 6
3, 4, 5, 6

3, 5,
10

35, 36

32,33 21
22,23,24,25,26

19,20,5,13

15,3,4,5

3,4,5,10

3,4,5,9,10

3, 4, 5, 6

1

2

27,28,29,30,31,*37

3938

R3-11-
96



Parts Section   6-27BA&SM/6-90

SLOPEMOWER HEAD ASSEMBLY P/N 02962230

ITEM PART NO. QTY DESCRIPTION

1 02957436 1 Square Head Weldment
2 02885700 1 Rear Flap
3* 00011100 67 Washer
4* 02035800 42 Washer
5* 00015800 48 Nut
6* 00023100 33 Bolt
8* 02959952 1 Front Guard Weldment
9 02957380 1 Side Guard
10 00011501 5 Bolt
11 02959957 1 Front Deflector Flap
12 02957496 1 Rear Flap Retainer
13 02962439 1 Rubber Bumper
14* 02959956 1 Flap Guard
15 00753642 6 Bolt
19 02958114 1 Bolt
20 02957537 1 Bumper Plate
21 02957734 1 Swivel Hitch Post Weldment
22 02957607 1 Swivel Assy (includes 23-26)
23 02958554 1 Hitch-Swivel
24 00003500 1 Zerk Fitting
25 02961788 1 Bushing
26 00752670 1 Grease Zerk
27 02957437 1 Spring & Chain Assembly (includes 28-31)
28 02060201 2 Chain (9 Links)
29 02060100 2 Spring
30 02703700 4 Shackle
31 02772400 2 Shackle
32 00037200 6 Nut
33 02931300 6 Bolt
35 00606000 1 Cotter Pin
36 02033900 1 Pin, Swivel Clevis
*37 02733500 2 Chain (22 Links)

Used when 28 & 29 are not used
38 5710121 1 Cover Plate
39 5F5180 2 Wing Nut (For Cover Plate)

* Head Guard Assembly P/N 02959955 Consists of Items with (*)

NOTE: When Head Guard Assembly is removed, use the parts listed below.

A. 02959958 1 Debris Deflector
B. 02959959 1 Debris Deflector

R3-11-96



Parts Section 6-28BA&SM/6-90

SLOPEMOWER HEAD ASSEMBLY

Section View From Rear
Torque Item #4 to 400 ft./lbs.
Torque Item #8 to 400 ft./lbs.

ITEM PART NO. QTY DESCRIPTION

1 02960920 1 Spindle & Motor Assembly
02960553C 1 Spindle Assembly
02961029 1 Hydraulic Motor Assembly

2 02788400 2 Bolt
3 63000500 4 Washer
4 02959390 6 Bolt
6 00037200 6 Nut
7 02957478 1 Blade Bar Assembly
8 02708700 4 Bolt
9 00003901 4 Lockwasher
10 00001800 6 Locknut TLM 1/2 NC PLC
11 02960951 2 Stud
12 02957331 1 Right Hand Skid Shoe
13 02957332 1 Left Hand Skid Shoe

R 1-20-97
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Parts Section   6-29BA&SM/6-90

SPINDLE HOUSING AND SPINDLE ASSEMBLY

9

2

11,12

4

5

3

6

7

8

10

NOTE:  #10
When installing new locknut, tighten
nut, then using a hammer and set
punch, indent tap side of nut into
external keyway on spindle in order
to lock nut in place.  Nuts are not
reusable.

P/N 02960553C
1

Fill with NLGI 000 Grease
Alamo Group P/N 00765444
DO NOT OVERFILL!

ITEM PART NO. QTY DESCRIPTION

1 02961038 1 Gasket
2 02960562C 1 Housing
3 02960561 1 Spindle
4 02960558 1 Bearing Ring
5 02960559 1 Seal
6 00754627 1 Snap Ring
7 02960557 1 Bearing
8 00755628 1 Bearing
9 02964269 1 Lockwasher
10 02962030 1 Nut
11 00755633 1 Plug
12 02959860 1 Pressure Relief Plug

R 3-11-96



Parts Section 6-30BA&SM/6-90

HYDRAULIC MOTOR (w/FITTINGS) P/N 02961029

ITEM PART NO. QTY DESCRIPTION

1 02960696 1 Motor
2 02705100 2 Flange Fitting - Outlet
3 00749103 1 Split Flange Set (Includes: 1 Set of Split Flange

 Halves, 1 O-Ring, 4 Bolts, & 4 Lockwashers)

3

1

2

3

2



Parts Section   6-31BA&SM/6-90

HYDRAULIC MOTOR REPLACEMENT PARTS

ITEM PART NO. QTY DESCRIPTION

1 ------------ 1 Seal
2 ------------ 8 Bolt
3 ------------ 8 Flatwasher
4 02721000 1 Flange
5 ------------ 1 O-Ring
6 02721500 2 Bottom Isolation Plate
7 ------------ 4 Sealing Strip
8 ------------ 4 End Separator
9 ------------ 2 Center Separator
10 ------------ 4 O-Ring
11 ------------ 4 Back-up Ring
12 02721300 2 Pressure Plate
13&14 02961071 1 Drive & Idler Gear Set
15 02721400 2 Top Isolation Plate
16 02721700 2 Dowel
17 nfs 1 Body
18 02721800 1 Snap Ring
19 02721600 4 Steel Ring
20 ------------ 1 Seal

02720000 ref Seal Kit (Consists of 1,5,7,8,9,10,11,20)

P/N 02960696



Parts Section 6-32BA&SM/6-90

CASTER WHEEL ASSEMBLY P/N 02957594

ITEM PART NO. QTY DESCRIPTION

`1 00750925 1 Bolt
2 00021800 1 Nut
3 00748667 1 Collar
4 00011700 1 Lockwasher
5 02957593 1 Caster Fork Weldment
6 02036400 1 Bolt
7 02036301 1 Axle Bushing
8 00001300 10 Lockwasher
9 00001200 10 Nut
10 02605901 1 Wheel
11 02277900 1 Caster Arm Weldment - Left Rear

02277800 2 Caster Arm Weldment - Right Rear
12 02959181 2 Spacer
13 02892000 9 Bolt

02957594 3 Caster Wheel Assembly
(Contains 1-10, & 12)

02031600 ref Wheel & Bushing Assy
[Contains (2) of item 12, (1) of item 10, & (1) of item 7]

R3-11-96



Parts Section   6-33BA&SM/6-90

BLADE BAR ASSEMBLY P/N 02957478

ITEM PART NO. QTY DESCRIPTION

1 02957407 1 Blade Bar Weldment
2 02032400 2 Blade

02958041 1 Blade Set (matched set of two)
3 00749005 2 Blade Bolt
4 00748547 4 Washer
5 02032300 2 Blade Bushing
6 02030300 2 Nut

R3-11-96



Parts Section 6-34BA&SM/6-90

ITEM PART NO. QTY DESCRIPTION

1 02961481 1 Hydraulic Cylinder
2 02962140 1 Gland
3* -------------- 1 “O” Ring
4 02962142 1 Rod Assembly
5 02962138 1 Barrel Assembly
6 02962131 1 Piston
7 02252400 1 Locknut
8 02960018 2 Elbow
9 02960049 Ref. Pin
10 00748547 Ref. Washer
11 00606000 Ref. Cotter Pin
12 02959925 4 Bushing
13 02962169 1 Set Screw
14                      -------------              1                       Nylon Insert
15 02962129 1 Collar
16* -------------- 1 Wear Ring
17* -------------- 1 Piston Seal
18* -------------- 1 “O” Ring
19 -------------- 1 Buffer Seal
20 -------------- 1 Buffer Seal
21* -------------- 1 Rod Wiper
22* -------------- 1 Rod Seal

*  Included in Seal Kit P/N 02962141
**Includes items # 1, 8, & 12

SWING CYLINDER P/N 02961805**

R3-11-96



Parts Section   6-35BA&SM/6-90

LIFT CYLINDER P/N 02961805**

ITEM PART NO. QTY DESCRIPTION

1 02961481 1 Hydraulic Cylinder
2 02962140 1 Gland
3* -------------- 1 “O” Ring
4 02962142 1 Rod Assembly
5 02962138 1 Barrel Assembly
6 02962131 1 Piston
7 02252400 1 Locknut
8 02960018 2 Elbow
9 02960049 Ref. Pin
10 00748547 Ref. Washer
11 00606000 Ref. Cotter Pin
12 02959925 4 Bushing
13 02962169 1 Set Screw
14                      -------------              1                       Nylon Insert
15 02962129 1 Collar
16* -------------- 1 Wear Ring
17* -------------- 1 Piston Seal
18* -------------- 1 “O” Ring
19 -------------- 1 Buffer Seal
20 -------------- 1 Buffer Seal
21* -------------- 1 Rod Wiper
22* -------------- 1 Rod Seal
23 02960047 Ref. Toggle Bolt
24 02030300 Ref. Nut

*  Included in Seal Kit P/N 02962141
**Includes items # 1, 8, & 12

R3-11-96



Parts Section 6-36BA&SM/6-90

TILT CYLINDER P/N 02961808**

ITEM PART NO. QTY DESCRIPTION

1 02961480 1 Hydraulic Cylinder
2 02962145 1 Gland
3* -------------- 1 “O” Ring
4 02962144 1 Rod Assembly
5 02962143 1 Barrel Assembly
6 02962125 1 Piston
7 02247100 1 Locknut
8 02960018 1 Elbow
9 00753013 1 Bolt
10 00001400 1 Washer
11 02845800 1 Bolt
12 00001800 1 Locknut TLM 1/2 NC PLC
13 02959892 2 Bushing
14* -------------- 1 Back-up Ring
15 02962146 1 Collar
16* -------------- 1 Wear Ring
17* -------------- 1 P iston Seal
18* -------------- 1 “O” Ring
19 02962169 1 Set Screw
20                         --------------                1                           Ny lon Insert
21* -------------- 1 Rod Wiper
22* -------------- 1 Rod Seal
23* -------------- 1 er Seal
26 00695100 1 Nut, Toplock 5/8 NC PLC
27 02960054 1 Breather Plug

*  Included in Seal Kit P/N 02962147
**Includes items # 1, 8, 13, & 27

R3-11-96



Parts Section   6-37BA&SM/6-90

AUXILIARY HYDRAULIC ASSEMBLY

ITEM PART NO. QTY DESCRIPTION

1 02964515 1 Mainframe Weld.
2 02045200 1 Elbow
3 02825900 1 Elbow
5 02960953 1 Filter Return Tube
6 02962404 1 Return Tube Adapter
7 02961115 1 Elbow
8 00751465 1 Pipe Nipple
9 02049700 1 Sight Guage
10 02960809 1 Adapter
11 02963659 1 Pipe Plug
12 02957390 1 Filler Cap Weld.
13 63067100 6 Bolt
14 63121700 6 Nut
15 63121800 6 Lockwasher
16 02961000 1 Filter Assembly

02961001 1 Filter Element
02961452 1 Top Cover "O" Rin

17 02963662 1 Gasket
18 000644 4 Bolt
19 02961255 4 Pushnut
20 00015800 4 Nut

R 03-11-96

ITEM PART NO. QTY DESCRIPTION

21 02047400 1 Suction Filter
22 02047200 1 Elbow
23 02959530 1 Suction Pipe Weld.
24 02963661 1 Gasket
25 02886900 4 Bolt
26 63161900 4 Spring Nut
27 00002700 4 Flatwasher
28 00001800 4 Locknut TLM 1/2 NC PLC
29 02208400 1 Elbow
30 02411000 1 Hose Bib
31 02026200 1 Hose Clamp
32 ------------- 1 Suction Hose
33 02209600 1 Filler Cap
34 02889200 1 Straight Adapter
35 02961131 1 Tube 90 Degree

Return Line
Cutter Valve to
frame

36 02962864 4 Sealing Washer



Parts Section 6-38BA&SM/6-90

 HYDRAULIC CIRCUIT AND HOSE PLAN

22-1/2'     29'     29'HD

R 03-11-96



Parts Section   6-39BA&SM/6-90

 HYDRAULIC CIRCUIT AND HOSE PLAN

R 03-11-96

22-1/2'     29'     29'HD

ITEM PART NO. QTY DESCRIPTION

1 02742800 1 To Cutter Motor - Rotary Heads

02906000 1 To Cutter Motor - Flail Heads

2 02949300 1 From Cutter Valve - Long & HD Booms

02711400 1 From Cutter Valve - Short Boom

3 02742800 1 From Cutter Motor - Rotary Heads

02959677 1 From Cutter Motor -  Flail Heads

4 02957242 1 To Cutter Valve - Long & HD Booms

02957233 1 To Cutter Valve - Short Booms

5 02045300 1 To Tilt Cylinder - Long & HD Booms

02711700 1 To Tilt Cylinder - Short Booms

6 02045800 1 From Lift Cylinder

7 02045800 1 To Lift Cylinder

8 02837800 2 From Control Valve to Winch Motor

9 02045800 1 Rod End Swing Cylinder

10 02045800 1 Bottom Swing Cylinder

11* 1 Pump to Cutter Valve

12 02961131 1 Return Tube Cutter Valve to Cooler Tube

02889200 1 Straight Adapter

13 02512800 1 Suction to Pump

14 61026400 1 From Control Valve to Reservoir

15 02513000 1 From Pump to Control Valve

16 02960953 1 Return Tube Cooler Frame to Reservoir

* Dependent on Tractor Make and Model



Parts Section 6-40BA&SM/6-90

VALVE BANK

Valve Section (Item #6) contains 2 Relief Car-
tridges set at 875 lbs. per Sq. Inch P/N 02728200

ITEM PART NO QTY DESCRIPTION

1 02042400 2 Adapter
2 02042700 2 Adapter
3 02042500 4 Adapter
4 02750100 2 Detent Kit - Standard
5 02046500 1 Valve Section - End
6 02046300 1 Valve Section - Swing
7 02046200 1 Valve Section - Winch
8 02046100 1 Valve Section - Lift
9 02046000 1 Valve Section - Tilt
10 02046700 1 Valve Section - End Plate
11 ------------- Ref Valve Handle (See Item #12)
12 02049600 Ref Handle - Linkage - Bracket Repair Kit

(Includes Item #11, 16 and Fasteners)
13 00021800 3 Nut
14 00011700 3 Lockwasher
15 02044900 3 Bolt
16 ------------- Ref Bracket (See Item #12)
17 02707200 2 Detent Kit
18 02698200 3 Tie Rod
19 00013901 6 Nut
20 00545500 Ref "O" Ring Kit *
21 02957191 Ref Relief Cartridge Set at 2000 PSI
22 02957194 Ref Relief Cartridge Set at 2000 PSI

02785300 Ref Main Relief Valve Seal Kit
02965115 Ref Seal Kit for Relief Cartridges & Load Checks

* Contains Spool Seals for One Section only and All of the Seals between Sections.

VALVE BANK - P/N 02735300
WITH FITTINGS - P/N 02045900

R 3-13-92



Parts Section   6-41BA&SM/6-90

ITEM PART NO. QTY DESCRIPTION

1 02750100 1 Positioner
2 ------------- 2 See Valve Bank for Part #
3 02965115 Ref. Seal Kit for Relief Cartridge
4 00545500 Ref. O-Ring Kit*
5 02962529 Ref. Washer and O-Ring

* Contains Spool Seals for One Section and All of the Seals between Sections.

INDIVIDUAL VALVE SEGMENT (NON-FLOAT)

R 8-31-92



Parts Section 6-42BA&SM/6-90

ITEM PART NO. QTY DESCRIPTION

1 02958734 1 Positioner, Float
2 ------------- 2 See Valve Bank for Part # on

Load Check or Work Port Relief.
3 02965115 Ref. Seal Kit for Relief Cartridge
4 00545500 Ref. O-Ring Kit*
5 02962529 Ref. Washer and O-Ring
6 ------------- Ref. O-Ring (included in Seal Kit #00545500)
7 ________ Ref. O-Ring (included in Seal Kit #00545500)

* Contains Spool Seals for One Section and All of the Seals between Sections.

INDIVIDUAL VALVE SEGMENT (FLOAT)

R 8-31-92



Parts Section   6-43BA&SM/6-90

MOTOR CONTROL VALVE  **P/N 02961164

ITEM PART NO. QTY DESCRIPTION

1 02960565 1 Motor Control Valve
2 02960807 1 Straight Adapter
3 02958313 1 Straight Adapter
4 02961005 1 Straight Adapter
5 02958203 1 Wire Harness
7 02964028 1 Switch-Push Pull
8 02964063 1 Knob
9 02961006 1 Straight Adapter
10 02961007 1 Straight Adapter
11 02960986 1 Hydraulic Tube
12 02961118 1 90o Elbow

** Includes Items 1,2,3,9,10 & 12 Only.

R 3-11-96



Parts Section 6-44BA&SM/6-90

MOTOR CONTROL VALVE P/N 02960565

R 7-19-94

CARTRIDGE VALVE
INSTALLATION PROCEDURE

1. Visually inspect the manifold block to make sure cavities are free of
contamination including machining burrs and chips.

2. Check the cartridge valve to be sure it is free of visible contamination.
3. Be sure o-rings and/or split back-up rings are arranged properly on valve

and are not damaged.
4. Dip cartridge valve in clean oil up to the threads to lubricate seals.
5. Carefully screw cartridge into proper cavity.

1

2

3

4

5

6

7

8

ITEM PART NO. QTY DESCRIPTION

1 02965223 1 Solenoid Complete (S/N BA-01029 - S/N SM-01140 and After)
02961265 1 Solenoid Complete (S/N BA-01028 - S/N SM-01139 and Prior)

2 02965222 1 Solenoid Coil (S/N BA-01029 - S/N SM-01140 and After)
02961263 1 Solenoid Coil (S/N BA-01028 - SM-01139 and Prior)

3 02965221 1 Solenoid Valve w/Seals (S/N BA-01029 - S/N SM-01140 and After)
02961264 1 Solenoid Valve w/Seals (S/N BA-01028 - S/N SM-01139 and Prior)

4 02961271 1 Pilot Piston w/Seals
5 02961261 1 Relief Valve

02961262 1 Seal Kit (Relief Valve)
6 02961267 1 Logic Valve

02961268 1 Seal Kit
7 02961269 1 Check Valve

02961270 1 Seal Kit
8 02961266 1 Seal Kit - Solenoid Valve - All S/N's



Parts Section   6-45BA&SM/6-90

OPERATOR'S CAGE

ITEM PART NO. QTY DESCRIPTION

1 02959710 1 Operator's Cage (Ford, John Deere,
Massey Ferguson w/Two Post ROPS only)

02960660 1 Operator's Cage (Case/IH w/Two
Post ROPS  Only)

2 00039900 3 Bolt
3 00001200 4 Nut

R 3-11-96



Parts Section 6-46BA&SM/6-90

ITEM PART  NO. QTY DESCRIPTION

1 02922700 1 Adapter, Shaft
2             -------------- 1 Pinion
5 00752179 1 Shaft, Low Speed
6 02922600 1 Pump Flange
7 00751949 1 Cover, Closed
8 00751950 2 Cover, Open
9 00751970 8 Pipe Plug
10 00751535 3 Seal
11 00751954 1 Retaining Rein
12 00751942 1 Breather
13 00751951 1 Bearing Cup
14 00751533 1 Bearing Cone
15 00749201 3 Bearing Cup
16 00749200 3 Bearing Cone
17 00751953 1 Spacer Ring
18 00751955 1 Housing
19 00751956 1 Housing
20 00751957 2 Dowel-1/4 x 1" - Hard

ITEM PART NO. QTY DESCRIPTION

21 00751958 1 Gasket .015
22 00751971 2 Spacer Ring
23 ------------- REF Name Tag
24 00751959 AR Shim .005 Alum.
25 00751960 AR Shim .007 Alum.
26 00751961 AR Shim .020 Alum.
27 00751962 3 Shim .005 Fibre
28 00751963 AR Shim .005 Alum.
29 00751964 1 Shim .005 Fibre
30 00751965 AR Shim .007 Alum.
31 00751966 AR Shim .020 Alum.
32 00751967 24 Screw
33 00751968 24 Lockwasher
34 00751969 8 Screw
35 00013901 8 Nut
36 00012101 8 Lockwasher
37 00752772 1 Magnetic Plug

SPEED INCREASER P/N 02897900

DISCONTINUED
FOR REPLACEMENT

PARTS ONLY

R 3-11-96



Parts Section   6-47BA&SM/6-90 R 3-11-96

SPEED INCREASER P/N 00768991

ITEM PART NO QTY DESCRIPTION

1 00754519 1 Housing
2 00754520 1 Gasket
3 00754521 1 Gasket
4 00754522 1 Flange
5 00754523 1 Plug
6 00754524 4 Gasket
7 00754525 3 Plug
8 00754526 3 Lockwasher
9 00754527 8 Bolt
10 00754528 4 Lockwasher
11 00754529 4 Bolt
12 00754530 2 Dowel
13 00754531 1 Housing
14 00754332 1 Gasket
15 00754533 1 Flange
16 00754534 1 Gasket
17 00754535 1 Dipstick
18 00754536 5 Gasket
19 00754537 4 Plug
20 00754538 1 "O- Ring"
21 00754539 1 Bearing
22 00754540 1 Retaining Ring
23 00754541 3 Bearing
24 00754542 1 Shaft
25 00754543 2 Key
26 00754544 1 Gear (540 RPM)

00756532 1 Gear (1000 RPM)
27 00754545 1 Pinion (540 RPM)

00756531 1 Pinion (1000 RPM)
28 00754546 1 Spacer
29 00754950 1 Pump Flange
30 02966731 Ref. Splined Pump Adapter



Parts Section 6-48BA&SM/6-90

SINGLE PUMP ASSEMBLY

12345
12345
12345

1

3

123456
123456
123456
123456
123456
123456

12345
12345

1234
1234
1234
1234

123
123

123
123

4

5

2

12
12
12

ITEM PART NO. QTY DESCRIPTION

1 02961474 1 Hydraulic Pump
2 02961825 1 90 Deg. Elbow
3 02827700 1 Flange Kit
4 02411000 1 Hose Bib
5 02026200 1 Hose Clamp

FRONT MOUNTED P/N 02961827



Parts Section   6-49BA&SM/6-90

8
9

10

6

11

8

12

1

2

3

4

5

7

9

12

11

FRONT MOUNTED
P/N 02961474

SINGLE PUMP REPLACEMENT PARTS



Parts Section 6-50BA&SM/6-90

SINGLE PUMP REPLACEMENT PARTS

FRONT MOUNTED
P/N 02961474

ITEM PART NO. QTY DESCRIPTION

1 02961918 4 Bolt
2 02961917 4 Washer
3 02961914 1 Porting Flange w/Bushing
4* -------------- 2 Seal
5 02961913 1 Mounting Flange w/Bushings
6 02961920 1 Plug
7 02961915 1 Gear Housing
8* -------------- 4 Seal End
9* -------------- 2 Thrust Plate
10 02961916 1 Gear Set
11* -------------- 2 Square Seal
12 02961924 4 Dowel Pin

* included in major rebuild seal kit part number 02961925**
** minor rebuild seal kit is 02962548 (includes all parts of
    major rebuild seal kit except thrust plates)



Parts Section   6-51BA&SM/6-90

12345
12345
12345
12345

12
12
12

1

3

ITEM PART NO. QTY DESCRIPTION

1 02964947 1 Hydraulic Pump
2 02961098 1 90 Deg. Elbow
3 02827700 1 Flange Kit
4 02411000 1 Hose Bib
5 02026200 1 Hose Clamp
6 02047200 1 Elbow

123
123
123

123
123

2

123
123

1234
1234
1234

12345
12345
12345
12345

1
1
1
15

6

4

SINGLE PUMP ASSEMBLY

REAR MOUNTED - 540 PTO - P/N 02962096

R 3-13-92



Parts Section 6-52BA&SM/6-90

SINGLE PUMP REPLACEMENT PARTS

8
9

10

6

12

12

1

2

3

4

5

11

7
11

9

8

ITEM PART NO. QTY DESCRIPTION

1 02961918 4 Bolt
2 02961917 4 Washer
3 02961914 1 Porting Flange w/Bushing
4* -------- 2 Seal
5 02961913 1 Mounting Flange w/Bushings
6 02961920 1 Plug
7 02965092 1 Gear Housing
8* -------- 4 Seal End
9* -------- 2 Thrust Plate
10 02965091 1 Gear Set
11* -------- 2 Square Seal
12 02961924 4 Dowel Pin

* included in major rebuild seal kit part number 02961925**

** minor rebuild seal kit is 02962548 (includes all parts of
    major rebuild seal kit except thrust plates)

REAR MOUNTED
540 PTO

P/N 02964947

R 3-13-92



Parts Section   6-53BA&SM/6-90

TANDEM PUMP ASSEMBLY

1234
1234
1234

12
12
12

12
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12
12
12

12
12

12
12
12

123456
123456
123456
123456
123456
123456

12345
12345

1234
1234
1234

12
12
12

123
123

FRONT MOUNTED - P/N 02961826

2
BOTTOM PORT

ITEM PART NO. QTY DESCRIPTION

1 02961735 1 Hydraulic Pump
2 02961825 1 90 Deg. Elbow
3 02962214 1 90 Deg. Elbow
4 02827700 1 Flange Kit
5 02411000 1 Hose Bib
6 02026200 1 Hose Clamp

3
    TOP PORT

1

5

6

4



Parts Section 6-54BA&SM/6-90
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4

4

4

9
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6

6 10

TANDEM PUMP REPLACEMENT PARTS

FRONT MOUNTED - P/N  02961735

8

1
2



Parts Section   6-55BA&SM/6-90

ITEM PART NO. QTY DESCRIPTION

1* -------------- 1 Seal

2 02961913 1 Mounting Flange w/Bushings

3 02961920 2 Plug

4* -------- 4 Seal End

5 02962187 1 Gear Set

6 02961924 8 Dowel Pin

7 02961915 1 Gear Housing

8* -------- 4 Square Seal

9 02962185 1 Bearing Carrier Housing w/Bushings

10 02962188 1 Gear Set

11 02962216 1 Connector Shaft

12 02962186 1 Gear Housing

13* ------------- 4 Thrust Plate

14 02962184 1 End Flange w/Bushing

15 02961917 4 Washer

16 02962189 4 Studs

17 02962190 4 Nuts

* included in major rebuild seal kit part number 02962191**

** minor rebuild seal kit is 02962539 (includes all parts of
    major rebuild seal kit except thrust plates)

TANDEM PUMP REPLACEMENT PARTS

FRONT MOUNTED - P/N  02961735



Parts Section 6-56BA&SM/6-90 R 3-13-92
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TANDEM PUMP REPLACEMENT PARTS

2
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3
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6 10

REAR MOUNTED - 540 PTO
P/N  02964948



Parts Section   6-57BA&SM/6-90 R 3-13-92

TANDEM PUMP REPLACEMENT PARTS

REAR MOUNTED - 540 PTO - P/N  02964948
ITEM PART NO. QTY DESCRIPTION

1* -------------- 1 Seal

2 02961913 1 Mounting Flange w/Bushings

3 02961920 2 Plug

4* -------- 4 Seal End

5 02962187 1 Gear Set

6 02961924 8 Dowel Pin

7 02961915 1 Gear Housing

8* -------- 4 Square Seal

9 02962185 1 Bearing Carrier Housing w/Bushings

10 02962188 1 Gear Set

11 02962216 1 Connector Shaft

12 02962186 1 Gear Housing

13* ------------- 4 Thrust Plate

14 02962184 1 End Flange w/Bushing

15 02961917 4 Washer

16 02962189 4 Studs

17 02962190 4 Nuts

* included in major rebuild seal kit part number 02962191**

** minor rebuild seal kit is 02962539 (includes all parts of
    major rebuild seal kit except thrust plates)



BA&SM/6-90 Parts Section 6- 58

12345
12345
12345

1

ITEM PART NO. QTY DESCRIPTION

1 02964948 1 Hydraulic Pump
2 02961098 1 90 Deg. Elbow
3 02962213 1 90 Deg. Elbow
4 02827700 1 Flange Kit
5 02411000 1 Hose Bib
6 02026200 1 Hose Clamp
7 02047200 1 Elbow

1
1

1
1

123
123

123
123

12
12

123
123

4

123
123

12345
12345
12345
12345
12345

1234
1234

12
12
12
12
12
12
12

6

12
12
12

5
7

3
BOTTOM PORT

2

REAR MOUNTED - 540 PTO - P/N 02962097

TANDEM PUMP ASSEMBLY

R 3-31-92



BA&SM/6-90 Parts Section 6- 59

TANDEM PUMP ASSEMBLY*

12345
12345
12345
12345

1

ITEM PART NO. QTY DESCRIPTION

1 02962440 1 Hydraulic Pump
2 02961317 1 45 Deg. Elbow
3 02962749 1 45 Deg. Elbow
4 02827700 1 Flange Kit
5 02411000 1 Hose Bib
6 02026200 1 Hose Clamp
7 00749103 1 Flange Kit
8 63042700 1 Straight Adapter

12
12

12
12

12
12
12

123456
123456
123456
123456
123456
123456

12345

1234
1234
1234

6

4

5

7*
8

2
BOTTOM

3
TOP

*This pump is identified by
the 1-1/4" Flange fitting used
on the bottom discharge port.

FRONT MOUNTED - P/N 02962441



BA&SM/6-90 Parts Section 6- 60
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6

A

A

* This pump is identified by the 1-1/4"
Flange connection used on the bottom
discharge port.

TANDEM PUMP REPLACEMENT PARTS*

FRONT MOUNTED - P/N  02962440

View A-A



BA&SM/6-90 Parts Section 6- 61

TANDEM PUMP REPLACEMENT PARTS

FRONT MOUNTED - P/N  02962440

ITEM PART NO. QTY DESCRIPTION

1* -------------- 1 Seal

2 02962619 1 Mounting Flange w/Bushings

3 02961920 2 Plug

4* -------- 4 Seal End

5 02962620 1 Gear Set

6 02961924 8 Dowel Pin

7 02962621 1 Gear Housing

8* -------- 4 Square Seal

9 02962622 1 Bearing Carrier Housing w/Bushings

10 02962623 1 Gear Set

11 02962624 1 Connector Shaft

12 02962625 1 Gear Housing

13* ------------- 4 Thrust Plate

14 02962626 1 End Flange w/Bushing

15 02961917 4 Washer

16 02962189 4 Studs

17 02962190 4 Nuts

* included in major rebuild seal kit part number 02962550**

** minor rebuild seal kit is 02962551

(includes all parts of major rebuild seal kit except thrust plates)

R 3-11-96



BA&SM/6-90 Parts Section 6- 62

SICKLE BAR HEAD ASSEMBLY P/N 02962227

ITEM PART NO. QTY DESCRIPTION

1 02959409 1 Sickle Bar
2 00750053 1 Valve
3 10058000 2 Bolt
4 00024000 2 Nut
5 00017000 2 Lockwasher
6 02825900 2 Elbow
7 00750823 2 Elbow
8 02158800 1 Hose
9 02675800 8 Bolt
10 00010300 8 Lockwasher
11 02956851 1 Elbow
12 02959408 1 Elbow
13 02761100 1 Elbow
14 00749070 2 Straight Adapter
15 02959372 1 Hose
16 02958558 1 Hitch Post Assembly

00003500 1 Zerk Fitting
02961788 1 Bushing

17 02958647 2 Hose

R 3-11-96



BA&SM/6-90 Parts Section 6- 63

HYDRAULIC DRIVE UNIT ASSEMBLY P/N 0666100

ITEM PART NO. QTY DESCRIPTION

1 0666200 1 Basic Drive Unit
2 0447300 1 Hydraulic Motor
3 0447500 1 Flywheel (incl. 20 & 22 also)
4 0447600 1 Cover Plate
5 0447700 1 Gasket
6 0446400 1 Drive Arm
7 00750959 4 Bolt
8 0447100 4 Bolt
9 0447400 4 Bolt
10 00019600 5 Lockwasher
12 0564100 1 Key
13 0446600 1 Knife Drive Pin
14 000088 1 Fitting
15 00695000 1 Bolt Gr8
16 02788400 1 Bolt
17 00001200 1 Nut
18 02716500 1 Nut
20 044750B 1 Sleeve
21 044750C 1 Snap Ring
22 000898 1 Adapter

9

R 4-3-95



BA&SM/6-90 Parts Section 6- 64

HYDRAULIC MOTOR

R 4-3-95

ITEM PART NO. QTY DESCRIPTION

1 0448400 1 Shaft End Cover
2 0159900 4 Roller Bearing
3 0029000 1 O-Ring
4 0028700 1 Bearing
5 0028800 1 Retainer Ring
6 0028900 1 Bearing Shield
7 0038000 2 Check Valve Kit (Not Shown)
10 0448800 1 Center Housing
11 0163100 2 Gasket
12 0029200 2 Thrust Plate
13 0029300 1 Gear Key
14 0231800 1 Oil Seal
15 0448300 1 Port End Cover
16* 0029700 10 Pocket Seal (Approx. 1/2")
17 0147200 2 Gear (Matched Pair)
18 0186500 10 Bolt
19 0037100 1 Shaft
20 0063500 1 Pipe Plug
21 0241100 1 Bearing Retainer

* Pocket Seals are furnished on 4-3/4" long strips.
  Cut to length required at assembly.



BA&SM/6-90 Parts Section 6- 65

CUTTER BAR ASSEMBLY

ITEM PART NO. QTY DESCRIPTION

0583500 - Cutterbar Assy (Complete w/Serrated Knife Assy)
0582500 - Cutterbar Assy 5' (less Knife)

1 0449300 1 Inner Shoe - Right Hand
2 0448900 1 Inner Sole
3 0580500 1 Cutterbar Only
4 0532600 4 Knife Wear Plate
5 0571900 1 Knife Wear Plate
6 0593800 1 Rock Guard Inner
7 0593700 18 Rock Guard Center
8 0593600 1 Rock Guard Outer
9 0012700 1 Knife Clip, High
10 0188700 4 Knife Clip Low
11 0570900 1 Industrial Outer Shoe Assembly

(Includes Shoe, ledger Plate, & Rivets)
12 0123800 1 Industrial Outer Shoe sole
13 0044700 1 Inner Shoe Guard Rod
14 000516 1 Bolt
15 02886900 1 Bolt
16 0129000 1 Bolt
17 0081200 1 Bolt
18 0571800 10 Bolt
19 0046400 10 Bolt
20 00019600 2 Lockwasher
21 00022200 2 Lockwasher
22 00001200 3 Nut
23 0163800 22 Nut

R 4-3-95



BA&SM/6-90 Parts Section 6- 66

KNIFE ASSEMBLY

KNIFE HEAD BUSHING REPLACEMENT

After driving out expansion plug with a 1" diameter rod,
press out old bushing on an arbor press

Press in a new bushing flush to the top surface of the  knife
head and insert a new expansion plug.

ITEM PART NO. QTY DESCRIPTION

0531600 - Knife Assembly 5' Serrated
0533900 - Knife Assembly 5' Smooth

1 0448200 1 Knife Head
0446000 1 Bronze Bushing
0547500 1 Expansion Plug

2 0064700 9 Rivet
3 0187100 33 Rivet
4 8064600 21 Knife Section, Serrated

8122700 - Knife Section, Smooth - optional
5 0530100 1 Backing Strip

R 4-3-95



Parts Section   6-67BA-SM/6-90

HD FLAIL CASTER WHEEL ASSY

ITEM PART NO. QTY DESCRIPTION

1 02035400 1 Bolt
2 00012101 1 Lockwasher
3 02035800 1 Flatwasher
4 02035600 2 Spacer
5 02957101 ref Caster Arm Right

02957100 ref Caster Arm Left
6 00749943 1 Caster Fork Weldment
7 00001200 1 Nut
8 00001300 1 Lockwasher
9 02959181 2 Wheel Spacer
10 02605901 1 Wheel Assembly
11 02036301 1 Axle Bushing
12 02036400 1 Bolt
13 02031000 2 Bushing, Caster Arm
14 00752670 2 Grease Fitting

R 3-11-96



Parts Section   6-68BA-SM/6-90

HEAVY DUTY FLAIL ASSEMBLY

NEW STYLE
S/N 02381
and after

R 1-31-96

ITEM PART NO. QTY DESCRIPTION
48" HD FLAIL 60" HD FLAIL

1 107458 107457 1 HD Flail Weldment
2 105532 105530 1 Cutter Shaft Weldment
3 000533 000533 2 V-Belt
4 000672 000672 1 QD Hub
5 000673 000673 1 Pulley, Hyd. Motor
6 02957177 02957177 2 Cutter Shaft Washer
7 103041 103041 1 Idler Pivot Pin
8 103064 103064 1 Fender
9 02960512 02960512 1 Pulley, Cutter Shaft

02959282 02959282 1 Key, Cutter Shaft Pulley
10 000001 000001 1 Bolt
11 00023500 00023500 1 Washer
12 00011700 00011700 1 Lockwasher
13 101778 101778 1 Idler Bearing Spacer
14 103105 103105 2 Idler Pulley
15 700949 700949 1 Idler Arm w/Grease Fitting



Parts Section   6-69BA-SM/6-90

HEAVY DUTY FLAIL ASSEMBLY

R 09-17-10

ITEM PART NO. QTY DESCRIPTION
48" HD FLAIL 60" HD FLAIL

16 700886 700886 1 Shoe Wear Plate Assembly
00001800 00001800 6 Locknut TLM 1/2 NC PLC
02886900 02886900 2 Bolt
000520 000520 6 Lockwasher
000700 000700 4 Shoe Bolt
103051 103051 2 Shoe Wear Plate
700194 701650 1 Trash Deflector Package (Includes

18,19,20, & 22)
18 100101 104682 1 Trash Deflector
19 00024100 00024100 7 Washer (Add 2 for 60" Flail)
20 02959924 02959924 7 Nut (Add 2 for 60" Flail)
22 10058000 10058000 7 Bolt (Add 2 for 60" Flail)
23 701431 700616 1 Knife Package Complete (Includes 24,25,26, & 27)
24 100759 100759 60 Knife(Add 16 for 60" Flail)
25 100761 100761 30 Ring (Add 8 for 60" Flail)
26 000026 000026 32 Cotter Pin (Add 8 for 60" Flail)
27 102670 102670 30 Pin (Add 8 for 60" Flail)
28 02963893 02963893 1 Hydraulic Motor Assembly

00749130 00749130 4 Bolt
63000500 63000500 4 Washer

29 02957157 02957157 1 Inner Housing
30 02957161 02957161 1 Outer Housing

02957042 02957042 6 Bolt, Outer Housing Attachment
00015800 00015800 6 Nut, Outer and Inner Housing Attchment

31 02957166 02957166 1 Housing Cover
00753642 00753642 6 Bolt, Inner Housing and Cover Attachment

32 02957167 02957167 2 Roller Bearing
33 02957168 02957168 2 Bearing Adapter

00003500 00003500 4 Grease Fitting
35 02957169 02957169 1 Seal
36 02957173 02957173 2 Seal
38 00603300 00603300 2 Bolt
39 02961194 02961194 1 Turnbuckle
40 02966254 02966254 1 Motor Bracket Weldment

02957042 02957042 4 Bolt
00015800 00015800 4 Nut

41 00000400 00000400 1 Cotter Pin
42 02960550 02960550 1 Bumper to Head Attachment

02030400 02030400 4 Bolt-Bumper
02957941 02957941 4 Nut

43 02958666 02958666 1 Hitch Post Assembly
02958424 02958424 1 Bushing
02931300 02931300 4 Bolt
00037200 00037200 4 Nut

44 107810 107784 1            Roller w/ Hex Shaft
45 703976 703976 2 Roller Bearing & Housing Assy. w/ Hex Brg.

002486 002486 2 Bearing w/ Hex Brg.
002039 002039 2 Grease Fitting
002037 002037 2 Seal

46 000516 000516 4 Carriage Bolt
47 00001800 00001800 4 Locknut TLM 1/2 NC PLC
48 107182 107182 1 Bracket LH



Parts Section   6-70BA-SM/6-90

HEAVY DUTY FLAIL ASSEMBLY

R7-24-91

DISCONTINUED
FOR REPLACEMENT

PARTS ONLY

ITEM PART NO. QTY DESCRIPTION
48" HD FLAIL 60" HD FLAIL

1 500105 500106 1 HD Flail Weldment
2 105532 105530 1 Cutter Shaft Weldment
3 000533 000533 2 V-Belt
4 000672 000672 1 QD Hub
5 000673 000673 1 Pulley, Hyd. Motor
6 02957177 02957177 1 Cutter Shaft Washer
7 103041 103041 1 Idler Pivot Pin
8 103064 103064 1 Fender
9 02960512 02960512 1 Pulley, Cutter Shaft
10 000001 000001 1 Bolt
11 000017 000017 1 Washer
12 000018 000018 1 Lockwasher
13 101778 101778 1 Idler Bearing Spacer
14 103105 103105 2 Idler Pulley
15 700949 700949 1 Idler Arm w/Grease Fitting



Parts Section   6-71BA-SM/6-90

HEAVY DUTY FLAIL ASSEMBLY

DISCONTINUED
FOR REPLACEMENT

PARTS ONLY

21 000036 000036 7 Lockwasher (Add 2 for 60" Flail)
22 000112 000112 7 Bolt (Add 2 for 60" Flail)
23 701431 700616 1 Knife Package Complete
24 100759 100759 60 Knife(Add 16 for 60" Flail)
25 100761 100761 30 Ring (Add 8 for 60" Flail)
26 000026 000026 32 Cotter Pin (Add 8 for 60" Flail)
27 102670 102670 30 Pin (Add 8 for 60" Flail)
28 02961678 02961678 1Hydraulic Motor Assembly(PAGE 6-93)

00749130 00749130 4Bolt
63000500 63000500 4 Washer

29 02957161 02957161 1 Outer Housing
30 02957157 02957157 1 Inner Housing

02957042 02957042 6 Bolt, Outer Housing Attachment
00752036 00752036 6 Nut, Outer and Inner Housing Attchment

31 02957166 02957166 1 Housing Cover
10182000 10182000 6 Bolt, Inner Housing and Cover Attachment

32 02957167 02957167 2 Roller Bearing
33 02957168 02957168 2 Bearing Adapter
34 00003500 00003500 3 Grease Fitting
35 02957169 02957169 1 Seal
36 02957173 02957173 2 Seal
37 02957177 02957177 1 Washer
38 00603300 00603300 2 Bolt
39 02961194 02961194 1 Turnbuckle
40 02960569 02960569 1 Motor Bracket Weldment

02957042 02957042 4 Bolt
00015800 00015800 4 Nut

41 00000400 00000400 1 Cotter Pin
42 02960550 02960550 1 Bumper to Head Attachment

00999314 00999314 4 Bolt-Bumper
02957941 02957941 4 Nut

43 02958666 02958666 1 Hitch Post Assembly
02918600 02918600 4 Bolt
00037200 00037200 4 Nut

44 105700 105701 1 Roller
45 001479 001479 2 Flange Bearing

000142 000142 4 Bolt
000520 000520 4 Lockwasher
000170 000170 4 Nut

46 105699 105699 2 Spacer
47 001096 001096 2 Nut
48 105697 105697 2 Bracket
49 000516 000516 2 Bolt
50 000520 000520 2 Lockwasher
51 000513 000513 2 Nut
52 02957349 02957349 1 Inner Housing Spacer
53 02957348 02957348 2 Spacer
54 02960545 02960545 1 Belt Guard Weldment
55 00999314 00999314 2 Bolt Bumper to Belt Guard
56 00019700 00019700 2 Flatwasher
57 00022200 00022200 2 Lockwasher

000700 000700 4 Shoe Bolt
103051 103051 2 Shoe Wear Plate

17 700194 701650 1 Trash Deflector Package
18 100101 104682 1 Trash Deflector
19 000016 000016 7 Washer (Add 2 for 60" Flail)
20 000035 000035 7 Nut (Add 2 for 60" Flail)

ITEM PART NO. QTY DESCRIPTION
48" HD FLAIL 60" HD FLA

16 701914 701914 1 Shoe Wear Plate Assembly
000170 000170 6 Nut
000515 000515 2 Bolt
000520 000520 6 Lockwasher

R 3-16-94



BA&SM/6-90 Parts Section  6-72

HYDRAULIC MOTOR ASSEMBLY  P/N 02963893

ITEM PART NO. QTY DESCRIPTION

1 02961678 1 Hydraulic Motor
2 02961280 2 Elbow
3 00749103 2 Split Flange Kit



BA&SM/6-90 Parts Section 6- 73

HYDRAULIC MOTOR  P/N 02961678

R 3-11-96

ITEM PART NO. QTY DESCRIPTION

1 02962210 1 Snap Ring
2* -------- 1 “O” Ring
3 02962209 1 Seal Retainer
4* -------- 2 Seal
5 02962203 1 Mounting Flange

w/Bushings
6 02961940 1 Plug
7 02961931 2 Check Assemby
8* -------- 4 Seal End
9* -------- 2 Thrust Plate
10 02962206 1 Gear Set
11* -------- 2 Square Seal
12 02961924 4 Dowel Pin
13 02962205 1 Gear Housing
14 02962204 1 Porting Flange

w/Bushing
15 02961917 4 Washer
16 02962208 4 Bolt
17* -------- 4 Side Seal

(not shown)
18* 02962209 1 Retainer Seal
19 02962207 1 Key

* included in seal kit part number 02962211 Major Rebuild
  and part number 02962541 Minor Rebuild.



BA&SM/6-90 Parts Section  6-74

CUTTING HEAD, FLAIL AXE, BELT DRIVE

12-96



BA&SM/6-90 Parts Section 6- 75

ITEM PART NO. QTY DESCRIPTION

1 00000400 1 Cotter Pin
2 00001800 11 Locknut TLM 1/2 NC PLC
3 00002700 15 Flatwasher
4 00011700 4 Lockwasher
5 00013500 3 Nut
6 00015800 4 Nut
7 00019300 8 Nut
8 00021400 2 Nut
9 00023100 4 Nut
10 00023500 4 Flatwasher
11 00024100 2 Flatwasher
12 00035900 4 Nut
13 00037200 4 Nut
14 00752176 1 Grease Fitting
15 00753642 2 Nut
16 02716500 8 Nut
17 02892000 11 Bolt
18 02918600 6 Bolt
19 02956712 1 Rubber Flap
20 02956714 1 Clamp Bar
21 02956748 1 Skid Shoe
22 02957041 2 Roller Bearing & Flange
23 02957655M 1 Rotor with Kinives (Flail Axe)
24 02958131A 2 Flange Bearing Assembly
25 02958198 1 Key
26 02959924 2 Nut
27 02964082 1 Carb
28 02967325 2 Pulley
29 02967328 1 Bushing
30 02970301 1 Flail Axe Head
31 02970302 1 Hitch Post-Slopemower
32 02970324 1 Plate-Hitch Post Clamp
33 02970325 1 Plate-Cover, Belt & Pulley
34 02970326 1 Rod-Hinge, F/A Door
35 02970465 1 Wel dment, Door, Flail Axe
36 02970539 3 V-Belt
37 02970540 1 Roller
38 02970583 4 Nut
39 02970585 1 Skid Shoe
40 02970586 2 Washer
41 02970589 1 Motor Mount
42 02970709 1 Plate-Inside
44 02970725 1 Hub
45 02961678 1 Motor, Piston
46 03200521 1 Step Key
47 23504500 8 Nut

CUTTING HEAD, FLAIL AXE, BELT DRIVE

12-96



BA&SM/6-90 Parts Section  6-76 R 3-11-96

Remove Rear Roller
when cutting Brush

ITEM PART NO. QTY. DESCRIPTION

1 02959893 1 Flail Head Weldment
2 02892000 18 Bolt
3 00001300 16 Lockwasher
4 00001200 16 Nut
5 02960347 1 Top Front Deck Weldment
6 00002700 36 Flatwasher
7 02956712 1 Rubber Deflector
8 02956714 1 Clamp Bar
9 00749130 8 Bolt
10 02958131A 2 Flange Bearing Assembly

02958175A 1 Housing, Flange Bearing
02965827 1 Bearing Cartridge

11 02956741 1 Rear Roller Weldment
12 02957041 2 Roller Bearing and Flange
13 02956748 2 Skid Shoe Weldment
14 00023100 4 Bolt
15 00015800 4 Nut
16 02959930 1 Bumper and Cover Belt Weldment
17 00019300 9 Bolt
18 02716500 8 Nut
19 02961677 2 Bolt
20 00015800 6 Nut
21 000672 1 Hub - Motor Sheave (S/N 02097 and after)

02959916 1 Hub-Motor Sheave(S/N 02096 and before)

CUTTING HEAD, FLAIL AXE, BELT DRIVE



BA&SM/6-90 Parts Section 6- 77 R 3-11-96

22 000673 1 Drive Pulley
23 02962207 1 Key
24 00724670 1 Hub, Cutter Shaft Sheave
26 02959835 1 Cutter Shaft Pulley
27 02959903 1 Motor Adjustment Plate Weldment
28 02959906 1 Belt Cover Motor Half Weldment
29 02961678 1 Hydraulic Motor (S/N 02341 and after)[Page 6-93]

02957328 1 Hydraulic Motor (S/N 02097 thru S/N 02340)[Page 6-94]
02956767 1 Hydraulic Motor (S/N 02096 and before)[Page 6-105]

30 02961280 2 Elbow
31 00749103 2 Split Flange Kit
32 000533 2 V-Belt s
33 00001800 11 Locknut TLM 1/2 NC PLC
34 63000500 4 Washer
35 02959932 1 Thread Rod
36 61020600 4 Nut
37 00752670 2 Grease Fitting
38 00024100 3 Flatwasher
39 10058000 3 Bolt
40 00017000 3 Lockwasher
41 00753013 3 Bolt
42 02958198 1 Key
43 00008300 4 Bolt
44 02956948 4 Nut
45 02958204 1 Bearing Gaurd
46 02060800 2 Square Washer
47 02959099 1 Hitch Post Assembly

02958845 1 Hitch Post Weldment
02958424 1 Bushing
00003500 1 Grease Fitting

48 02957655M 1 Cuttershaft with Blades
02957655 1 Cuttershaft Weldment

49 02958540 1 Blade Package
50 02959014 1 Set Screw
51 02957001 1 Set Screw
52 00019300 9 Bolt
55 00012101 2 Lockwasher
56 02956949 16 Hanger Bolt
57 02956948 16 Nut
59 02956943 32 Flail Hanger Bushing
60 02965509 2 Locking Collar
61 00001800 11 Locknut TLM 1/2 NC PLC
62 00753013 3 Bolt

CUTTING HEAD, FLAIL AXE, BELT DRIVE



BA&SM/6-90 Parts Section  6-78

VALVE REMOTE CONTROL

VALVE CONNECTION KITS

02971274 Valve Connect Kit for Boom Units

Follow instructions contained in the kit's package each
kit contains hardware for one cable connection

CONTROL CABLES

02971197   48" Lg   Cable - RVC to Valve Kit
02971198   60" Lg Cable - RVC to Valve Kit
02969130   72" Lg Cable - RVC to Valve Kit
02971199 102" Lg Cable - RVC to Valve Kit

1

6

9

9

19

174

16

13
13

18

3
11 11

10
10 2

5

8, 15

ITEM 3 MAY BE MOUNTED
UPSIDE-DOWN FOR
ADDED HEIGHT.  ALSO
MAY BE MOUNTED 180°
FROM SHOWN

USE OF ITEM 2 IS OPTIONAL;
CONTROLS MAY BE MOUNTED
TO SIDE OF ITEM 3.

REMOTE CONTROL STAND
VARIES PER MOUNT KIT

ATTACH SWITCH IN BRACKET
BEFORE ATTACHING BRACKET
TO CONTROL STICKS

USE OF ITEMS 1 & 6
IS OPTIONAL

FOR ITEM 5 IN THE SHOWN
ORIENTATION, PULLING THE
HANDLES TRANSLATES TO A
PUSH ON THE CABLES

8, 15

8, 15

8, 15
8, 15

8, 15
8, 15

12, 14

12, 14

7, 8

7, 8

7, 8

12-96



BA&SM/6-90 Parts Section 6- 79

VALVE REMOTE CONTROL

ITEM PART NO. QTY DESCRIPTION

1 02971188 1 Bracket, Arm Rest Mount

2 02971189 1 Plate, Mount Extension

3 02971190 1 Bracket, Pivot Plate Mount

4 02971191 1 Weldment, Switch Mount

5 02971243 4 Assembly, Single Axis Control Stick

6 02971260 1 Assembly, Arm Rest

7 02965619 3 Bolt (4-Handle)

8 00023500 10 FlatWasher

9 00035900 2 Bolt

10 10119000 2 Bolt

11 00011400 2 Bolt

12 00011100 2 Flatwasher

13 00059900 2 Bolt

14 0015800 4 Locknut

15 00750940 7 Locknut

16 02964028 1 Switch, Push Pull

17 02964063 1 Knob

18 02961489 1 Pivot Plate Weldment

19 02962748 1 Decal, ON/OFF Switch

20 02958203 1 Wire Harness Kit (Not Shown)

12-96



BA&SM/6-90 Parts Section  6-80

ITEM PART NO. QTY DESCRIPTION

1 02037400 1 Blade Bar
2 02032400 2 Blade
3 02030300 2 Nut
4 02032300 2 Blade Bushing
5 00749005 2 Blade Bolt
6 00606200 4 Washer
7 02037700 ref Blade Bar Bushing

BLADE BAR ASSEMBLY P/N 02758500



BA&SM/6-90 Parts Section 6- 81

5' ROUND MOWER HEAD P/N 02960028

R 3-10-92



BA&SM/6-90 Parts Section  6-82

5' ROUND MOWER HEAD P/N 02960028

ITEM PART NO. QTY DESCRIPTION

1 02928600 1 Head Guard Assembly
(Incl. items 4,5,6,19,32,33, & 34)

2 02620100 1 Spindle & Motor Assembly
3 02758500 1 Blade Bar Assembly
4 02030700 5 Bolt
5 00001300 13 Lockwasher
6 00001200 9 Nut
7 02716500 4 Locknut
8 02036100 1 Head Frame
9 00749896 2 Support Strap - Deck
10 00011501 4 Bolt
11 00012101 8 Lockwasher
12 00013901 4 Nut
13 02032900 4 Bolt
14 02031800 4 Nut
15 02036600 2 Carrying Bar Assembly
16 02030900 4 Square Washer
17 02030400 4 Bolt
18 02602400 4 Caster Wheel Assembly
19 02605600 162 Chain 4 Links
20 02033700 1 Swivel
21 02033900 1 Pin - Swivel
22 00606000 1 Cotter Pin
23 02033600 ref Pin
24 00749521 ref washer
25 00999422 ref Bolt
26 00749137 ref Stop Nut
27 02929600 ref Tilt Cylinder
28 02037500 2 Bolt
29 02037300 1 Blade Bar Cap
30 02037700 1 Blade Bar Bushing
31 02037600 2 Lockasher
32 02929800 2 Cable - 72"
33 02944800 1 Cable - 58-1/2"
34 00001000 5 Cable clamp

R 02-27-95



BA&SM/6-90 Parts Section 6- 83

CASTER WHEEL ASSEMBLY P/N 02602400

ITEM PART NO. QTY DESCRIPTION

1 02035400 1 Bolt
2 00012101 1 Lockwasher
3 02035800 1 Flatwasher
4 02035600 2 Spacer
5 00749943 1 Caster Fork Weldment
6 02036400 1 Bolt
7 02036301 1 Axle Bushing
8 00001300 1 Lockwasher
9 00001200 1 Nut
10 02605901 1 Wheel - Includes (2) of item #12
11** 02036600 ref Carrying Bar Assembly
12 02959181 2 Wheel Spacer

** Note:  P/N 0262400 does not include Item 11.  Carring Bar Assembly.

R 3-11-96



BA&SM/6-90 Parts Section  6-84

HEAD CHAIN ASSEMBLY P/N *02703600

ITEM PART NO. QTY DESCRIPTION

1 02060800 1 Square Washer
2 00753642 1 Bolt
3 00012101 1 Lockwasher
4 00013901 1 Nut
5 02060600 1 Bracket
6 02703700 5 Shackle
7 02704600 1 Chain - 11 Links
8 02733200 1 Chain - 3 Links
9 02060100 2 Spring
10 02960028 ref 5' Head
11 02430200 ref Boom
12 02772400 1 Shackle

* Includes Items 1 through 9, and Item 12.

R 3-11-96



BA&SM/6-90 Parts Section 6- 85

SPINDLE HOUSING & MOTOR ASSEMBLY P/N *02620100

ITEM PART NO. QTY DESCRIPTION

1* 02705300 1 Hydraulic Motor
2* 02032600 2 Locknut
3* 02032700 1 Keyed Washer
4* 02776000 2 Bearing Cone & Cup
5* 02705900 1 Spindle Housing (Incl. Bearing

Cups & Grease Fitting)
6* 02776600 4 Bolt
7* 63000500 4 Washer
8 02037300 ref Blade Bar Cap
9* 02034100 1 Grease Seal
10* 02037200 1 spindle
11 02037600 ref Lockwasher
12 02037500 ref Bolt
13* 02766600 ref Key

* Includes Items 1 thru 8, 9,10,&13

NOTE: Fill Round Head Spindle Housing with NLGI No. 2 Grease
until it comes out the weep hole located 180 degees from the
Grease Fitting.

R 3-11-96



BA&SM/6-90 Parts Section  6-86

HYDRAULIC MOTOR

HYDRAULIC MOTOR REPAIR PARTS
P/N 02768500

2

2

1

3

3

ITEM PART NO. QTY DESCRIPTION

1 02768500 1 Hydraulic Motor
2 02705100 2 Elbow - Inlet
3 00749103 2 Split Flange Kit

ITEM PART NO. QTY DESCRIPTION

1 ------------ 1 Body
2 02682500 1 Flange
3,4 02759100 1 Gear Set (Drive & Idler)
5 ------------ ref Back-Up Ring (Not Shown)
6 02655400 2 Pressure Plate
7 02721400 2 Top Isolation Plate
8 02721500 2 Bottom Isolation Plate
9 ------------ ref Retainer Ring
10 ------------ ref O-Ring
11 02721600 4 Steel Ring
13 ------------ ref Seal
14 02766600 1 Key
16 ------------ ref O-Ring (Body) (Not Shown)
17 02655800 2 Dowel
20 02681400 1 Snap Ring

02720000 ref Seal Kit
(Contains 5,9,10,13,16)

R 3-11-96



Parts Section 6-87BA&SM/10-93

CHAIN DRIVE WINCH ASSEMBLY



Parts Section  6-88BA&SM/10-93

CHAIN DRIVE WINCH ASSEMBLY

R 4-4-95

ITEM PART NO. QTY. DESCRIPTION

1 02041100 1 Winch Motor Keyed
2 00748823 4 Bolt
3 00001300 10 Lockwasher
4 02966005 1 Sprocket Carrier Weldment
5 02788400 4 Bolt
6 00001200 4 Nut
7 02028100 1 R.H. Winch Stand
8 02028200 1 L.H. Winch Stand
9 02027100 4 Bolt
10 00010400 4 Lockwasher
11 00010300 4 Nut
12 02028000 2 Bearing Assembly
13 02966019 1 Drive Sprocket Weldment
14 02966018 2 Idler Sprocket Weldment
15 001681 4 Flange Bearing
16 00022500 8 Bolt
17 02957941 8 Locknut
18 02786500 1 Brake Adjustment Linkage
19 00024000 2 Nut
20 63065400 1 Flatwasher
21 00024100 1 Flatwasher
22 61014600 1 Spring
23 10119000 2 Bolt
24 00011700 2 Lockwasher
25 00021800 2 Nut
26 02042300 2 Adapter
27 02041700 2 Hose
28 02620500 ref. Valve
29 02869400 ref. Key
30 02966572 1 Brake Mount Bracket
31 02788500 1 Brake Assembly



Parts Section 6-89

CHAIN DRIVE BOOM SLEEVE & TRUNNION ASS'Y

BA&SM/10-93

ITEM PART NO. QTY DESCRIPTION

1 02020100 1 Trunnion
(incl. 16,17,22,25, & 28)

2 02749500 1 Long Boom Sleeve Assy
5 02020700 2 Link
6 02020800 2 Pin
7 00606000 5 Cotter Pin
9 02022200 3 Lockwasher
11 02022400 1 Aluminum Slide Bearing
12 02022500 3 Bolt
14 02746300 2 Bottom Roller w/Bearings
15 02022900 1 Pin
16 02023100 1 Bolt
17 00011700 3 Lockwasher
18 02773500 1 Slide Bearing

ITEM PART NO. QTY DESCRIPTION

19 02745900 2 Pin
20 02735700 1 Roller w/Bearings
24 02024900 3 Washer
25 02026900 2 Bearing
26 02027700 1 Turning Arm Pin
27 00003500 3 Grease Fitting
28 00023500 2 Flatwasher
29 02717400 1 Toggle Bolt Weldment
30 00037200 1 Nut
31 00003901 1 Lockwasher
32 02716900 1 Toggle Pivot
34 02774500 2 Washer Spacer
35 00557800 4 Washer Spacer
36 02787800 3 Bolt

R 4-4-95



Parts Section  6-90

29' CHAIN DRIVE BOOM & EXTENSION ASS'Y

ITEM PART NO. QTY DESCRIPTION

1 02965403 1 Hose Protector
w/Holes

2 02906300 1 Hose Sleeve, 48"
3 02962918 2 Hose Protector, 3"
4 02023800 4 Bolt
5 02749100 1 Support Bracket
6 02966008 1 Boom Weldment
7  02959924 2 Nut
8 02965998 1 Turnbuckle Assy
9 02966012 1 Hose Sleeve, 275"

w/Holes
10 02966011 1 Link - Chain
11 02965996 2 Connecting Link

ITEM PART NO. QTY DESCRIPTION

12 02758400 1 Bolt
13 02956992 2 Bolt
14 00003901 5 Lockwasher
15 00000200 5 Nut
16 00751858 3 Clamp
17 02966009 1 Head Mount Wldmt.
18 02965995 1 Chain
19 02748800 1 Support Bracket
20 00009100 1 Nut
21 00016700 1 Bolt
22 02030300 1 Nut
23 02742500 2 Bulkhead Elbow
24 02960613 1 Bracket
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Parts Section 6-91

HYDRAULIC CIRCUIT AND HOSE PLAN

29' CHAIN DRIVE
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Parts Section  6-92

HYDRAULIC CIRCUIT AND HOSE PLAN

ITEM PART NO. QTY DESCRIPTION

1 02742800 1 To Cutter Motor

2 02966013 1 From Cutter Valve - 29' Chain Drive

3 02742800 1 From Cutter Motor

4 02966014 1 From Cutter Valve - 29' Chain Drive

5 02966015 1 To Tilt Cylinder - 29' Chain Drive

6 02045800 1 From Lift Cylinder

7 02045800 1 To Lift Cylinder

8 02837800 2 From Control Valve to Winch Motor

9 02045800 1 Rod End Swing Cylinder

10 02045800 1 Bottom Swing Cylinder

11* 1 Pump to Cutter Valve

12 02961131 1 Return Tube, Cutter Valve to Cooler Frame

13 02512800 1 Suction to Pump

14 61026400 1 From Control Valve to Reservoir

15 02513000 1 From Pump to Control Valve

16 02960953 1 Return Tube, Cooler Frame to Reservoir

* Dependent on Tractor Make and Model

29' CHAIN DRIVE
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Parts Section 6-93

VALVE COVER

ITEM PART NO. QTY DESCRIPTION

1 02964814 1 Valve Cover Weldment
2 02964685 2 Spacer Tube
3 00750940 2 Locknut
4 02964686 2 Bolt

BA&SM/10-93 R 2-28-94



LIMITED   WARRANTY

1. LIMITED WARRANTIES
1.01.Alamo Industrial warrants for one year from the purchase date to the original non-commercial, governmental, or

municipal purchaser (“Purchaser”) and warrants for six months to the original commercial or industrial purchaser
(“Purchaser”) that the goods purchased are free from defects in material or workmanship.

1.02.Manufacturer will replace for the Purchaser any part or parts found, upon examination at one of its factories, to be
defective under normal use and service due to defects in material or workmanship.

1.03.This limited warranty does not apply to any part of the goods which has been subjected to improper or abnormal use,
negligence, alteration, modification, or accident, damaged due to lack of maintenance or use of wrong fuel, oil, or
lubricants, or which has served its normal life.  This limited warranty does not apply to any part of any internal
combustion engine, or expendable items such as blades, shields, guards, or pneumatic tires except as specifically found
in your Operator’s Manual.

1.04.Except as provided herein, no employee, agent, Dealer, or other person is authorized to give any warranties of any
nature on behalf of Manufacturer.

2. REMEDIES AND PROCEDURES.
2.01.This limited warranty is not effective unless the Purchaser returns the Registration and Warranty Form to Manufacturer

within 30 days of purchase.
2.02.Purchaser claims must be made in writing to the Authorized Dealer (“Dealer”) from whom Purchaser purchased the

goods or an approved Authorized Dealer (“Dealer”) within 30 days after Purchaser learns of the facts on which the
claim is based.

2.03.Purchaser is responsible for returning the goods in question to the Dealer.
2.04.If after examining the goods and/or parts in question, Manufacturer finds them to be defective under normal use and

service due to defects in material or workmanship, Manufacturer will:
(a) Repair or replace the defective goods or part(s)  or
(b) Reimburse Purchaser for the cost of the part(s) and reasonable labor charges (as determined by Manufacturer)

if Purchaser paid for the repair and/or replacement prior to the final determination of applicability of the warranty
by Manufacturer.

The choice of remedy shall belong to Manufacturer.
2.05.Purchaser is responsible for any labor charges exceeding a reasonable amount as determined by Manufacturer and

for returning the goods to the Dealer, whether or not the claim is approved.  Purchaser is responsible for the trans-
portation cost for the goods or part(s) from the Dealer to the designated factory.

3. LIMITATION OF LIABILITY.
3.01.MANUFACTURER DISCLAIMS ANY EXPRESS (EXCEPT AS SET FORTH HEREIN) AND IMPLIED WARRANTIES
WITH RESPECT  TO  THE  GOODS  INCLUDING,  BUT  NOT  LIMITED  TO, MERCHANTABILITY  AND FITNESS
FOR A PARTICULAR PURPOSE.
3.02.MANUFACTURER MAKES NO WARRANTY AS TO THE DESIGN, CAPABILITY, CAPACITY, OR SUITABILITY FOR

USE OF THE GOODS.
3.03.EXCEPT AS PROVIDED HEREIN, MANUFACTURER SHALL HAVE NO LIABILITY OR RESPONSIBILITY TO

PURCHASER OR ANY OTHER PERSON OR ENTITY WITH RESPECT TO ANY LIABILITY, LOSS, OR DAMAGE
CAUSED OR ALLEGED TO BE CAUSED DIRECTLY OR INDIRECTLY BY THE GOODS INCLUDING, BUT NOT
LIMITED TO, ANY INDIRECT, SPECIAL, CONSEQUENTIAL, OR  INCIDENTAL  DAMAGES RESULTING FROM

THE USE OR OPERATION OF THE GOODS OR ANY BREACH OF THIS WARRANTY. NOT WITHSTANDING THE
ABOVE LIMITATIONS AND WARRANTIES, MANUFACTURER’S LIABILITY HEREUNDER FOR DAMAGES
INCURRED BY PURCHASER OR OTHERS SHALL NOT EXCEED THE PRICE OF THE GOODS.
3.04.NO ACTION  ARISING  OUT OF ANY CLAIMED BREACH OF THIS WARRANTY OR TRANSACTIONS UNDER
THIS WARRANTY MAY BE BROUGHT MORE THAN TWO (2) YEARS AFTER THE CAUSE OF ACTION HAS

OCCURRED.
4. MISCELLANEOUS.

4.01.Proper Venue for any lawsuits arising from or related to this limited warranty shall be only in Guadalupe County,
Texas.

4.02.Manufacturer may waive compliance with any of the terms of this limited warranty, but no waiver of any terms shall
be deemed to be a waiver of any other term.

4.03.If any provision of this limited warranty shall violate any applicable law and is held to be unenforceable, then the
invalidity of such provision shall not invalidate any other provisions herein.

4.04.Applicable law may provide rights and benefits to purchaser in addition to those provided herein.

KEEP FOR YOUR RECORDS

ATTENTION: Purchaser should fill in the blanks below for his reference when buying repair parts and/or for proper machine
identification when applying for warranty.

Alamo Industrial Implement Model ____________________________ Serial Number ________________________________

Date Purchased __________________________________________ Dealer ______________________________________

ATTENTION:
READ YOUR OPERATOR'S MANUAL ALAMO INDUSTRIAL

An Alamo Group Company
Post Office Drawer 549

Seguin, Texas 78156
830-379-1480

ALAMO INDUSTRIAL



To keep your implement running efficiently and safely, read your manual thoroughly and follow these directions and
the Safety Messages in this Manual.  The Table of Contents clearly identifies each section where you can easily find
the information you need.

The OCCUPATIONAL SAFETY AND HEALTH ACT  (1928.51 Subpart C)  makes these minimum safety requirements
of tractor operators:

REQUIRED OF THE OWNER:

1. Provide a Roll-Over-Protective Structure that meets the requirements of this Standard; and
2. Provide Seatbelts that meet the requirements of this paragraph of this Standard and SAE J4C; and
3. Ensure that each employee uses such Seatbelt while the tractor is moving; and
4. Ensure that each employee tightens the Seatbelt sufficiently to confine the employee to the protected

area provided by the ROPS.

REQUIRED OF THE OPERATOR

1. Securely fasten seatbelt if the tractor has a ROPS.
2. Where possible, avoid operating the tractor near ditches, embankments, and holes.
3. Reduce speed when turning, crossing slopes, and on rough, slick, or muddy surfaces.
4. Stay off slopes too steep for safe operation.
5. Watch where you are going - especially at row ends, on roads, and around trees.
6. Do not permit others to ride.
7. Operate the tractor smoothly - no jerky turns, starts, or stops.
8. Hitch only to the drawbar and hitch points recommended by the tractor manufacturer.
9.  When the tractor is stopped, set brakes securely and use park lock, if available.

Keep  children  away  from  danger  all  day,
every day...

Equip tractors with rollover protection
(ROPS) and keep all machinery guards in
place...

Please  work,  drive,  play  and  live  each  day
with  care and  concern  for  your  safety  and
that  of  your  family and  fellow  citizens.

TO THE OWNER/OPERATOR/DEALER

In addition to the standard Limited Warranty, Rhino provides one year (12 months),
(6 months for Commercial/Industrial Users) Limited Warranty on the Driveline
components provided that these components have been properly maintained and
lubricated that and have not been subjected to abused or mis-use



1502 E. Walnut St.
Seguin, Texas 78155

Sales and Marketing
Tel 800.882.5762 Fax 830.379.0864

support@alamo-industrial.com

Warranty Registration/Claims

Return Authorizations
Online Part Orders
Techical Information

www.alamoparts.com
Tel 800.356.6286 Fax 800.322.5141

www.alamo-industrial.com

www.alamoparts.com
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