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Alamo Industrial (Terrain King)
15 foot Flex Wing Mowers

Model - 3 Gearbox 15 ft. / Flex Wing Mowers

Production Date
Start......... to....End

530.....ccc... May 1968........ Nov. 1973*
CP180....... Dec. 1973........ Mar. 1976*
X-3orieenn, Apr. 1975......... Apr. 1978*
TK15.......... May 1978......... Sep. 1982
TK15HD... Oct. 1982......... May 1987*
A315...... Mar. 1990........ Sep. 1990*

* End of Production for this Model

Serial Number

Starts/n.............. to.... End s/n
TK530-07195............... TK530-21446*
CP180-31188............... CP180-34724*
X-3-33388....cccevieiiinnnn X-3-36782*
TK15-36783.......cceunnee. TK15-39979*
TK15HD-39980............ TK15HD-46051*
A315-01001............. A315-10080*

Model - 4 Gearbox 15 ft. Flex Wing Mowers

Production Date
Start......... to....End

TK15-1V.... Mar. 1985........ May. 1987
AG15-IV.... Jun. 1987........ Mar. 2002¢
A415...... Jun. 1990........ Dec. 2002*
ST15........ Jan 2002........ Current

* End of Production for this Model

Archive Manual Part Numbers

TKS530...cciiiiiiiiii, 02980262
CP180......cccovvvvvivrnnnnn. 02980263
X3 02980264
TK15. e 02980265

TK15HD....ccoiiiiie, 02980265

Serial Number

Starts/n............... to... End s/n
TK15-1V-42840............. TK15-1V-46051*
AG15-1V-01001............. AG15-1V-04643*
A415-01001............. A415-14000*

ST15-C31500564205.. ST15-Current

TKIS-IV., 00761652
AGL5-IV...oovviiiiiiii 00761652
A315....., 02980317
Adl5.........ccco, 02980316
STIS. s 02980337
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CP180/CP120

ARCHIVE BOOK
INTRODUCTION

The CP180 / CP120 Archive Book is a complete listing of Parts from the first Unit to the
Present. The Production Dates, Serial Numbers, Special Notes and Descriptions are
furnished to help find Replacement Parts. Dimension (if listed) are for Identification of
Parts and MAY NOT be to Manufacturing Specification, Your measurements may vary
some from dimensions listed. Some Parts may be changed and be different than parts
listed. Some Modification may be required when replacing older parts. Match S/N's listed
in this Book with theS/N's listed at the top of each Parts Page.

PAGE EXAMPLE

Beginning Production Date Beginning S/N

AN

Dec. 1973 FRAME CP180t(;21188
to
Mar. 1976 ASSEMBLY CP1 80-\34724
/ / N
Ending Production Date Componets Listed This Page Ending S/N

For ordering parts the following instructions are offered to help eliminate delay

1. The purchase order must include the Name, Address (Ship to Street Address) of the
Person / Organization ordering the parts. Who / How Parts should be Billed. Name
and Phone Number of a Contact Person at your end.

2. The Purchase Order must list clearly the correct Part Number of Part. Quantity of
each Part wanted, Complete and correct Description of each Part. All Parts will be
shipped as requested depending on availability and/or reasonability of request
carrier / method.

3. Alamo Industrial reserves the right to substitute parts where applicable and change
prices Without prior notice. Alamo Industrial also reserves the right to Ship Parts the
most Reasonable way as determined by Alamo Industrial.

4. Some Parts are unlisted items, which are special production items not normally
stocked or built for a limited / special use, These parts may be subject to special
handling or cannot be priced till ordered. Always Request a quotation for such Parts
before sending a purchase order.

CP180 (Archive Book) 08/03 Index - 5
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SAFETY

Read these assembly instructions through completely and understand them / MA
before proceeding with the assembly of the equipement. REA NUAL

A safe and careful operator is the best operator Safety is of primary impodnce to the manufac-
turer and should be to the owner/operator Most accidens can be avoided by being aware of
your equipment, your surroundings, and observing certain precautions. The first section of this
manual includes a list of Safety Messages that, if followed, will help protect the operator and
bystanders from injury or death. Read and understand these Safety Messages before assem-
bling, operating or servicing this Implement. This equipment should only be operated by those
persons who have read the Manual, who are responsible and trained, and who know how to do

so safely and responsibly

The Safety Alert Symbol combined with a Signal Word, as seen below, is used throughout this
manual and on decals which are attached to the equipment. The Safety Alert Symbol means:
“ATTENTION! BECOME ALERT! YOUR SAFETY IS INVOLVED!” The Symbol and Signal
Word are intended to warn the owner/operator of impending hazards and the degree of possible
injury faced when operating this equipment..

Practice all usual and customary safe working precautions and
above all---remember safety is up to YOU. Only YOU can prevent
serious injury or death from unsafe practices.

CAUTION! The lowest level of Safety Message; warns of possible injury. Decals
g located on the Equipment with this Signal Word are Black and Yellow.

WARNING! Serious injury or possible death! Decals are Black and Orange.

>

DANGER! Imminent death/critical injury. Decals are Red and Whitesc

A

Safety Section - 8
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SAFETY

PELIGRO! Si no lee Ingles, pida ayuda a alguien que si lo lea para que le
traduzca las medidas de seguridad.(sc-3

ILEA EL INSTRUCTIVO!

READ, UNDERSTAND, and FOLLOW the following Safety
Messages. Serious injury or death may occur unless care is —

taken to follow the warnings and instructions stated in the Safety
Messages. Always use good common sense to avoid hazards.

(SG-2)

—

PELIGRO! Sino lee Ingles, pida ayuda a alguien que
si lo lea para que le traduzca las medidag
de seguridad. (sc-3

i LEAEL
INSTRUCTIVO!

Perform service, repairs and lubrication according to the maintenance section. Ensure the unit
is properly lubricated as specified in the lubrication schedule and all bolts and nuts are properly
torqued. Failure to properly service, repair and maintain this Implement in good operating
condition could cause component failure and possible serious injury or even deathsc-3s)

WARNING!

Operate this Equipment only with a Tractor equipped with an
approved roll-over-protective system (ROPS). Always wear seat
belts. Serious injury or even death could result from falling off the
tractor--particularly during a turnover when the operator could be
pinned under the ROPS. (sc-7)

DANGER! Never work under the Implement, the framework, or any lifted compo-
nent unless the Implement is securely supported or blocked up to
prevent sudden or inadvertent falling which could cause serious injury
or even death. (sc-19

% g

WARNING! Use caution and wear protective gloves when handling sharp objects such as blades, knives,
and other cutting edges. Be alert to worn component surfaces which have sharp edges. Sharp
surfaces can inflict severe laceration injuries if proper hand protection is not worn sc-37)

Safety Section - 9
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WARNING!

>

WARNING!

WARNING!

>

WARNING!

>

DANGER!

DANGER!

SAFETY

Many of the parts are heavy and require lifting assistance. Do not try to
lift the heavy parts by yourself. Get help from another employee or from
an overhead crane.

The operator and all support personnel should wear hard hats,
safety shoes, safety glasses, and proper hearing protection at all

times for protection from injury including injury from items thrown by m

the equipment. (sc-16

Always wear safety shoes with steel toes when working on this equipment

It is recommended that the safety shoes have metatarsal guards. ‘
s =

@

When welding use Welding hood with the appropriate OSHA required
protective lens, welding apron, and welding gloves.

3

~

Always disconnect the wire leads from the mower valve solenoid before /(%7

performing service on the Tractor or Mower. Use caution when working S

on the Tractor or Mower. Tractor engine must be stopped before

working on Mower or Tractor. The Mower Blades could inadvertently be \K\ f

turned on without warning and cause immediate dismemberment, injury E\\\ | N
2

|
or death. (ssm-12) \g\

Never run the tractor engine in a closed building or without adequate
ventilation. The exhaust fumes can be hazardous to your health.
(SG-23)

Safety Section - 10
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DANGER!

WARNING!

DANGER!

DANGER!

WARNING!

DANGER!

SAFETY

Before starting the mower make sure the area is clear and the floor has
been swept. The mower blade can throw objects several hundred feet.
Thrown objects could damge property or cause severe bodily injuries even
death.

Make certain that the “Slow Moving Vehicle” (SMV) sign is installed in
such a way as to be clearly visible and legible. When transporting the
Equipment use the Tractor flashing warning lights and follow all local traffic
regulations. (sc-6)

Start tractor only when properly seated in the Tractor seat. Starting a
tractor in gear can result in injury or death. Read the Tractor operators
manual for proper starting instructions. (sc-13)

Start only from
seat in park or
neutral.
Starting in
gear Kkills.

Do not operate this Equipment with hydraulic oil leaking. Oil is
expensive and its presence could present a hazard. Do not check for
leaks with your hand! Use a piece of heavy paper or cardboard. High-
pressure oil streams from breaks in the line could penetrate the skin
and cause tissue damage including gangrene. If oil does penetrate the
skin, have the injury treated immediately by a physician knowledge-
able and skilled in this procedure. (sc-15)

Always read carefully and comply fully with the manufacturers instruc-
tions when handling oil, solvents, cleansers, and any other chemical
agent. (sc-22)

All Safety Shields, Guards and Safety devices including Tractor PT
(but not limited to) - the Deflectors, Chain Guards, SteeFhield
Guards, Gearbox Shields, PTO integral shields , and
Retractable Door Shields should be used and main-
tained in good working condition. All safety devices pl’—”"l—LE
should be inspected carefully at least daily for missing \- Deflector Chain guard)
or broken components. Missing, broken, or worn items

must be replaced at once to reduce the possibility of

injury or death from thrown objects, entanglement, or

blade contact. (sem-3)

PTO Integral
hield

Safety Section - 11
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DANGER!

DANGER!

WARNING!

WARNING!

)%
=>;U b
P
p
@

WARNING!

WARNING!

>

SAFETY

NEVER use drugs or alcohol immediately before or while operating the
Tractor and Implement. Drugs and alcohol will affect an operator’'s
alertness and coordination and therefore affect the operator’s ability t o
operate the equipment safely. Before operating the Tractor or Imple-
ment, an operator on prescription or over-the-counter medication must
consult a medical professional regarding any side effects of the medi-
cation that would hinder their ability to operate the Equipment safely.
NEVER knowingly allow anyone to operate this equipment when their
alertness or coordination is impaired. Serious injury or death to the
operator or others could result if the operator is under the influence of
drugs or alcohol. (sc-27)

Operate the Tractor and/or Implement controls only while properly seated
in the Tractor seat with the seat belt securely fastened around you.
Inadvertent movement of the Tractor or Implement may cause serious
injury or death. (sc-29)

Engine Exhaust, some of itsconstituents, and certain vehicle
componentscontain or emit chemicalsknown tothe state of
Californiato cause cancer and birth defectsor other
reproductiveharm. (SG-30)

Battery posts, terminalsand related accessoriescontain lead
and lead compounds, chemicalsknown tothestate of Califor-
niato cause cancer and birth defectsor other reproductive
harm. Wash Handsafter handling. (SG-31)

Use extreme caution when getting onto the Implement to perform repairs, maintenance and
when removing accumulated material. Only stand on solid flat surfaces to ensure good footing.
Use a ladder or raised stand to access high spots which cannot be reached from gound level.
Slipping and falling can cause serious injury or death. (sc-33)

Avoid contact with hot surfaces including hydraulic oil tanks, pumps, motors, valves and hose
connections. Relieve hydraulic pressure before performing maintenance or repairs. Use
gloves and eye protection when servicing hot components. Contact with a hot surface or fluid
can cause serious injury from burns or scalding. (sc-34)

Avoid contact with hot surfaces of the engine or muffler. Use gloves and eye protection when
servicing hot components. Contact with a hot surface or fluid can cause serious injury from
burns or scalding. (sc-3s)

Safety Section - 12
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CP180/ CP120
Flex Wing Rotary
ARCHIVE BOOK

CP180 / CP120 Archive Book: This is a complete listing of Parts from the first Unit to the
Present. The Production Dates, Serial Numbers, Special Notes and Descriptions are furnished
to help find Replacement Parts. Dimension (if listed) are for Identification of Parts and MAY NOT
be to Manufacturing Specification, Your measurements may vary some from dimensions listed.
Some Parts may be changed and be different than parts listed. Some Modification may be
required when replacing older parts. Match S/N' and Ship Dates if avaialble.

CP180 / CP120 (Dec. 1973 to Mar. 1976) The CP180 was built from Dec. 1973 (s/n CP180-
21188) to Mar. 1976 (s/n TK15-34724) then the Model Name was changed to X-3 which used
some of the same parts as the CP180. The CP120 was the same as the CP180 with one Wing
removed to make it a 10 foot model.

Gearboxes: The best way to ID the CP180 is by the Wing Gearboxes, They have Ball Bearings.
The Blade Bar Splined Hub and the Wing Gearbox Output Shafts are a 1-1/2" Taper w/12 Splines.
The Front Cover has 6 Retaining Bolts with 1 Oil Level Plug in front Cover (also look at Wing axle
System).

Tongue: The Tongue is made with Round Pipe and Tongue Clevis pins to tounge but only
swivells up and down.

Standard Drivelines: The Standard Drivelines were a 35R Series standard and in a 540 RPM
Only. There is no listing of Optional Drivelines for the CP180. The Wing used a double
telescoping Shaft and Tube Asy. The Drivelines had an option of Clutches or a Shear Bolt
System, 3 required per unit. (Shear Bolt Option # 00749595)

Side Skirt CP120 Option: The Side Skirt & Counter Weight Assembly # 00749909 is Obsolete
and no longer furnished.

Chain Guard Option: The Chain Guards are no longer available as assemblies or Parts. The Old
Assembly numbers were: # 00749878 Front Side (dble curtain) , # 00749874 Front Center (dble
curtain), # 00749821 Rear Side (dble Curtain), 00749876 Rear Center (dble curtain).

Hose Quick Disconnect Kit Option: The hose quick disconnect kit was offered as an option,
there were 3 each of part # 00275400 per unit on CP180 and 2 each on CP120 model.

Dual Wheel Option: The Dual Wheel option was offered for the center section as a dual wheel
kit. Kit # 00411701 which is no longer available.

Weight: The Shipping Weight of the CP180 is approx 3150 Ibs. This will vary wit some options
installed or removed.

CP180 (Archive Book) 08/03 Parts Section 13
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Dee o DECK COMPONENTS CP180-21188

Mar. 1976 Center Section CP180-34724
CP180

NOTE:
Deck Weldments are Listed for Reference Only, Some MAY NOT be available as a

replacement part, ALWAYS Check Price & Availabilty BEFORE ORDERING Deck
Sections as Replacement Parts. (Items 18 thru 22 not Shown above, See Parts

Pagfes for these parts.

CP180 (Archive Book) 08/03 Parts Section 14
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Dec. 1973 DECK COMPONENTS CP180-21188
M to1 976 Center Section CP18(t)O34724
ar. -
CP180

ltem Part No. Qty Description Item Part No. Qty Description

1. 00749597 1  Center Deck Widmnt 11..00256001 1 Winch
00747600 1  Inspection Cover 00011500 3  Bolt, (Winch)

00749739 1  Self tapping Screw 00015800 3  Jam Nut. (Winch)

2. 00749845 1 Tongue Weldment 00000800 1 Cable (Winch)
00162805 2 Tongue Hinge Pin 00001000 1 Cable Clamp (Cable)
00162802 4 Pin Retaining Clip 00000900 1 Thimble, (Cable)

3. 00749844 1 Tongue Clevis Weldment 12. 00749591 1 Hose Support Stand
00749847 1  Tongue Clevis Pin 00010400 2 Nut
00000400 4  Cotter Pin (f/ Clevis Pin) 00010300 1 Lockwasher

4. 00749731 2  Axle Arm Asy w/ Hub 13. 00749300 2 Hyd. Cyl. Asy, Level Lift
00749713 2  Axle Arm Weldment 00652401 4  Pin Asy
00162801 2 Axle Arm Pivot Pin 14. 00749711 a/r Hose Kit, Wing Lift
00162802 4  Pivot Pin retaining Clip 00749466 2 Hose, Wing Lift & Fold
00749720 -- Spindle, Single Wheel 00494800 2 Reducer, (Tractor End)

5. 00210400 2 Height Adjust Screw 00035400 2  Elbow Fitting (Cyl End)
00749880 2  Locknut Plate 15. 00212701 2  Hyd. Cyl, Wing Lift & Fold
00600000 2 Grease Fitting 00162804 2  Cyl. Pin, Upper
00390800 2 Height adjust Screw 00162803 2  Cyl. Pin, Lower
00132002 2 Height Adjust Spring 00162802 4  Retaining Clip, Upper
00162003 2 Height Screw Adjust Pin  16. 00749794 1 Wing Lift Arm Widmnt LH
00162002 4  Pin retaining Clips 00749795 1  Wing Lift Arm Widmnt RH

6. 00009000 2 Wheel Hub Asy. 00168000 2  Chain Asy.

7. 00749784 1  Axle Swivel Bracket, RH 00018600 2  Clevis, Cold Shut
00749785 1  Axle Swivel Bracket, LH 00001200  a/r Nut
00129701 2  Swivel Block, RH or LH 00001300  a/r Lockwasher
00147600 2  Height Adjust Collar, 00166409 a/r Bushing
00012400 2  Setscrew, (f/ Adjust Collar) ~ 00002700  a/r Washer
00749790 2  Swivel Bracket Pin 00001102  a/r Bolt
00606000 4  Cotter Pin (f/ Swivel Pin) 17. 00749612 1 Hose Kit, Level Lift

8. 00749787 2 Link Rod, Level Lift 00749647 1  Hose Asy (Long Hose)
00732800 2  Turnbuckle w/ Clevis 00749465 2  Hose Asy (Short Hose)
00059500 2  Jam locking Nut 00493900 1  Tee Fitting
00162808 2 Link Rod Pin (Axle) 00494800 1 Reducer, (Tractor End)
00162802 2 Retaining Clips (Axle) 00035400 2  Elbow
00748767 2  Link Rod Pin, (Tongue) 18. 00749003 1 Divider Gearbox
00000400 4  Cotter Pin (Tongue End) 19- 00749560 1 Blade Pan Asy

9. 00749669 2 Wing Hinge Pin Widmnt 20. 00749944 1 Drivel Asy, PTO
00023200 2 Roll Pin (f/ Hinge Pin) 00749420 1  Driveline Half, PTO End

10. 00749546 1  Winch Support Stand Asy 00749421 1  Driveline Half, Mower End
00019300 4  Bolt ( Winch Stand) 21. 00749114 1 Jackshaft Asy
00019400 4  Locknut (Winch Stand) 22. 00749074 1 Pillow Block Brg Asy.
00256001 1  Winch 00002400 2  Bolt

00002700 2 Flatwasher
00019400 2 Locknut
CP180 (Archive Book) 08/03 Parts Section 15
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Dec. 1973 DECK COMPONENTS CP180-21188

to I I (o]
Mar. 1976 RH & LH Wlng SeCtlon CP18(§-34724
CP180

p= | ' 2

/

NOTE:

Deck Weldments are Listed for Reference Only, Some MAY NOT be available as a
replacement part, ALWAYS Check Price & Availabilty BEFORE ORDERING Deck
Sections as Replacement Parts.

CP180 (Archive Book) 08/03 Parts Section 16
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Dec. 1973
to
Mar. 1976

Item Part No.

1.

36.

DECK COMPONENTS CP180-21185
RH & LH Wing Section CP180-34724
CP180

00749601
00749596
00747600
00749739
00019400
00749772
00749171
00059500
02032200
00132002
00748592

. 00748589
. 00749168

00748813

. 00000400

00748593
00748812

. 00014100
. 00748811

00703200

. 00010400
. 00748580
. 00010300
. 00006700
. 00006500
. 00016900
. 00009000
. 00016800
. 00006400
. 00007100
. 00017200
. 00033600
. 00006900
. 00019800
. 00018500
. 00749569

00749569
00554600

Qty Description

N2 =2 a2 NN NNPNDDNPNDDNNNNPNNDNNNEDRDBRENDENNNONDNNDNNNONDNNENDENNN- -

[eNe]

RH Wing Deck Wldmnt

LH Wing Deck WIdmnt (Not Shown)
Inspection Cover

Bolt, Self Tapping

Locknut

Skid Shoe Widmnt (RH or LH)
Bolt

Nut

Lockwasher

Spring

Washer

Shock Absorber Rod

Shock Absorber Spacer Tube
Center Pin

Cotter Pin

Shock Absorber Link Widmnt
Locking Plate

Setscrew, Sq. Head

Pin

Bolt

Nut

Axle Arm Wildmnt (RH or LH)
Washer

Seal

Bearing Cone (Inner)

Bearing Cup (Inner)

Hub Asy

Bearing Cup, (Outer)

Bearing Cone (Outer)

Washer

Nut, Slotted

Tire

Cap, Grease Retaining

Stud Bolt

Lug Nut

Blade Pan Asy RH Wing (Not Shown)
Blade Pan Asy LH Wing (Not Shown)
Ratchet Jack Asy (Not Shown)

Qty Shown is for LH & RH Wing, LH Wing is not shown in drawing but it is
the same as RH except opposite side, mounting will be the opposite..

CP180 (Archive Book) 08/03
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TONGUE
CP180

This Tongue is made
using round tube here

Item Part No. Qty  Description
1 00749845 1 Tongue Weldment
2 00749844 1 Tongue Clevis Weldment
3 00749847 1 Clevis Pin
4. 00000400 4 Cotter Pin
5. 00162805 2 Tongue Pivot Pin
6. 00162802 4 Retainer Clip
7. 00748767 2 Link Rod Pin
8. 00000400 4 Cotter Pin
CP180 (Archive Book) 08/03 Parts Section 18
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PARKING JACK ASY
CP180

L ] L ] ]

Item Part No. Qty  Description
1. 00554700 1 Parking Jack Asy.

NOTE: there are no Replacement Parts available for this Jack. If oredering a complete
Assembly # 00554700 a different Jack will be sent that will replace this Jack as an
assembly. The Parking Jack could be used on the Center Axle Arm with Single Wheels to
Change tires, there was a piece welded to axle at spindle for Jack to fit into.

CP180 (Archive Book) 08/03 Parts Section 19
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Dec. 1973
to
Mar. 1976

PTO DRIVELINE CP180-21188
CP180 o

CP180-34724

(Standard)

Mower Jack
~ Shaft End

Iltem Part No. Qty

00749944
00749966
00749965
00191900
00749960
00189700
00749417
00751168
00749165
00749416
00751168
9. 00019500

* Shield Bearing Repair Ki

Washer, # 00749964 Shie

Soa LN

& N
NN a N

Description

Driveline Assembly (ltems 1 & 2) Both Ends

Driveline Tube Half Complete with Shields, (Tractor PTO End)
Driveline Shaft Half Complete w/Shields, (Mower Jack Shaft End)
Yoke QD, 1-3/8" X 6 Spline (Use # W284A Slide Collar Yoke)
QD Pin Kit (Replacement Only)

Universal Joint (X-Kit)

Outer Shield & Bell Assembly

Shield Bearing Repair Kit *

Yoke, 1-3/8" X 6 Spline w/ Through Hole (Jack Shaft End)
Inner Shield & Bell Assembly

Shield Bearing Repair Kit *

Grease Fittings

t has 1 ea. of # 00749962 Snap Ring, # 00749963 Thrust
Id Bearing. Will Fit on Inner or Outer Shield.

NOTE: This Driveline has Metal Shields with Square Shaft and Round Tube with a Square
Sleeve welded to it. The 35R Driveline was standard on this model.

CP180 (Archive Book) 08/03
© 2003 Alamo Group Inc.
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Dec. 1973 JACKSHAFT DRIVELINE CP18(3-21188
Mar.to1 976 CP180 CP180?34724
(Standard)

Metal Shielded Drivelines with welded tube and

1-3/8" X 6 Spline Stub shaft welded on.

10,11,12

ltem Part No.

00749114
00749414
00749074
00752176
00409200
271105B5
00189700
00002700
00019400
00002400
00749415
00310800
00310700
00183700
00021900
00011700
00021800
00749413
00749017

N —

>

©CEND O AW

11.
12.
13.
14.

S A RNRAANNMNN_SNNN- A & o

CP180 (Archive Book) 08/03 P
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1-3/8" X 6 Spline

Y

Description

Jack Shaft Asy

Jack Shaft Widmnt

Pillow Block Bearing (w/ Grease Fitting
Grease Fitting Only

Clutch Yoke w/ Bronze Bushing
Bronze Bushing Only

Universal Joint (X-Kit)
Flatwasher

Locknut

Bolt

Jack Shaft Shield

Snap Ring, f/ Shield

Thrust Washer f/ Shield

Nylon Bearing, f/ Shield

Bolt (Not Shown)

Lockwasher (Not Shown)
Locknut (Not Shown)

Bolt (Not Shown)

locknut (Not Shown)

arts Section 21



Dec. 1973
to
Mar. 1976

WING DRIVELINE
CP180

CP180-21188
to
CP180-34724

(Standard)

Square Shaft and Double Telescoping Sleeve Tube.
The Shaft and Tube is only available as a Weldment
and cannot be purchased as seperate parts.

ltem Part No.

oL~

00749670
00409200
00750607
00749165
00189700
00413000
00015000

CP180 (Archive Book) 08/03
© 2003 Alamo Group Inc.

Qty  Description

-- Driveline Assembly, RH or LH Wing
Yoke, Slip Clutch (w/ Bronze Bushing)
Yoke Shaft & Double Tube Wildmnt
Yoke, 1-3/8" X 6 Spline

Universal Joint, (X-Kit)

Bronze Bushing Only

Grease Fitting

A AN

Parts Section 22




Dec. 1973 CLUTCH - CENTER & WING CP180-21188
to to
Mar. 1976 CP180 CP180-34724
2 T2
8
/ 3)
/ 3
: Gearbox Input
9 | Shaft
\ T~y
7 3 Spring Clutch used
on Center Gearbox &
2 Spring Clutch on
= Wing Driveline. DO
6B 6 NOT switch these
from Center to Wing
Item Part No. Yy  pescripuon

00751034 alr
00758824 alr

Clutch Assembly, Center Gearbox (Items 1 thru 6B)
Clutch Assembly, Wing Gearbox (Items 1 thru 6B)

1. 00748826 1 Drive Plate
2. 00748833 2 Friction Disc Facing
3. 00748830 1 Adjusting Nut
4. 00748829 1 Hub
5. 00748831 3 Bellville Spring, Center Section Clutch Only
00748831 2 Bellville Spring, Wing Section Cluch Only
6. 00748832 1 Pressure Plate (Front Plate Only)
6B. 00748834 1 Back Plate (Back Plate Only)
00751129 1 Drive Plate Asy, Front & Back Plates (6 & 6B)
7. 00612703 1 Retaining Ring (Not Shown)
8. 00409200 alr Yoke & Bushing, 35R Driveline
00751243 alr Yoke & Bushing, 44R Driveline
9 271105B5 1 Bushing Only

To Adjust this Clutch. Tighten Item 3 Adjusting Nut untill all the Slack is removed and all the
components are touching as shown above. Make a reference Mark on the Adjusting Nut and
components, this will show how many turns you make. Tighten adjusting Nut an additional
2-1/8 turns, this is the same for the Center Gearbox clutch and the Wing Clutches.

CP180 (Archive Book) 08/03 Parts Section 23
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Dec. 1973
to
Mar. 1976

Item Part No.

00749595
00748829
00748830
00748828
00748827
00749636
00749574
00749573
00748772
00748758
10. 00749575
11. 00612703
12. 00409200
13. 00413000

CoOoN>OhWN =

CP180 (Archive Book) 08/03
© 2003 Alamo Group Inc.

SHEAR BOLT CLUTCH
CENTER & WING

CP180

CP180-21188
to
CP180-34724

11\

W =
L~

Description

Shear Bolt Clutch Asy, Center or Wing (items 1 thru 10)

Hub

Adjusting Nut

Bronze Plug

Allen Screw

Driven Plate & Bushing Weldment
Spacer

Spacer

Top Locking Stop Nut

Shear Bolt (Use Grade 2 Only)
Drive Plate & Bushing Weldment
Retaining Ring (Not Shown)
Yoke & Bushing, 35R Driveline (Not Shown)
Bushing Only (Not Shown)

Parts Section 24




NOTES
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Dec. 1973 GEARBOX, DIVIDER CP180-21188

Mar.to1976 CENTER SECTION CP18(;?34724
CP180
1-3/8" X 6 1-3/8" X 6
Spline 4,39 29.30 Spline

19,36,45 19,36,45
To p 1-3/8" X 6
V_ Spline
ltem Part No. Yly. vescripuon [tem Part No. Qty. Description
00749003 --  Gearbox Asy (540 16 00749492 1 Bearing Cup
RPM) Replaces 17 00749493 1  Bearing Cone
#00749867 18 00749494 1  Bearing Cone
1 00749477 1 Main Housing 19 00749495 3 Cotter Pin
200749478 1 Cover 20 00749496 2  Bearing Cup
3 00749479 - Locking Compound 21 00749497 2 Bearing Cone
4 00749480 1 Cap 22 00749498 2  Bearing Cup
5 00749481 2 Housing Divider 23 00749499 2 Bearing Cone
6 00749482 1 Shaft, Blade 24 00749500 1  Retaining Ring
7 00749483 2 Shaft, Side Output 25 00749501 2 Seal
8 00749484 1 Shaft, Input 26 00749502 1 Plug
9 00749485 1 Retaining Ring 27 00749503 4  Bolt, Hex Head
10 00749486 1 Retaining Ring 28 00749504 4 Lockwasher
1100749487 3 Gear, (17 Tooth) 29 00749505 14 Bolt, Hex Head
1200749488 1 Bearing Cup 30 00022200 14 Lockwasher
13 00749489 1 Seal 31 00749507 1  Plug, Vent
1

15 00749491 Bearing Cone

CP180 (Archive Book) 08/03 Parts Section 26
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Dec. 1973 GEARBOX, DIVIDER CP180-21188
to to
Mar. 1976 CENTER SECTION CP180-34724
CP180
11 24 43 38
3,29,30
16,17 31
| 8
4,39 —
Back g\ Front
27,28 —
33
19,36,45 14,15 1-3/8" X 6
44 Spline
12.15 P
1
nght 10 \404142'
26 a1,
Side ™ T
i
13 2" tapered
Vl aw 6 X 15 Spline
46, 47, 48
Item Part No. Qty.Description Item Part No. Qty.Description
Continued from Previous Page
41 00748538 4 Bolt
32 00749508 1 Plug 42 00003901 4 Lockwasher
33 00749509 1 Seal 43 00749524 1 Gear, (25 Tooth)
34 00749510 1 Bearing Cup 44 00749525 1 Gear, (17 Tooth)
35 00749511 1 Bearing Cone 45 00749526 3 Washer
36 00749512 3 Nut, Slotted 46 00606200 1 Washer
37 00749513 3 Shim, Fiber .005" 47 00606100 1 Nut
00749514 3 Shim, Alum .007" 48 00606000 1 Cotter Pin
00749515 1 Shim, Alum .020"
38 00749516 1 Shim, Alum .005" )
00749517 2 Shim, Alum .007" Note: Torque Item 40 to
00749518 1 Shim, Alum .020" 100 ft. lbs.
39 00749519 2 Shim, .005"
00749520 2 Shim, .007"
40 00748539 4 Nut

CP180 (Archive Book) 08/03

© 2003 Alamo Group Inc.
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Dec. 1973 GEARBOXASY
r a7 WING SECTION
' CP180 (540 RPM)
11 13 14,18
26 15
(1INAITT
S
] - ’//{’,,
9 ;
8 7 779 12
7 g /
a‘ /
/ /
¢
; ]
7 4 /
N /
\2
7
. A,
z =
=R
3

5 i
1

5

CP180 (Archive Book) 08/03
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Parts Section 28

CP180-21188
to
CP180-34724

6 Bolt Input Shaft
Bearing Cover

16 10

1-3/8" X 6
6 Spline

17

20,21,22

18,19

1-1/2" Tapered X 12

Spline

24 25



Dec. 1973 GEARBOXASY CP18?-21188
Mar_t°1976 WING SECTION CP180.34724
CP180 (540 RPM)

Item Part No. Qty. Description
00749008 -- Gearbox Assembly, LH Wing (Input Gear Rear)
00748784 -- Gearbox Assembly, RH Wing (Input Gear Front)

1. 00748783 1 Seal, Output Shaft

2. 00748782 1 Cap, Bearing Retainer

3. 00748781 alr Shim

4. 00748780 Gearbox Housing, Main

5. 00748778 Shaft, Output

6. 00564100 Retaining Ring

7.

8. 00748777 Gear, Output (15 Tooth)

9. 00564800
10. 00748776
11. 00748775 Gear, Input (22 Tooth)
12. 00564500 Retaining Ring

13. 00564400 alr Shim

14. 00563300 6 Bolt

15. 00564300 1 Input Bearing Cover
16. 00564200 1 Seal, Input

17. 00564900 1 Plug, Pipe

18. 02161100 10 Lockwasher

Ball Bearing

1
1
2
00563700 3 Ball Bearing
1
1
1 Input Shaft
1
1

19. 00563200 4 Bolt

20. 00749127 4 Bolt, Gearbox to Deck Mounting Bolts (Not Shown)
21. 00749136 4 Locknut

22. 00010300 4 Lockwasher

23 00606200 1 Washer

24 00606100 1 Slotted Nut

25. 00751130 1 Wire Retainer

26. 00753630 1 Fill Plug

Note: You can ID these gearboxes by the Ball Bearings, a 1-3/8" X @Bne
Input Shaft, a 1-1/2" X 12 $line Output Shatt (at Blade Hub), and a 6 Bolt
Input Shaft Cover (item 15) with 1 Pipe Plug. When installing Item 20, 21
& 22, Torque to 100 ft. Ibs.

CP180 (Archive Book) 08/03 Parts Section 29
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Dec. 1973
to
Mar. 1976

Item

wn -

SKID SHOE
CP180

CP180-21188
to
CP180-34724

Part No.

00749792
00019400
00749171

CP180 (Archive Book) 08/03
© 2003 Alamo Group Inc.

Qty. Description

2 Skid Shoe, RH or LH Wing
4 Locknut (2 ea. Skid Shoe)
4 Bolt (2 ea. Skid Shoe)

Parts Section 30




NOTES
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Dec. 1973
to
Mar. 1976

Item

Soohrwd =

Part No.

00749546
00019300
00019400
00256001
00011500
00015800

CP180 (Archive Book) 08/03
© 2003 Alamo Group Inc.

WINCH & STAND
CP180

CP180-21188
to
CP180-34724

Locknut, Mounting Stand to Deck (Not Shown)

Qty. Description

1 Winch Support Stand Asy.

4 Bolt, Mounting Stand to Deck (Not Shown)
4

1 Winch

3 Bolt, Mount Winch to Stand (Not Shown)
3

Parts Section 32

Nut, Mount Winch to Stand (Not Shown)




Dec. 1973
to
Mar. 1976

WINCH ASY
CP180

CP180-21188
to
CP180-34724

Item

oAM=

Part No.

00256001
00750936
00000800
00000900
00001000
00011500
00015800

Qty. Description
- Winch Asy

1 Winch

1 Cable Only

1 Cable Thimble
1 Cable Clamp
3

3

Bolt, Mount Winch to Stand (Not Shown)
Nut, Mount Winch to Stand (Not Shown)

NOTE: If ordering a Winch Assembly a newer style will be shipped, Parts
between the new and old will not always interchange. As an assembly the
winch shown above is no longer available.

CP180 (Archive Book) 08/03
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Dec. 1973
to
Mar. 1976

Iltem

1.
2.
3.
4.

2

CONTROL ROD ASY CP180-21188

to

CP180 CP180-34724

Part No.

00732800
00059500
00749787
00748767
00000400
00751224
00162802

Qty. Description

Turnbuckle w/ Clevis

Jam Nut

Link Rod

Front Link Rod Pin (Not Shown)
Cotter Pin (Not Shown)

Rear Link Rod Pin (Not shown)
Retaining Clip (Not Shown)

A2 BDNDNDNDDN

Note: Qty Shown for 1 Control Rod, 2 Control Rods used on Mower.

CP180 (Archive Book) 08/03
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Dec. 1973
to
Mar. 1976

e e

AXLE ASY - WING SECTION
CP180

R ol
-
/'\ \ Y
| \ N\
0) 3
‘

CP180 (Archive Book) 08/03
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CP180-21188
to
CP180-34724

30
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Dec. 1973 AXLE ASY - WING SECTION || cpigo-211ss

to to

Mar. 1976 CP180 CP180-34724
Item Part No. Qty. Description
1. 00748580 2 Axle Arm Weldment (RH or LH)
2. 00703200 4 Bolt
3. 00010300 2 Washer
4. 00010400 4 Nut.
5. 00009000 2 Wheel Hub Asy
6. 00006400 2 Bearing Cone (Outer)
7. 00016800 2 Bearing Cup (Outer)
8. 00006500 2 Bearing Cone (Inner)
9. 00016900 2 Bearing Cup (Inner)
10 00019800 10 Stud Bolt
11. 00018500 10 Lug Nut
12. 00017200 2 Nut (3/4")
13. 00006700 2 Seal
14. 00000400 2 Cotter Pin
15. 00006900 2 Dust Cap
16. 00007100 2 Washer
17. 00748812 2 Locking Plate
18. 00014100 4 Setscrew, Square Head
19. 00748593 2 Shock Absorber Widmnt
20. 00748811 2 Pin
21. 00748813 2 Center Pin
22. 00000400 6 Cotter Pin
23. 00059500 2 Nut
24. 02032200 2 lockwasher
25. 00132002 2 Spring
26. 00748592 2 Washer
27. 00749168 2 Shock Absorber Spacer Tube
28. 00749601 1 Wing Deck Weldment RH (Shown)
00749596 1 Wing Deck Weldment LH (Not Shown)
29. 00749720 ref Spindle, Single Wheel (Welded into Axle Arm)
30. 00554600 2 Ratchet Jack Assembly (Not Shown)
31. 00033600 2 Tire, 6:00 X 9:00 (Optional) Use # 00025200

NOTE: Qty Shown above is for the RH and LH Wing. The RH Wing is Shown, the LH
Wing Axle will mount the same as the RH with most the parts the same only mounted
in the oposite direction. The Ratchet Jack mounts to the Wing Axle tube and the Shock
absorber weldment. See Ratchet Jack for parts.

CP180 (Archive Book) 08/03 Parts Section 37
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Dec. 1973
to
Mar. 1976

AXLE ASY - CENTER SECTION
CP180

CP180-21188
to
CP180-34724

ltem Part No.
1. 00749731

2 00749713
3 00009000
4. 00162801
5. 00162802
6 00162003
7 00162002
8 00210400

9. 00749880
10. 00600000
11. 00390800

Qty.Description

2

NENENDNDDN

2
2
2

Axle Arm / Hub Asy
(LH or RH)

Axle Arm Widmnt Only
Wheel Hub Asy

Axle Arm Pivot Pin
Retaining Clip

Height Adjust Pin
Retaining Clip

Height Adjust Screw
Widmnt

Locknut

Grease Fitting

Height Adjust Nut Asy

ltem Part No.

12.
13.

14.
15.
16.
17.
18.
19.

00132002
00749784
00749785
00129701
00147600
00012400
00749790
00606000
00749720

Qty.Description

ANDNDNDNN-=2=2DN

Height Adjust Spring
Swivel Bracket, RH
Swivel Bracket, LH
Swivel Block

Height Adjust Collar
Setscrew

Swivel Bracket Pin
Cotter Pin

ref Spindle, Single Whl

(Welded into Axle Arm)

Note: LH Axle Asy shown above, RH Axle mounts the same as the LH, most parts are
the same from RH to LH except item 13, they are the oposite of each other and item 1
is turned over..

CP180 (Archive Book) 08/03
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Dec. 1973
to
Mar. 1976

Note: This Hub did not have a
grease fitting and had to be
dis-asembled every 6 months
to pack Bearings with grease.
Replacement Hub will have

grease fitting in it.

11,12

\

\

WHEEL HUB
CP180

1

Iltem

ST20oNoOaRr W N2

- O

Part No.

00009000
00006400
00016800
00006500
00016900
00019800
00018500
00017200
00006700
00000400
00006900
00007100
00749720

CP180 (Archive Book) 08/03
© 2003 Alamo Group Inc.

Description

Q
<

Wheel Hub Asy
Bearing Cone (Outer)
Bearing Cup (Outer)
Bearing Cone (Inner)
Bearing Cup (Inner)
Stud Bolt

Lug Nut

Nut (3/4")

Seal

Cotter Pin

Dust Cap

Washer

JEE QU U (N NI U S ) B © ) [ Qi Qi Qi G

10

CP180-21188
to
CP180-34724

ref Spindle, Single Wheel (Welded into Axle Arm)

Parts Section 39




Dec. 1973 WHEEL AND TIRE ASY CP180-21188
Mar.to1976 CP180 CP180-34724
1 wheel only

See Side of Tire for
Maximum Pressure

Place Conical Side of
Lugnut against Wheel /L

SR B

Ribbed Implement Tire

Wheel Bolts 3
Lugnuts

\

Install Flat Side of Lug
Nut Against Wheel as
Shown

s

Laminated Tire or
Foam Filled Tire

Wheel Bolts 4 5

Lugnuts |||||| _—

Maximum Inflation
Pressure 50 PS| Also
See Decal # 00762608

Airplane Tire

CP180 (Archive Book) 08/03 Parts Section 40
© 2003 Alamo Group Inc.



Dec. 1973 WHEEL AND TIRE ASY CP180-21188

to to
Mar. 1976 CP180 CP180-34724

ltem Part No. Description

1 00008700 Wheel, 15 x 5.00 DC (Wheel Only) (Fig. 2)
2 00749698 Rib Implement - Tire & Wheel Complete (Fig. 2)
3 00025200 Laminated Puncture-Proof Tire & Wheel
Asy (21" OD) 6.00 x 9 (Fig. 1)
4 00749700 Used Airplane Tire & Wheel 25.5 X 14" (Fig. 2)
00766911 Used Airplane Tire & Wheel Foam Filled
22 X 6.6/6.75 X 10 (use 00766911A in Pairs) (Fig. 1)
00766911A  Used Airplane Tire & Wheel Foam Filled (Fig. 1)
24 X7.7X10
5 00764721 Recapped Airplane Tire & Whl 27.75 X 8.75 X 14.5 (Fig. 2)
00750016 Recapped Airplane Tire & Wheel 22 X 5 X 12 Split (Fig. 2)
Wheel (use 00749700 A/R for replacement)

LUGNUT MUST be mounted correctly according to Wheel Design

Figure 1 Figure 2
Wheel Wheel
Lugnut Lugnut \

\ Hub \ Hub

\ \

Conical Side . .
Lugbolt Conical Side Lugbolt

If Flat Sided Hole If Cone Sided Hole

NOTE:

It is VERY IMPORTANT on some types of Tires and Wheels how they are mounted, the
direction of travel, the Air Pressure, the way they bolt together, the way the Lug Nuts are
installed and/or other special features that may be special only to that tire and wheel.
ALWAYS check for any special instructions for the type Tire and Wheel being used
before ordering or installing any Wheels or Wheel components.

SOME WHEELS LISTED ABOVE WERE NOT USED ON THIS MODEL.
Wheeld listed above are the only wheels available at ths time. Be sure to check old
wheels for size. Wheel Bolt pattern is the same only wheel size may be different.

CP180 (Archive Book) 08/03 Parts Section 41
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Dec. 1973 RATCHET JACK ASY CP180-21188

to to
Mar. 1976 CP180 CP180-34724

(1D

=

<4

Item Part No. Qty. Description

00554600 1 Ratchet Jack Assembly (ltems 1,2 & 3)
00748714 2 Pin (Use # 0581000003)

00748715 4 Hair Pin clip (Use #584104)

00748717 2 Rivit, Handle Pins (NLF)

HPoObd =

NOTE: The Ratchet Jack was offered with all the components available as a
replacement part in the old Parts Book. Most of these components are no longer
available as parts. Only the patrs listed above are now avaialble or a complete
assembly.

CP180 (Archive Book) 08/03 Parts Section 42
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NOTES
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Dec. 1973 BLADE CARRIER CP180-21188
Mar.to1976 CENTER SECTION CP18(§C-)34724
CP180
S,

O

g\ 4
2" X 15 Spline
BladeHub

2

Item Part No. Qty. Description
00749560 -- Blade Pan Assembly, ( Iltems 1 thru 5)

1. 00749563 1 Blade Pan Weldment
2. 00749109 2 Blade, Flat, Double Sided (Use # 00750121)
3. 00735900 2 Blade Bolt (Use # 00752827 Blade Bolt)
4. 00748000 2 Lockwasher
5. 00747900 2 Nut
6. 00606200 1 Washer (Use # 00748547 Washer)
7. 00606100 1 Nut, Slotted
8. 00606000 1 Cotter Pin (Use # 00751130 Wire)

NOTE: This Blade Pan Weldment has a 2" X 15 Spline Tapered Hub where it fits onto Blade Shaft
of Gearbox. Center Section Blades are CCW Rotation.

CP180 (Archive Book) 08/03 Parts Section 44
© 2003 Alamo Group Inc.



Dec. 1973
to
Mar. 1976

O

e—_ |
/©

Item Part No.

00749569
00748657
00749109
00735900
00748000
00747900
00606200
00606100
00606000

NGO AWN =

BLADE CARRIER

RH & LH WING SECTION

Q
<

NNNNERARBRDIN

CP180
S,

Description

CP180-21188
to
CP180-34724

1-1/2" X 12 Spline
BladeHub

Blade Pan Assembly RH or LH Wing, ( Items 1 thru 5)

Blade Pan Weldment

Blade, Flat, Double Sided (Use # 00750121)
Blade Bolt (Use # 00752827 Blade Bolt)

Lockwasher
Nut

Washer (Use # 00748547 Washer)

Nut, Slotted

Cotter Pin (Use # 00751130 Wire)

NOTE: This Blade Pan Weldment has a 1-1/2" X 12 Spline Tapered Hub where it fits onto Blade
Shaft of Gearbox. Section Blades are CCW Rotation. RH Wing Blades turn CW and LH Wing
Blades turn CCW Rotation.

CP180 (Archive Book) 08/03
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Dec.t1973 HYDRAULIC SCHEMATIC
Mar. 1976 CP18O
Note: Valve is shown turned 13 \

around for illustration, Wing
hoses shown reversed on

valve. Wings connect to two
outer ports and level lift to

center ports.

CP180 (Archive Book) 08/03
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Parts Section 46
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to
CP180-34724

To Valve End

To Hose End




Dec. 1973 HYDRAULIC SCHEMATIC CP180-21188
Mar.to1 976 CP180 CP1 8(;?34724

Item Part No. Qty. Description

1. 00212701 2 Wing Lift Cyl. Asy. RH or LH

2. 00749300 2 Level Lift Cyl Asy. Tongue Cyl.

3. 00035400 2 Elbow, Swivel

4 00749466 2 Hose, 180" Long

5. 00494800 3 Bushing

6. 00703000 2 Elbow , Swivel

7. 00410200 2 Hose, 26" Long

8. 00493900 1 Tee

9. 00749467 1 Hose, 96" Long

10. 00380200 alr * 3 Spool Valve, Open Center (Optional)

00750382 alr * 3 Spool Valve, Closed Center (Optional)

11. 00749711 2 Wing Cylinder Hose Kit (Items 3,4,5)

12. 00749612 1 Level Lift Cyl. Hose Kit (items 5,6,7,8,9)

13. 00703000 3 Elbow Swivel (Optional QD Coupler)

14. 00702900 3 Nipple, (Optional QD Coupler)

15. 00494800 6 Bushing, (Optional QD Coupler)

16 00275400 3 QD Coupler Asy, Inner & Outer (Optional)

NOTE: ltem 10 was not always purchased with unit. Some were supplied by dealers / cus-
tomers. Shown and listed as Item 10 only as a reference. The Valve on the unit at the time of
Purchase may have been a Cross Valve and will not be the same as the one listed above.
The old Valves used during this period are no longer available as parts. The Valve listed
above will replace the old valve as an assembly. See Valve Parts Page later in this section.
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Dec. 1973 TONGUE LIFT CYLINDER CP180-21188
to to
Mar. 1976 CP18O CP180-34724
11 10
12
=/

,// /X\ - =

/\}// /

v T

N _Y
% v /

15 / /
13 9 8
ltem Part No. Qty. Description
00749300 - Hydraulic Cylinder Assembly

1. 00654100 1 Rod Wiper Ring
2. 00654000 1 Back Up Ring
3. 00653900 1 Rod Seal
4, 00653300 1 Lockwire
5. 00653800 1 Gland Seal O-Ring
6. 00653200 1 Gland
7. 00652901 1 Rod
8. 00652801 1 Barrell Asy
9. 00653700 1 Rod Static Seal
10. 00653600 1 Back-up Ring
11. 00653500 1 Piston Seal
12. 00652700 1 Piston
13. 00652600 1 Locknut
14. 00653400 1 Rod Clevis
15. 00652401 2 Cyl. Pin Asy (w/ Cotter Pins) Not Shown
16. 00652300 1 Seal Kit. Items 1,2,3,4,5,9,10 & 11

(Use Seal Kit # 00750597)

NOTE: Qty shown aboce is for 1 Cylinder, each unit used 2 Cylinders

CP180 (Archive Book

) 08/03

© 2003 Alamo Group Inc.

Parts Section 48



Dec. 1973
to
Mar. 1976

o 3
Item Part No. Qty. Description
00212701 -- Hydraulic Cylinder Asy
1. 00613200 1 Seal Kit (items 3, 6, 7 & 8)
2. 00613300 1 Barrell Widmnt Asy.
3. 00613700 1 Gland Seal
4, 00613400 1 Gland
5. 00613500 1 Piston Rod
6. 00613800 1 Rod Wiper
7. 00613600 1 Rod Seal
8. 00613900 1 Locking Wire
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Replace Valve THREE SPOOL VALVE Replace Valve

Assembly Only CP180 Assembly Only
Replacement Valve

DO NOT Order Parts from
these Valves to repair your
old Valve, they most likely will

not fit.
Item Part No. Qty. Description
1 00380200 alr Hydraulic Valve Assembly, Open Center
00750382 alr Hydraulic Valve Assembly, Closed Center
2. 00751139 2 Detent Kit
3. 00751140 1 High Pressure Relief Valve Kit
4, 00751142 3 Handle Assembly
5. 00751141 1 Power Beyond Plug (Open Center Valve Only)
6. 00751002 1 Plug, (Closed Center Valve Only)
7. 00751358 ref Spring Return Repair Kit
8. 00751556 ref Spool Seal Kit for Open Center Valve
9. 00752056 1 Non Relief Valve Plug (Closed Center Valve Only)

NOTE: The Valves listed above are for replacement Assemblies only and were not the type used
with the CP180. If ordering complete Valve Assembly a newer style Valve may be used, It will work
for your application but the Parts between the new valve and old may not interchange.
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INDUSTRIAL

CP180 (Terrain King) Archive Manual
Production

Dec. 1973 (Start) S/N CP180-21188
to Mar. 1976 (End) CP180-34724
Manual P/N 02980263
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