





















































































































































































































































































































































	OPERATOR’S MANUAL
	ALAMO INDUSTRIAL®
	REMOTE CONTROLLED MOWER


	DEALER to CUSTOMER Pre-Delivery/ Operation Instructions
	PRE-DELIVERY SERVICE
	CHECK AND ADJUST OR LUBRICATE AS REQUIRED
	See Operator’s Manual for Details
	Inspection Performed - Warranty and Safety Procedures Explained - Installation Complete
	LUBRICATION & HYDRAULICS
	MOWER
	ATTACHMENTS & INSTALLATION
	SAFETY ITEMS


	To the Owner/Operator/Dealer
	Table of Contents
	GENERAL SAFETY INSTRUCTIONS AND PRACTICES
	OPERATOR SAFETY
	CRUSHING HAZARDS
	CONNECTING OR DISCONNECTING IMPLEMENT SAFETY
	SLIDING HAZARD
	THROWN OBJECTS HAZARDS
	1. MARK objects that cannot removed.
	2. AVOID these objects when mowing.

	THROWN OBJECTS HAZARD (CONTINUED)
	1. BLADES CAN FAIL from impact and objects can be thrown with great velocity.
	2. INSPECT and REPLACE any damaged blades.
	3. CHECK blade carrier balance and REPLACE if damaged.

	RUN OVER HAZARDS
	MOWER BLADE CONTACT HAZARDS
	HIGH PRESSURE OIL LEAK HAZARD
	ELECTRICAL & FIRE HAZARDS
	HAZARDS WITH MAINTENANCE OF IMPLEMENT
	PARTS INFORMATION
	Decal Location
	1. D773 1 DANGER Guard Missing
	2. D641 1 WARNING Pinch Point Hazard
	3. D780 1 IMPORTANT Safety Mower Training
	4. D992 1 DANGER Multi-Hazard
	5. D774 1 WARNING Hot Water Pressure
	6. D993 1 DANGER Multi-Hazard
	7. D771 2 WARNING Hot Surface
	8. D996 1 DANGER Multi-Hazard
	9. D833 1 DANGER Multi-Language
	10. D617 1 WARNING Multiple-Hazard Oil Leak
	11. D776 1 WARNING Multiple-Hazard Thrown Objects
	12. D626 1 DANGER Thrown Object Hazard
	13. D623 4 WARNING Pinch Point Hazard
	14. D994 2 INSTRUCT Emergency Stop
	15. D779 1 WARNING Use Genuine Parts
	16. D995 1 WARNING Severing Hazard
	17. 00757140 1 LOGO Alamo Industrial - Square
	18. 32120361 1 LOGO Alamo Industrial - Round
	19. 00757139 1 LOGO Alamo Industrial Standard
	20. 32120359 2 LOGO TRAXX RC56
	21. 10058000 4 Bolt
	22. 00017000 4 Lock washer
	23. 0024100 4 Flatwasher
	24. 00776031 1 Canister (Operator’s Manual)
	25. 32120358C 1 Operators Manual
	SAFETY SECTION
	Decal Description
	FEDERAL LAWS AND REGULATIONS
	Machine Overview
	Front Compartment
	Engine Compartment - Left Side View
	Engine Compartment - Right Side View
	Rear Compartment View
	1. LIMITED WARRANTIES.
	1.01. Alamo Industrial warrants for one year from the purchase date to the original non-commercial, governmental, or municipal purchaser (“Purchaser”) and warrants for six months to the original commercial or industrial purchaser (“Purchaser”...
	1.02. Manufacturer will replace for the Purchaser any part or parts found, upon examination at one of its factories, to be defective under normal use and service due to defects in material or workmanship.
	1.03. This limited warranty does not apply to any part of the goods which has been subjected to improper or abnormal use, negligence, alteration, modification, or accident, damaged due to lack of maintenance or use of wrong fuel, oil, or lubricants, ...
	1.04. Except as provided herein, no employee, agent, Dealer, or other person is authorized to give any warranties of any nature on behalf of Manufacturer.
	1.05. To avoid equipment failure from short circuit do not operate the machine in more than 5 inches of water as this limited warranty does not apply if the machine has been in more than 5 inches of water.
	2. REMEDIES AND PROCEDURES.
	2.01. This limited warranty is not effective unless the Purchaser returns the Registration and Warranty Form to Manufacturer within 30 days of purchase.
	2.02. Purchaser claims must be made in writing to the Authorized Dealer (“Dealer”) from whom Purchaser purchased the goods or an approved Authorized Dealer (“Dealer”) within 30 days after Purchaser learns of the facts on which the claim is based
	2.03. Purchaser is responsible for returning the goods in question to the Dealer.
	2.04. If after examining the goods and/or parts in question, Manufacturer finds them to be defective under normal use and service due to defects in material or workmanship, Manufacturer will:
	(a) Repair or replace the defective goods or part(s) or
	(b) Reimburse Purchaser for the cost of the part(s) and reasonable labor charges (as determined by Manufacturer) if Purchaser paid for the repair and/or replacement prior to the final determination of applicability of the warranty by Manufacturer. Th...

	2.05. Purchaser is responsible for any labor charges exceeding a reasonable amount as determined by Manufacturer and for returning the goods to the Dealer, whether or not the claim is approved. Purchaser is responsible for the transportation cost for...
	3. LIMITATION OF LIABILITY.
	3.01. MANUFACTURER DISCLAIMS ANY EXPRESS (EXCEPT AS SET FORTH HEREIN) AND IMPLIED WARRANTIES WITH RESPECT TO THE GOODS INCLUDING, BUT NOT LIMITED TO, MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE.
	3.02. MANUFACTURER MAKES NO WARRANTY AS TO THE DESIGN, CAPABILITY, CAPACITY, OR SUITABILITY FOR USE OF THE GOODS.
	3.03. EXCEPT AS PROVIDED HEREIN, MANUFACTURER SHALL HAVE NO LIABILITY OR RESPONSIBILITY TO PURCHASER OR ANY OTHER PERSON OR ENTITY WITH RESPECT TO ANY LIABILITY, LOSS, OR DAMAGE CAUSED OR ALLEGED TO BE CAUSED DIRECTLY OR INDIRECTLY BY THE GOODS INCLU...
	3.04. NO ACTION ARISING OUT OF ANY CLAIMED BREACH OF THIS WARRANTY OR TRANSACTIONS UNDER THIS WARRANTY MAY BE BROUGHT MORE THAN TWO (2) YEARS AFTER THE CAUSE OF ACTION HAS OCCURRED.
	4. MISCELLANEOUS.
	4.01. Proper Venue for any lawsuits arising from or related to this limited warranty shall be only in Guadalupe County, Texas.
	4.02. Manufacturer may waive compliance with any of the terms of this limited warranty, but no waiver of any terms shall be deemed to be a waiver of any other term.
	4.03. If any provision of this limited warranty shall violate any applicable law and is held to be unenforceable, then the invalidity of such provision shall not invalidate any other provisions herein.
	4.04. Applicable law may provide rights and benefits to purchaser in addition to those provided herein.
	INTRODUCTION SECTION

	ALAMO INDUSTRIAL An Alamo Group Company
	Post Office Drawer 549
	Seguin, Texas 78156
	830-379-1480


	GENERAL INSTRUCTIONS
	STANDARD EQUIPMENT


	MACHINE LIFTING POINTS
	Lifting Equipment

	Instructions to Uncrate Your TRAXX™RF
	ASSEMBLY SECTION

	ALAMO INDUSTRIAL TRAXX RC56/75
	OPERATING INSTRUCTIONS
	1. Standard Equipment and Specifications
	1.1 TRAXX RC56/75 Undercarriage Specifications
	1.2 Features & Specifications - TRAXX RC56
	1.3 Features & Specifications - TRAXX RC75

	2. OPERATOR REQUIREMENTS
	3. STARTING THE ENGINE

	4. EMERGENCY STOP AND SAFETY DEVICES
	4.1 Location of Emergency Stop Buttons
	4.2 Automatic Emergency Safety Features
	4.3 Manual Emergency Safety Feature
	1. Release the forwards/backwards movement joystick - the control is equipped with automatic zero position; on release it will automatically return to the central (Stop) position, this action activates the track brakes.
	2. Press the Emergency Stop button on the control unit.
	3. Press the machine’s Emergency Stop button.
	4. Turn the ignition key to the off position (Counter-Clockwise) and remove the key.

	5. PRE-OPERATION INSPECTION AND SERVICE
	5.1 Tractor Pre-Operation Inspection/Service
	5.2 Mower Pre-Operation Inspection/Service

	6. REMOTE CONTROL UNIT
	6.1 Joystick Controls
	6.2 Control Unit- Display Screen & Function Operation

	7. CONTROL PANEL
	7.1 Control Identification
	7.2 Control Functions

	8. SCREEN ACCESS
	8.1 Power ON/OFF
	8.2 Home Screen
	8.3 Setting - Menu Screen


	9. SETTING MENUS
	5. Job running time of the attached tool in its ‘downhill’ direction (or direction 1).
	6. Job running time of the attached tool in its ‘uphill’ direction (or direction 2).
	7. Job engine running time.
	8. Job engine power usage: % load at current RPM* (recorded a/time at %load).
	9. Total running time of the attached tool in its ‘downhill’ direction (or direction 1).
	10. Total running time of the attached tool in its ‘uphill’ direction (or direction 2).
	11. Total engine running time.
	9.1 Attachment Settings
	9.2 Robo Aux
	9.3 Navigation Information for Settings Input
	9.4 User Settings

	9.5 Float Settings - Automatic Calibration
	9.6 Float Settings - Manual Adjustments
	9.7 Float Operation
	9.8 Front Hood Activate / Deactivate Settings

	9.9 Joystick Function Swap & Travel Swap Settings
	9.10 Joystick Function Options for ‘Forward Drive’ Mode
	1. LH Joystick operates Travel / RH Joystick operates Steering (Default).
	2. LH Joystick operates Travel & Steering.
	3. RH Joystick operates Travel & Steering.

	9.11 Joystick Function Options for ‘Reverse Drive’ Mode
	4. LH Joystick operates Travel / RH Joystick operates Steering – machine drives in reverse direction.
	5. LH Joystick operates Travel & Steering – machine drives in reverse direction.
	6. RH Joystick operates Travel & Steering – machine drives in reverse direction.

	9.12 Joystick Function Swap Settings & Reverse Drive Selection

	9.13 Reversing Fan Settings
	9.14 Warning & Error Screens
	9.15 Information Screens
	9.16 Service Screen
	9.17 Service Verification
	9.18 Global Reset

	9.19 Lighting Settings
	9.20 Service Settings
	10. OPERATING THE TRACTOR AND IMPLEMENT
	11. STARTING AND STOPPING THE ENGINE
	11.1 Before Starting
	11.2 Engine Starting Procedure
	11.3 Control Panel Activation
	11.4 Machine and Remote Control Synchronization
	11.5 Start the Engine


	11.6 Stopping the Engine
	11.7 Emergency Stopping (E-Stop)
	12. DRIVING & MANOUEVERING
	12.1 Foreign Debris Hazards
	12.2 Bystanders/Passersby Precautions

	13. OPERATING POSITION & DISTANCE

	13.1 Working On Slopes
	14. OPERATION
	14.1 Working Lighting Conditions
	14.2 Track Protection



	15. EMERGENCY CONTOL UNIT
	15.1 Manual Controller (Emergency Control Unit)
	15.2 Manual Controls Operation (refer to control illustration above)
	15.3 Charging Station for Remote Control Battery
	16. MOWER STORAGE
	17. TOWING THE TRACTOR AND IMPLEMENT

	18. TROUBLE SHOOTING GUIDE
	Problem Possible Cause Remedy
	Loosening/breaking of internal
	structural steel rope.
	Damaged tensioner seal. Replace seal.
	Worn tensioner components. Replace worn components.
	Lower track does not stay Lower track guide worn. Replace lower track guide.
	after a few days.
	Gasket/Seals damaged or worn. Contact dealer.
	Worn seals.
	Worn seals.
	Brakes binding. Check brake release pressure.
	Faulty brake seals. Contact dealer.
	Brake jammed. Check braking system.
	Worn brake components. Contact dealer.

	OPERATION SECTION
	MAINTENANCE SECTION
	HAZARDS WITH MAINTENANCE OF IMPLEMENT
	PARTS INFORMATION
	MAINTENANCE
	Diesel Engine
	Maintenance Schedule (Track)

	Track Types & Options
	Standard Rubber Track
	Super Rubber Tracks
	Steel Grouser Track
	Spike Kit
	Spike Kit Installation
	Transport Block
	Undercarriage Components

	Track Tensioning System
	Lubrication of Undercarriage Components
	Track Replacement
	Track Removal Procedure
	Track Fitting Procedure
	Support Springs
	Reversible Fan - Mode Control
	Maintenance Schedule (Hydraulic Oil)
	Maintenance Schedule (General Machine)


	Hydraulic Fluid
	Checking Hydraulic Oil Level
	Checking Engine Oil Level
	COOLANT CHECK
	CHANGING ENGINE OIL AND FILTER
	HYDRAULIC FILTER REPLACEMENT

	CHANGING HYDRAULIC OIL AND FILTER
	HYDRAULIC CONTROL VALVE
	FUEL WATER SEPARATOR CLEANING AND REPLACEMENT
	Fuel Water Separator Water Drain
	Priming the Fuel System


	AIR FILTER CLEANING AND REPLACEMENT
	1. Release two hooks and carefully remove the air filter cover. (Step 1)
	2. Remove the outer air filter element. (Step 2)
	3. Remove the inner air filter element. (Step 3)
	4. If the air filter cartridges are very dirty or damaged, they must be replaced.
	5. Before replacing the air filter cartridges clean carefully inside the filter box as well as the filter cover.
	6. Mount the air filter cover and attach with hooks.
	7. Check for debris in the external drain.
	SUPPORT SPRINGS
	STEEL TRACKS
	Transport Blocks


	CUTTER UNIT
	GENERAL MAINTENANCE
	DRIVE BELT TENSION ADJUSTMENT AND REPLACEMENT
	1. Lower the mower onto firm level ground and disconnect all hydraulic connections from the mower.
	2. Loosen the bolts which retain the hydraulic motor to the housing. Loosen the bolts just enough so that the adjustment plate is free to move.
	3. Loosen the adjuster locknut and turn the adjuster bolt to relieve the belt tension.
	4. Remove the old belts and replace with the proper new belts.
	5. Install the new belts and adjust the belt tension.
	6. Proper belt tension is indicated when 8 to 12 lbs. of force deflects the belt 1/4”.
	7. Install front belt cover. Ensure that the grease fitting access hole is aligned with the grease fitting.

	MOWER CUTTING HEIGHT ADJUSTMENT
	SKID SHOE HEIGHT ADJUSTMENT

	ROLLER BEARING REPLACEMENT
	1. Proper replacement of the Roller Bearing or Roller requires that the entire roller assembly be removed from the mower housing.
	2. Remove the two Roller Bracket Bolts which retain the Roller Brackets to each side of the mower housing.
	3. Remove the two bolts which retain the Roller Bearing Housings to the Roller Brackets.
	4. Remove the snap ring which retains the bearing and bearing housing to the roller shaft.

	BLADE INSPECTION AND REPLACEMENT
	Flail Blades Inspection

	General Information on Flail Mower Vibration

	FLAIL MOWERS
	INFORMATION BULLETIN
	HYDRAULICS
	Initial Start-Up Procedures

	FUSES AND RELAYS
	Fuse Identification
	Relay Identification

	Proper Torque for Fasteners
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