PA9058

OPERATOR'S MANUAL
WITH PARTS LIST

ALAMO-McCONNEL
P.O. Drawer 549
Seguin, TX 78156
210-372-3551

An Alame Group Company



READ THE BOOK FIRST

It might save hours and pounds later

When ordering spare paris always
quote the machine type and serial
number as well as the part number

Factory re-built service exchange
units of the major hydraulic componenis
are available from you dealer.

NOISE

The equivalent daily personal noise exposure from this machine, measured at the operators’
ear, is within the range 78 - 85 DB.

These figures apply to a normai distribution of use where noise fluctuates between zero and
maximum, The figures assume that the machine is fitted to a tractor with a quiet cab with the
windows closed in a generally open environment. We recommend that the windows are kept
closed.

With the cab rear window open the equivalent daily personal noise exposure will increase 10 a
figure within the range 82-88 DB.

At equivalent daily noise exposure levels of between 85 and 90 DB, ear protection is
recommended, it shouid be used if any window is left open.
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GENERAL INFORMATION

Read this manual before fitting or operating the machine. Whenever any doubt exists contact
your dealer or the McConnel Service Department for assistance.

‘Use only McConnel spare parts on McConnel equipment and machines. This manual includes
an illustrated spare parts breakdown and the interpretation which precedes it should be read
before ordering replacement components.

DEFINITIONS
The following definitions apply throughout this manual:
WARNING

An operating procedure, technique etc., which can result in personal injury or loss of life if not
observed carefully.

CAUTION

An operating procedure, technique etc., which can result in the damage of either machine br
equipment if not observed carefully.

NOTE
An operating procedure, technique etc., which is considered essential to emphasise.
Left and Right-Hand

This term is applicable to the machine when fitted to the tractor and viewed from the rear. This
also applies to tractor references.

Record the serial number of your machine on this page and
always quote this number when ordering spares. Whenever
information concerning the machine is requested remember 1O
also state the type of tractor to which it is fitted.

MACHINE INSTALLATION
SERIAL DATE
NUMBER

MODEL
DETAILS

DEALERS
NAME

DEALERS
TELEPHONE
NUMBER




INTRODUCTION

ALL MODELS

- Linkage mounted
- Right or left hand cutting
- 1.0 metre Hedge or grass flail head
Hydraulic ram assisted gravity breakaway
- Qperator guard
- 25 gallon (117 litre) hydraulic reservoir
- Cable controls.
45 Hp hydraulic system.
Automatic head angle float

Si model

- Semi independent hydraulics
- tractor power for arm movement. PTO pump for rotor
- Rotor engagement by tractor’s PTO lever

Ti model

- Totally independent hydraulics powered by tandem PTO pump
- Independent Rotor on/off vaive

P.T.O. DRIVE SHAFT SAFETY PRECAUTIONS

ON EACH TRACTOR CHECK:-

All machines

Ensure the correct end of the drive shaft is fitted to the tractor.. See labels on the drive shaft.

Check carefully that the drive shaft does not bottom out and that a minimum of &" (150mm0 of
engagement is maintained.

Ensure that the guards are always in position, can rotate freely and the check chains are not
stretched when the machine is raised or lowered.

Check that when in the continuous working position the drive shaft is not at an angle of more
than 20 degrees to the P.T.O. centre line.

Ensure the drive shaft does not foul the tractor P.T.Q. guard, the gearbox input shield or the
tractor drawbar.



SAFETY PRECAUTIONS

WARNING

NEVER permit inexperienced personnel to operate the machine without
supervision.

stand under the raised fiail head

cut over the far side of a hedge with the flail cutting towards the
operator.

continue to operate the flail when wire has wrapped around the
rotor.

leave the tractor seat with the flail still rotating.

operate the flail without the correct hood properly fitted in position.

exceed 540 rpm on the p.t.o. shaft

stop the engine with the p.t.o. engaged

operate the machine without a cab safety guard

operate the machine without the p.t.o. shaft guard in position.
ALWAYS inspect the work area or hedgerow for wire, steel posts, large

stones, bottle and other dangerous materials and remove them

before starting work.

ensure bystanders are kept away from the machine during all
flailing operations.

check frequently, nuts and bolts for tightness and also check roll
pins, shackies and flails for security.

replace missing or damaged flails as soon as possible to avoid
vibration and damage to the machine.

disengage the p.t.0. and stop the tractor engine before making
any adjustments.

Take extra care when working close to or manoevring
around overhead obstructions especially power lines

CAUTION One of the features of the Power Arm is the ability to cut close to the
tractor in confined spaces. This means that in some instances the flail head casing

can be made to foul the tractor if reasonable care is not observed.
3



FITTING

TRACTOR SELECTION

Linkage requirements

The machine will fit almost any tractor with a category Il linkage
Linkage isolation

A linkage isolation facility is necessary for the Si model only.
Check chains/stabilisers

Check chains or stabiliser bars must be fitted and tightened.
Tractor relief vaive

For the Si model the tractor relief valve must be set above 2000 psi (140 bar)
Tractor hydraulic flow rate

Hydraulic flow rates are not crucial

P.T.O. shaft

Tractor must be equipped with live drive independent PTO shaft to enable forward movement
to be haited while the flail head continues to operate.



TRACTOR PREPARATION
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Fitting operator guard.

Use tractor with safety glass windows if possible and fit operator guard Part No. 73 13 324
using the hooks provided.

Shape mesh to cover all vulnerable areas. Remember the driver must be looking through
mesh at the flail hed in any working position.

If windows are not laminated safety glass polycarbonate glazing must also be fitted.

If tractor has a roll bar anly, a frame must be made to carry both mesh and polycarbonate
glazing.

Wheel width

Set wheel widths as wide as possible.

Ballast weight.

Add ballast weight whenever necessary within tractor manufacturers recommended limits
to ensure stability under all working conditions.

Lift links

Adjust lift links until they are equal length.




86 00 505

86 00 501

Gallery blanking
plug
81 30 055

Relief valve

1 blanking plug
\ B1 30 054

1 ii
\ 86 00 13

i
Existing copper
washer

JOHN DEERE CONVERSION KIT 81 30 059 for S.i.

John Deere

The John Deere utiises a ‘closed centre’ hydraulic principle and because of this it is
necessary to modify either the tractors external oil supply or the flails main control valve

These are the following two alternatives.

1. A flow limiting valve manufactured by John Deere is available to provide an ‘open centre’
external supply. For further advice consult your John Deere dealer.

2 A control vaive conversion kit Part No. 81 30 059 consists of a relief valve blanking plug
which should be installed in place of the existing relief valve and a pressure gallery blanking
plug which is installed in place of the standard blanking piug at the valve outlet end next to
the lift ram gland connection.

Take care when extracting the relief valve not to damage the copper sealing washer as it is
re-used.

When working in this mode the tractor’s pressure control valve must not exceed 2500 P.S.
(170 Bar).




OiL REQUIREMENTS
Tank

Fill the reservoir with approximately 2" below the top of the tank. The capacity is
approximately 117 litres (25 galls)

Do not overfill.

Supplier Cold or temperate climate Hot climate
Castrol Agricastrol hydrauiic oil Hy-spin AWSE8
Hy-spin AWS32
Shell Tellus 27 Tellus 33
Mobil DTE.25 D.TE. 26
Ess0 Nuto ‘H’ or ‘A’ 32 Nuto ‘H' or ‘A’ 68
Texaco | Rando HD 32 Rando D 68
Gulf Hydrasil 32 Hydrasil 68
B.P. Energal HLP 32 Energal HLP 68
Dalton Silkolene Dove 32 Silkolene Dove 68
or Derwent 32 or Derwent 68
Elf Hydrelf 32 Hydrelf 68
Gearbox

Check the gearbox oil level. On level ground gearbox should be filled until oil dribbles out of
the level plug. Top up if required with SAE 30/50 Universal tractor oil.



DELIVERY

The machine is delivered in a partially dismantled condition. To make ready for attachment to

the tractor it will be necessary to:-

Select a hard level surface

*Cut the banding straps and remove locse items. On mid- cut machines the front hood

must be boited to the flail head.

*Fill the reservoir to capacity with oil selected from the chart on page 7

*Remove the lifting plate and re position the reach ram rod pin with the pin tail in its

locating hole.

*Remove and discard the transport strap connecting the flai head to the frame.

ATTACHMENT TO TRACTOR

*On Si model only reverse the tractor up as closely as possible. Fit suitable return
connection to the tractor and connect the return hose before connecting the supply hose

to the tractors external services point with a suitable self seal coupling.

*Ensure that lift ram tap is fully open.

*With the aid of a crowbar prise the flail head sideways to allow the tractor to be reversed

up

Assistance will be needed to simultaneously select “Reach out” and “angle down" to allow

the oil to flow whilst the arms are being moved.

WARNING

As a safety precaution to prevent the possibility of the flail head
slipping sideways and the arm collapsing on the fitter as he is prying
the head sideways, a loop of strong rope or wire, with sufficient slack
to allow the required flail head movement should connect the frame
and dipper. This will then act as an arrestor in the event of this
happening. Leave in position until attachment is complete.

Adjust tractor drop arms to enable the draft links to jower within 15 ins (375mm} of the

ground.
Remove the top link and machine yoke compietely.

Reverse the tractor squarely to the front of the machine, engage draft link pins and secure.

Attach yoke to the top hitch position on the tractor ensuring the lug for the top fink is

uppermost.



Uniimber the machine controls and fit into the tractor cab. See page 13

install the top link between yoke and upper hitch position on the machine. If necessary fitting
Cat. 1 sleeves into the ball ends of the top link.

*Raise the machine on its three point linkage until the PTO shaft and the gearbox stub
shaft are as near as possibie in a straight line.

WARNING

Do not operate quadrant lever or machine controls through the rear cab window whilst
standing on or amongst linkage components. Always seek assistance.

*Measure the PTO drive shaft length as shown in the diagram below and subtract 2 inches
(50mm).

ma) -

*This measurement which is the fully closed final length of the PTO drive shaft measured
bution to button should be taken carefully before the PTO drive shaft and guards is
shortened to suit by cutting off both the driving and driven members of the tube by an
egual amount.

Accurate measurement is important on some close coupled tractors to ensure maximum
engagement during operation

Lower the machine to the ground and fit the P.T.O. shaft in position. Ensure that the collar
locking devices on the P.T.0O. shaft are fully engaged and wrap the torque chain around any
convenient point to prevent the shaft guard from rotating.

Raise the machine to the working height.
Check that the rotor control valve is in the stop position { T i model only).

With the P.T.O. engaged on T.i. model or with tractor external services activated on Si model
(see page ) select "Lift down” this will level the frame and enable the lower yoke pins to be
fitted. Select the hole which will, as near as possible position the P.T.0O. shaft horizontally in
line.

Lower the quadrant lever so that the machines weight is taken by the yoke.
Adjust the top link to bring the pillar upright.
*Remove the rope arrestor loop.

Carry out final adjustment of the tractor lift arm levelling box to bring the main frame
horizontal. This should be checked with the arms at approximately half reach with the fiail
head clear of the ground.




Rermave the parking feet, turn inward 90 degrees and re-locate in their housings.

Carefully operate the machine through its full range of movement whilst checking that the
hoses are not strained, pinched, chaffed or kinked and that all movements are functioning

correctly.

* Assembile the cover plate and the hedge hood into position
Fold the machine into the transport position (see page 18 )
The machine is now ready to procede to the work site

This procedure is for initial attachment only, for subsequent attachment paras marked * do
not apply.

10
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FITTING CONTROL UNIT IN CAB

A bracket is clamped between the seat runners and their mounting base. Attached to this is a
stalk which carries the control units. Modification to either may be necessary to achieve a
comfortable working position.

On tractors other than the guiet cab models the stalk can be bent and boited to the mudwing
or the cladding of the cab ensuring that no structural member of the safety frame is drilled.

Sea 'B’.

The control unit is bolted to an angied mounting bracket in either a transverse or longitudinal
position thus giving a variety of mounting positions, which in conjunction with the flexibility of
the mounting piliar will enable a satisfactory working position to be achieved.

In deciding the final position of the control box remember not to exceed the minimum
acceptable bend radii of 8” for the cables.

The handles may be screwed into alternative holes in the levers to give an 'in line’ installation
should it be desirable.

|



RUNNING UP PROCEDURE
T.i. Model

Ensure that the rotor control valve is in “STOP” position, start tractor, engage P.T.O. allow
the oil to circulate through the return line filter for about 5 minutes without operation of the
armhead control lever.

Operate the armhead levers through their complete range ensuring that all movements are
functioning correctly.

Place the flail head at a safe attitude and move the rotor control to “START” position. After
initial fluctuation the rotor should settle to a steady speed. Increase P.T.0. speed to
approximately 360 rpm. and run for a further five minutes before disengaging and stopping
tractor.

Check the hose runs and observe that they are free from any pinching, chafing straining or
kinks. Re-check the oil level in the tank and top up as necessary.

S.i. model

Ensure P.T.0O. lever is in neutral position, and isolate tractor hydraulic linkage. Start
tractor and select external service supply. Allow the tractor to run for several minutes before
attempting to operate any of the machine control levers.

On operating move the levers through their complete range ensuring that all movements are
functioning correctly.

Check the tractor rear axle oil level and top up if necessary.

Place the flail head at a safe attitude and bring tractor engine revolutions 1o 1000 rpm.
Engage P.T.O. and allow the rotor to run for several minutes. Do not leave the tractor cab or
allow anyone to approach the flail head at this time.

Caution

Do not allow the pump to continue working if the rotor does not turn-Overheating
and serious damage to the pump can be caused in a very short time.

After running up the machine increase P.T.Q. speed to approximately 360 rpm. and run for a
further five minutes to allow the oil to circulate through the return line filter before disengaging
the P.T.0. and stopping tractor.

Check the hose runs and observe that they are free from any pinching, chafing, straining or
kinks. Re-check the oil level in the tank and top up as necessary.



REMOVAL FROM TRACTOR

Select a firm level site for parking the machine.
Remove the parking feet, turn through 90 degrees and re-locate in their housings.

Unscrew the lift ram tap and with the machine at approximately half reach in normal working
position, i.e. not broken back, operate the hydraulic services until the flail head roller is
horizontal and level with the feet on the main frame.

Disengage tractor P.T.0. and remove
Disconnect stabilizer bars or ioosen check chains as applicable.

Unbolt the control unit from the mounting pillar, remove from tractor cab and stow the levers
or switchbox clear of the ground. On Si model only disconnect the supply and return hoses
and stow with hose ends clear of the ground.

Raise the machine on the tractors linkage to take the weight off the yoke and remove the
jower yoke pins.

Lower the tractor draft links and place machine firmly on the ground.

Remove draft links and the top link from the machine, drive tractor forward and remove yoke.
Blank off the end of the return hose with plug or small plastic bag if a self seal coupling is not
fitted.

STORAGE

I machine is to be left standing for an extended period of time, lightly coat the exposed
portions of the ram rods with grease. Subsequently this grease should be wiped off before
the rams are next moved.

¥ the machine has to be stored outside tie a piece of tarpaulin or canvas over the control
assembly do not use a plastic fertilizer bag which could lead to rapid corrosion.



OPERATION

MAT1 RIAL THICKNESS CUTTING LIMITATIONS

s tir—

-

Soft Hard

PREPARATION
Read the book first
Practise in an open space without rotor running until familiar with controls.

Caution: Take care when working with the head close in as it can hit the tractor

14



TRACTOR CONTROLS

For Si models only the tractors linkage will need to be isolated.

MACHINE CONTROLS

RED GREEN YELLOW BLACK

Si.-12and3

Ti. -123and 4

HEAD ANGLE FLOAT

In addition to the normal head angle controls shown opposite a head angle float position can
be selected which allows the flail head to automatically follow the contours of the ground
when grass cutting.To obtain this position the control lever must be pushed away from the
operator beyond its normal range of movement untit it locks in the float position.

Y&



ARM CONTROLS

T —

T T T T
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ROTOR CONTROLS - T.i. model only

N

farihm p |

11 [4n 3]
PATRSTTES,

ROTOR ON/OFF - S.i. model only

Rotor onjoff is controlied by operation of the tractors P.T.O. lever
To start rotor :-

Bring tractor engine revs up to 1000 RPM

Engage P.T.O.

To stop rotor :-

Disengage P.T.0. Do not leave tractors seat until the rotor is stationary.

7



TRANSPORT POSITION

The machine is transported with the flail head carried as tightly as possible alongside the
tractor with the flails facing outwards. The head should be carried as high as possible whilst
ensuring that the folded arms do not protrude beyond the width of the tractor into the path of
ancoming traffic.The white transport lock tap on the lift ram must be screwed fully in.

MOVING FROM TRANSPORT TO THE WORK POSITION
Ensure the white transport lock tap is screwed fully out.

Unfold the arms into the required working position.

ENGAGING DRIVE

a) T.i. model

Ensure that the rotor control lever is in the 'Stop' position before engaging the P.T.0. shaft.
Allow the oil to circulate for a minute or so before operating the armhead levers. Position the
flail head in a safe position, increase the engine speed to a high idle and move rotor control
lever to ‘START'. After initial surging the rotor will run at an even speed.

b) S.i model

Place the flail head at a safe attitude and bring the tractor engine revolutions to 1000 r.p.m.
Engage the P.T.0O. and slowly increase revs. until cperating speeds are attained.

ROTOR OPERATING SPEED

450 RPM

\‘—._9—‘
2300 RPM

==

/ 4h

450 -
540 RPM 540+RPM

18



TRACTOR FORWARD SPEED

GENERAL WORKING PRACTISES

It is the operators responsibility to develop safe waorking procedures.

Always:-

Be aware of hazards in the vicinity

Make sure all guards are in position and in good condition.

Disengage P.T.0. before stopping the engine.

Wait until the flail has stopped running before leaving the tractor seat.

Disengage the P.T.0. and stop the tractor engine before making any adjustments.
Check frequently that all nuts and bolts are tight.

Keep bystanders at a safe distance.

HIGHWAY WORKING

Local highway working regulations must be observed at all times.

WARNING

It is the operators responsibility
to observe these regulations and to keep
bystanders at a safe distance.




BREAKAWAY

An automatically resetting,hydraulic ram assisted, gravity system protects the machine when
an obstruction is encountered.

Breakaway reset forces are absorbed by a pre-tensioned hollow rubber spring unit.

The breakaway geometry is such that there is a possibility of an unstable condition occurring
when in the broken back position at fuil height. When operating in conditions where there is
any likelihcod of this happening e.g. when cutting high hedges on sloping ground the latch
must always be in the lowered position. Where it acts as an abutment stop.

WIRE TRAP

Both flail hoods are equipped with a wire cutting edge welded into the underside. This plate
should not be interfered with in any way.

Any wire caught in the rotor must be immediately removed.

REMOVING WIRE
Select rotor *OFF’ and wait until it has stopped rotating.
STOP the tractor and only then remove wire.

Do not reverse the rotor in an attiempt to unwind any wire.

OVERHEAD OBSTRUCTIONS

Always be aware the machine is approximately 4 metres high when folded and take extra care
when manoeuvring in areas with overhead obstacles especially power cables.

20



HIGH VOLTAGE CABLES

if in doubt consult your local electricity company regarding a safe procedure for work.

21




HEDGE CUTTING PROCEDURE

Preliminary Precautions

Inspect the work area, remove hazardous materials and note any immoveable obstructions.

Upward cutting

For normal trimming gives:-
Better finish

Lower power requirement

Front hood and rear flap must always be in position.

Downward cutting

For cutting larger material gives:-
Poor finish
Higher power requirements

Greater machine wear

REVERSING ROTATION - T.i. model
Select Rotor ‘OFF’

Wait until rotor has stopped rotating

Swing lever stop gate through 180 degrees to allow opposite rotation to be selected.

Caution. Do not remove the lever stop gate
22




REVERSING ROTATION - S.i. model only
Fully extend the armhead and lower flail to the ground to minimise oil loss.

Release the hoses from the fiail motor rigid pipes or the rotor control valve and interchange.
Do not interchange the flail supply and return hoses at any other point as the hose routing
and cross overs in the installation are necessary to allow the hoses to fiex correctly during
arm movements.

To ascertain the direction of cut without running the machine the following applies.

Connection MP - lower motor rigid pipe } upward cutting
Connection MR - Upper motor right pipe }

Connection MP - Upper motor rigid pipe } downward cutting
Connection MR - Lower motor rigid pipe ]

GRASS CUTTING

Flails must cut upwards
Front hood cw flaps, skids and rear flap must be fitted.

The mounting holes allow two positions for the front hood and two positions for the skids. Any
combination of these positions may be used.

The roller can be set in positions 2 and 3 for bushed rollers or positions 2,3 and 4 for bali
bearing rollers.

™~y oy



ROLLER POSITION

Bushed roller

24



CUTTING SEQUENCE
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Ex‘isting lift ram hoasa.
To 'Lift Base’ conneaction
on control valve

LIFT FLOAT KIT (optional exira)

The hydraulic float kit, if fitted, should be mounted as shown in the vertical position clamped
o the lift ram barrel.

in work, with the tap open the flail head autornatically follows the ground contours.

The Iift control should be operated to take a proportion of the fiail head weight off the flail
roller. This is important, too little weight on the roller will leave uncut areas of grass while with
too much weight on the roller the ground will be scalped in places and increased flait wear,
ioss, or damage to flails could occur.

To revert to hedge cutting or to use the flail without it running along the ground the stop itap
should be closed to isolate the accumulator.

26



MAINTENANCE
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LUBRICATION

General

Grease daily all points shown.
Power take-off shaft

The P.T.0. shaft and its guards should be regularly examined. The universal joints should be
greased very spadngly i.e. one shot weekly.

Note: Overgreasing a universal joint will blow-out the cork or neoprene sealing rings that
exclude the dirt from the needle bearings inside.

The two halves of ‘the plastic guard should be checked daily to ensure that they can spin
freely on the shaft. The nylon slip rings which support the guard on the drive shait should be
lightly greased at weekly intervals.

The telescopic drive shaft should be similarly separated and grease applied to the internal
shaft at approximately 100 hour intervals.

7




HYDRAULIC SYSTEM
Oil supply
Check the oil level in the resarvoii' daily.

No fixed time period can be quoted for oil changes as operating conditions and maintenance
standards vary so widely. Burnt and scorched oil edours and the oil darkening and thickening
are all signs of oxidation and indicate the oil should be changed.

Moisture which results from condensation can become entrapped in the oil and cannct be
removed by filtration so that water contamination is progressive.

Contamination can be reduced by:-
1) Cleaning around the reservoir cap before removal, and keeping that area clean
11) Using clean containers when replenishing the system
111) Regular servicing of the filtration system

Filtration Maintenance

The machine is protected by a 125 micron suction strainer and a low pressure 10 micron full
flow return line filter.

1) Suction strainer
The strainer is permanently fixed within the reservoir.

Should symptoms of pump cavitation or spongy intermittent operation occur the tank must be
drained and flushed out with a suitable cleaning agent eg. clean diesel cil

i11 ) Return Line Filter

The elements sheuld be changed after the first 50 hours and thereaiter at 500 hour intervals. It
is important to note hours worked as if the filter becomes blocked an internal by-pass within
the canister will operate and no symptoms of filter malfunction will occur to jog your memory.



FLAILHEAD

Frequently inspect the rotor assembly for damaged or missing flails. Bolts and nuts securing
the flails to the rotor should be regularly checked and kept tight. The correct torque setting for
these locknuts is 135 Nm (100 Ibf/it.). Use only the correct flail bolt and locking nut. Check the
flail pivot bushes for possible damage or wear. They do not require oil.

Do not attempt to run the rotor with flails missing. Im-balance will cause severe vibration and
can rapidly damage the rotor shaft bearings. As an emergency measure if a flail is broken off
or lost, remove another on the opposite side of the rotor to retain balance. Always replace
flails in opposite pairs and never match up a new flail with a re-sharpened one which will of
course be lighter.

Blunt fiails absorb a lot of power and leave an untidy finish to the work. They should be
sharpened on a grindstone or with a portable grinder periodically.

Wear protective gear when sharpening flails.

Ensure that the bearing housings and hydraufic mounting nuts and bolts are kept tight. They
should be checked during servicing. :

CABLES

The cables operate on a push/pull system with the spool centering springs always returning
the spool to the neutral position when the handle is released.

Care should be taken during instaliation and operation to ensure that the cables are not
trapped or kinked. Any abrasion or damage to the outer casing should be sealed with plastic
insulation tape to avoid maisture penetrating.

No routine adjustment of the cables are necessary as they do not stretch. The threaded collar
is correctly adjusted when the lever is in a vertical position in its housing allowing an equal
amount of travel in either direction

CAUTION On no account should any attempt be made to
lubricate the cables which are assembled with
a special Jubricant during manufacture.

NOTE Take care to ascertain the correct cable
connections on both the control unit and the
valve in the event of cable replacement.
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HYDRAULIC HGSES

The condition of all hoses should be carefully checked during routine service of the machine.
Hoses that have been chafed or damaged on their outer casing should be securely wrapped
with waterproof adhesive tape to stop the metal braid from rusting. Hoses that have suffered
damage to the metal braid should be changed at the earliest opportunity.

Hose replacement
a. Replace one hose at a time to avoid the risk of wrong connections.

b. When the hose is screwed to an additional fitting or urnion, use a second spanner on the
union to avoid breaking both seals.

c. Do not use jointing compound on the threads.

d. Avoid twisting the hose. Adjust the hose line to ensure freedom from rubbing or
trapping before tightening hose end connections.

Before changing hoses study the installation these are carefully calculated to prevent hose
damage during operation. Always replace hoses in exactly the same manner. This is
especially important for the flail hoses where they must be crossed, upper to lower, at the
dipper and head pivots. The 90 degree elbows at the head bracket must point directly across
the pivot and the hoses must have no slack at this point.

Two hose clips are provided at either end of the large bore suction and return hoses. These
should be positioned so that their worm drive barrels are opposed at 180 degrees to reduce
the possibility of air entering the system. A stop tap is provided to enable the suction hose to
be changed without draining the tank.

Hose warranty

Warranty is limited to replacement of hoses which have failed due to faulty materials or
manufacture. Warranty will not be considered on hoses that have suffered damage by
abrasion, cuts or being pinched or trapped while in work. Neither will a claim be considered
where a hose end has been damaged by a biow or where the threads or unions have been
damaged by overtightening.

P.T.0. GEARBOX

The gearbox is rigidly bolted on to the mair frame and has a filler plug. Oil level is correct
when level with the filler plug aperture. The g=arbox oil should be changed every two years or
at 1000 hour intervals: whichever occurs first. The capacity of the gearbox is .25 litres (1/2
pints) S.A.E. 30/50 Tractor universal oil.
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HOSE CONNECTIONS

MAIN CONTROL VALVE

XRe=THMmMUOm>P

Supply

Retrurn - Ti shown

Lift base

Lift gland

Reach base - Restrictor C
Reach gland - Restrictor C
Angle base - Restrictor A
Angle gland - Restrictor M
Breakaway ram
To connection K

To connection J

1




ROTOR RELIEF VALVE - S.i. model only

A - Supply from pump
C - Motor upper

E - Return from main valve.
32

B - Return to fank

D - Motor lower




FOR NOTES
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SPARE PARTS MANUAL

FOR BEST PERFORMANCE....
USE ONLY McCONNEL SPARE PARTS

To be assured of the latest design improvements purchase
your genuine replacements from the original equipment
manufacturer F.W. McConnel Ltd. through your local dealer
or stockist.

Always quote machine type and serial number as well as
the part number.

Design improvement may have altered some of the parts
listed in this manual - The latest part will always be supplied
when it is interchangeable with an earlier one.
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Ref.

WO ~NOO WK -

Part No.

7183 373
71 36 330
7135033
71 35 034
7193 323
71 35293
93 63 034
71 92 026
14 67 063
04 31 105
71 83 020
04 22 628
04 31 217
7192 307
71 92 023
09 01 121
71 93 325
71 35097
71 35036
92 13 106
91 00 106

91 43 006

7192 327
7192 027
7193372
71 983 054
92 13 065
91 43 005
71 93 333
7193 025
05 03 166
12 90 033
71 35295
7105 130
71 93 374
04 21 832
09 04 114
71 11 038

Qty.

....L.....;......s.,_x_.L_.L._.x...L.....A......\.ml\jm_l.;\)...;.,,;_L_L_L_LHA.NMNNNNO)I\)M*L_L“&—L_LA-A

Description
MAIN FRAME, STABILISER & PILLAR

Main frame

P.T.O. Shatft - not lllustrated
Buffer

Buffer locating disc

Buffer abutment
Buffer bolt
Grubscrew

Top link pin
Sleeve

Spring cotter
Linkage pin
Spring dowel
Linch pin

Stand leg

Leg pin
Greaser

Latch

Spacer
Operating cord
Boit

Plain washer
Self locking nut
Stabiliser
Stabiliser pin
Pillar

Assistor ram pin
Bolt

Self locking nut
Lift ram assembly see page 67

Pin - Lift ram base

Split pin

Serial No. plate

Sticker - “Tighten check chains”
Sticker - “Read instruction book first”
Breakaway assistor ram see page 71
Spring dowel

Hose clip

PTO Guard

cup point

straight
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MAIN ARM & ROCKER
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Ref.
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Part No.

7193 330
72 13 023
s 0t 121
7193 025
12 90 256
05 03 166
7193 033
85 01 508
7193 358
7193 022
71 93 334
71 93 360
09 01 124
60 12 032
71 93 370
7193014
g2 13 085
71 93 366
93 13 055
93 13 055
91 00 305
12 90 255
80 55 002
71 83 034

Qty.

AAMG}MN—LNN—L#AMA—LAQ}NU‘AL@A—L

Description

MAIN ARM ROCKER & TENSION LINK

Rocker
Bush - Rocker pivot
Greaser straight

Pivot pin - Tension link, Reach base & lift ram rod
Sticker “Logo roundel”

Split pin '

Pivot pin - Main Arm and rocker
Spiit pin

Main arm

Pivot pin - Reach

Reach ram assembly - see page 67
Tension link

Greaser

Bush

Hose guide - Main Arm

Hose clamp

Bolt

Hose cover - Main Arm

Bolt

Setscrew

Internal serrated washer

Sticker “"McConnel”

Sticker “Sling here"

Pivot pin - Dipper
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Ref. Part No. Qty. Description
DIPPER ARM & ANGLING MECHANISM

1 7193 359 1 Dipper arm
2 7136 035 2 Bush - head pivot
3 71 01 083 6 Bush - Radius arm pivot and slave link
4 7213023 2 Bush - Dipper pivot
5 08 01 121 4 Greaser - straight
6 7193 025 1 Pivot pin - Tension link
7 0503 166 1 Split pin
8 71 93 382 1 Hose guide - dipper
9 71 93 367 1 Hose cover - dipper
10 71 93 014 2 Hose clamp
11 92 13125 i Boit
12 92 13 085 1 Bolt
13 12 90 295 1 Sticker ‘Power Arm’
14 12 90 370 1 Sticker '9058'
15 12 90 347 2 Sticker ‘Chevrons’
16 71 93 019 1 Hose clip - angle
17 93 13 055 2 Bolt
18 93 13 055 2 Setscrew
19 91 00 305 6 Internal serrated washer dia
20 75 60 344 1 Angie ram assembly - see page 70
21 71 92 024 1 Pivot pin - Angle ram base
22 71 92 311 1 Radius arm - rear
23 7192 310 1 Radius arm - front
24 71 82 309 1 Slave link
25 7192 008 1 pivot pin - Angle ram rod
26 71 92 009 1 Pivot pin - Siave link
27 95 01 406 5 Split pin
28 71 92 308 1 Head pivot tube
29 71 92 316 1 Jaw plate
30 04 23 548 1 Spring dowe
31 92 13185 i Bolt
32 91 43 005 3 Self locking nus
33 71 93 376 1 Hose junction bracket
34 02 11 146 1 Bolt
35 02 11 126 1 Boit
36 01 41 006 2 Self locking nut
37 7193375 1 Hose tray
38 8313 045 2 Setscrew
39 71 96 024 2 Hose clamp
40 93 13 053 2 Setscrew
41 91 00 203 2 Spring washer

(]




FLAIL HEAD

Sheet 1
R Hand illustrated
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Ref.

3
4

Part No.

7193 403
7193 402

7191095
7190 315

7193 401
7193 400

7191 054
71 91 320

Qty.

40
40

20
20

Description

FLAIL HEAD L HAND WITH PRESSED FLAILS
FLAIL HEAD R HAND WITH PRESSED FLAILS

Flail bush
Flail - pressed

FLAIL HEAD L HAND WITH CAST FLAILS
FLAIL HEAD R HAND WITH CAST FLAILS

Flail bush
Flail - cast

Parts lists for left or right hand flails are identical for either pressed or cast flait builds the

difference being in the assembiy.

The ‘hand’ of a flail head is determined by which end of the rotor the motor is mounted on
when viewed from the rear,

Machines are despaiched as standard with the motor mounted on the inboard end of the
rotor therefore it should be noted that a left hand flail head is needed if it is required to cut

an the right side of the tractor.

The remaining items are common to all flail assemblies

25

26

27
28
29
30
31

71 93 364
71 93 365
7191 314
71 80 261
08 G1 124
85 82 041
06 00 018
7190015
7190 022
71 80 025
04 21 608
71980024
9313076
7190 292
83 13 045
81 00 205
06311126
0311 146
81 21 044

81 21 043
7191 088
7191098
01 41 006
7181 109
01 41 005

61 00 305
7191 284

Rl ¥ 2 B SR « S A AR U L TS 1 T % T 2 TN, T R Ry

U
wn

req.
as
req.
as
req.
as
req.
18
20
20
20

Flail casing R Hand
Flail casing L. Hand
Rotor

Bearing housing
Greaser

Plug

Ball bearing

Mator locating washer
Internat circlip
Clamp washer
Spring dowel
Tabwasher
Setscrew

Cover plate
Seiscrew

Spring washer
Setscrew
Setscrew

Shim .24

Shim 0.16

Shim 2.5mm
Shim 1.5mm
Self locking nut
Boit

Self locking nut .

interral shakeproof washer
Roller

[42]
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Ref.

Part No.

Qty. Description

FLAIL HEAD ASSEMBLIES - continued

The following iterns are common to all flail head assemblies

32
33
34
35
36
37
38
39
40
41
42
43
44
45
46
47
48
49
50
51
52
53
54
55
56
57
58
59
80
61

62
63
64
65
86
&7
68
68
70

71
72
73
74

75
76

71 91 288
71 91 287
71 91 286
08 01 121
04 25 408
71 95 285
04 01 225
71 91 081
71 91 082
71 91 093
06 00 088
02 11 183
01 41 003
03 11 106
71 91 279
71 91 094
95 01 406
7491 300
7191 319
93 13 075
93 13 055
91 43 005
71 91 283
0211 186
12 90 003
12 90 255
12 90 297
12 80 341
0311 148
71 91 107

83 01 263
7180008
7191055
7191056
86 00 121
93 00 014
85 81 270
86 50 106
9360 136

7191 321
7190 035
7190 350
92 93 054
91 43 004

85 18 045
85 18 065

86 99 216

Rofter bracket - Right hand - not iilus
Roller bracket - Left hand
Raoller axle

(Greaser

Spring dowel

Roller spacer

External circlip
Sealing washer set
Spacer washer - small
Spacer washer - inner
Ball bearing

Boit

Self locking nut
Setscrew

Frent hood

Hood pivot pin

Split pin

Rear flap

Clamp strip

Setscrew

Setscrew .

Seif locking

Motor cover

Bolt

Serial No. plate
Sticker “McConnel”
Sticker "Instructions”
Sticker 'Flai’ guarding
Setscrew

Rolter shim

PO b ok ek ok o ek (O PO 2 S S HNNNNNPD DN R S e

e 3]
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Hydraulic motor

Drive coupling

Motor connection R Hand
Motor connection L Mand
'O ring

Capscrew socket headed
Union

Bonded seal
Capscrew socket headed

PN N T . N . Y T SIVE SIE R 4

OPTIONAL EXTRA

FRONT FLAP KIT compr:-

7 Front flap

1 Clamp strip

14 Boit - cup sq.
14 Self locking nut

ANCILLIARY PARTS

Motor lower
- Motor upper

Hose
Hose

SEAL KIT for hydraulic motor

(7]




GUARD

Ref.

1
2
3
4
5

Part No.
73-13-324

73-13-048
73-13-050
60-01-064
60-01-065
73-13-051

Qty.

[e) BN e )

L3,

SO

A
NN

ja ¥

Description
CAB GUARD KIT

Guard panel - large
Guard panel - small
Spring

Hook

Hook




CONTROL MOUNTING @ === _EE===C=E

Ref. Part No. Qty. Description
71-90-319 CONTROL MOUNTING ASSEMBLY
1 71-09-320 1 Sandwich plate
2 71-09-146 1 Pillar inciuding spring dowel
3 04-22-816 1 Spring dowel
4 93-13-066 1 Setscrew
5 91-13-006 1 Nut
6 93-11-086 1 Setscrew
7 01-11-006 1 Nut
8 01-00-206 1 Spring washer

;46|




HYDRAULIC INSTALLATION
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Ref.
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10
11
12

Part No.

81 30 410
81 25 360
80 13 401
85 32 014
85 31 323

81 30 411
80 13 339
8125377
81 25 378
85 01 158
8511 253
09 04 204

Qty.

ek ek ey dy

e b emdh wekh mad wek

2

Description

HYDRAULIC INSTALLATION SEMI INDEPEN-
DENT MODEL ONLY

Control valve assembly (see pages 49~-52)
Rotor relief valve assembly (see page 61)
Gearbox/pump assembly (see page 55)

Hose o tractor
Hose fractor

HYDRAULIC INSTALLATION FULLY INDEPEN-
DENT MODEL ONLY

Control vaive assembly {see pages 49 — 52)
Gearbox/pump assembly (see page 53)

Rotor control valve assembly R Hand (see page 59)
Rotor control valve assembly 1. Hand (see page 59)

Hose Return to rotor on/off valve
Hose Supply from pump
Hose clip -

The remaining items are common to all models

13
14
15
16
17

18

19
20
21
22
23
24
25
26
27
28
29

85 00 836

7109 319
85 38 085
85 38 045

8538 075

85 35 022
856 15 132
85 35 142
8515182
8501 122
09 04 106
09 04 107
7106 187
71 35084
7213 005
7193 026

1

1
2

—

CONNMN B B DN - a

Hose low pressure rotor valve-tank
Tank assembily see page
Control mounting assembily-nat illus-see page 46

Hose - . motor supply
Hose . Pump-RC valve
R.Hand

Hose Pump-RC valve
L.Hond

Hose it

Hose Heach base
Hose y . Reach gland
Hose : . Bngle

Hose " Suction from tank
Hose clip - '

Hose clip -

Hose tie

Hose tie

Hese armour coil -
Hose armour coil
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Ref.

Lo~

Part No.

81 30 410

81 30 084
81 30 134
81 30 022
81 30 149
80 00 112
81 30 156
8130124
81 16 011
81 30 083
86 50 104
85 81 254
86 50 102
85 81 300
8581 115
60 00 113
85 81 268
81 30 046
81 30 G66
81 30 048
86 50 103
9213124
91 13 004
91 00 204

86 00 163

81 30 411

Qty. Description

HYDRAULIC CONTROL ASSEMBLY FOR SEMI
INDEPENDENT MODEL

CONTROL VALVE

Centering spring and detent assy-Angle
Centering spring assembly
Non-return valve assembly
Relief valve assembly 1800 psi(125 Bar)
Union ' ‘
Relief valve housing
Relief valve ‘09’
Spring
Relief valve body
Bonded seal
Tee ) .
Bonded seal . -
_i0SS
Adaptor
Union
Swivel adaptor
Restrictor union ‘A’
Restrictor union ‘M’
Restrictor union ‘C’
Bonded seal
Bolt -
Nut
Spring washer

mmwmm_ma._n_x._a._knaun_a.d#._t_;_&_x_tm_n

SEAL KIT

HYDRAULIC CONTROL ASSEMBLY FOR
FULLY INDEPENDENT MODEL

The parts list is identical to above with the following exceptions. becomes

24

25

26
27
26

81 25 008

85 35 092

7193039
93 13 045
91 00 305

1 Return conrnection

ANCILLIARY PARTS

2 Hose Cross-breakaway
ram and lift relief vaive - return

1 Valve mounting plate

1 Setscrew

2 Internal serratted washer -

[50]




_u_____

i
i
i

| "““

i

O

LEVER CONTROLS

27

571




Ref.

Co~NON P WH —

10
11
12
13
14
15
16
17
18
19*
20
21
22
23
24

Part No.

81 30 391
81 30 144
71 14 071
80 17 006
93 13 034
01 00 102
81 30 065
92 43 072
7109 131
7109 132
09 03 112
09 03 113
0903 114
91 13 004
12 80 368
91 00 204
93 43 022
04 25 540
81 25 046
7115158
7115160
7115162
81 25 050
01 31 006

*Spare Note

A LG ek e DD DU WD e DWW W

Qty.

Description
HYDRAULIC CONTROL ASSEMBLIES continued

Control block

Control block spindle
Control block mounting base
Mounting bracket
Setscrew

Thin washer

Lever pivot box assembly
Socket headed capscrew -
Lever handle long

Lever handie short

Lever knob Reach {Red)
Lever knob Angle (Green)
Lever knob Lift (Yellow)
Hexagon nut

Operating instruction label
Spring washer

Socket headed capscrew
Spring dowel

Cabie & spacer & pin, sleeve, flange etc
Spoc! eye bush

Pin

Sleeve

Flange

Thin locknut

An alternative cable assembly may be fitted depending on supply availability

The complete assembly is interchangeable and thus retains the same PartNumber
81 25 046

Individual cable components are not interchangeable thus before ordering spares
the cable must be correctly identified

The cable listed above is manufactured by "BOWDEN" and is BLACK

The alternative cable manufactured by *TELEFLEX MORSE" is RED and consists of

19
20
21
22
23
24

81 25 046
81 25 049
81 25 050
81 25 051
91 00 016
80 17 004

UK W W e

Cable assembly inci sleeve, flange eic
Cable sleeve

Flange

Pin

Thin locknut

Spool eye bush

377




o
GEARBOX, PUMP ﬁ";.,‘;“m-

Ti

iz "\!‘
N o
N\ v s
=9\ |/
~ b A ]

' 62 - €




— Sow— i, S——— WOUTR. TE. VTS W W

A A ., SOV S S ————r ——-

S W — S G I S
TN e O S W DK DEATOWWI W W S
" -— I

Ref. Part No.

80-13-399

ek

86 13 360
86 00 523
82 01 466
82 01 466
4 80 13 398
5 80 13 023
6 80 02 059
7

8

W M

85 01 099

09 04 204
g 80 13 088
10 86 00 118
11 60 00 112
12 85 50 104
13 92 13 094
14 93 13 054
15 91 00 204
16 93 13 056
17 81 00 206
18 81 Q0 104
19 80 13 081
20* 85 81 280
21%* 85 81 281
22 85 81 136
23 86 50 106

86 99 215
89 99 231

*Assembly Note

Qty.

U L (T W S N O o+ T N T A T o T e

Description
GEARBOX PUMP ASSEMBLY - T.I. MACHINES

Gearbox 4.59:1 (see page 57 )
'O’ ring

Tandem pump CPL 33/57 -
Tandem pump - Ultra - Alternative build
Suction adaptor

Gasket

Adaptor

Connecting hose

Hose clip

Pump flange

'Q; ring

Adaptor

Bonded Seal

Bolt

Setscrew

Spring washer

Setscrew

Spring washer

Plain washer

Gearbox label

Elbow .

Adaptor

Union

Beonded seal

As shown.

PUMP SEAL KIT - _
PUMP SEAL KIT - Ulira

ltems 20 and 21 to be assembled using PTFE tape

[54]
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Ref. Part No.

80 13 401

80 13 360
86 00 523
82 01 463
82 01 466
4 80 13 402
5 8013 023
6* 85 81 280
7* 85 81 281
8 80 13 088
9 86 00 118
10 85 81 136
11 86 50 106
12 92 13 094
13 93 13 0564
14 91 00 204
15 93 13 056
16 81 00 206
17 80 13 081
18 91 00 104

W N =

86 99 215
86 99 231

*Assembly note

Qty.

Description

GEARBOX PUMP ASSEMBLY FOR 5.1. MAC-
HINES

gearbox 4.59:1 (See page 57 )
O Ring

Pump CPL 33/5.7 -

Pump - Ultra - Alternative build
Suction adaptor

Gasket

Elbow

Adaptor

Pump flange

'O’ ring

Union

Bonded seal

Bolt

Setscrew

Spring washer

Setscrew .

Spring washer

Gearbox label

Plain washer

- As shown

PUMP SEAL KIT -
PUMP SEAL KIT - Ultra

ltems 6 & 7 to be assembled using PTFE tape
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Ref.

©Co~NO, P W

Part No.

80-13-360

80-13-384
80-13-385
80-13-370
80-13-371
80-13-374
06-00-063
06-00-064
06-00-065
86-29-151
92-13-064
91-00-204
93-43-074
80-13-375
80-13-376
85-81-133
85-82-042
86-50-102

P — PO ek PG B B et D) b ek el bk L

Qty.

Description
GEARBOX ASSEMBLY (4.59:1)

Gear 78 teeth

Pinion 17 teeth

Gearbox casing - input
Gearbox lid - output
Input Shaft 1 3/8" dia x 6 spline
Bearing

Bearing

Bearing

Shaft seal

Boit

Spring Washer
Capscrew socket headed
Sieeve dowel

Breather

Plug-level and drain
Taper plug .

Bonded seal
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Ref. Part No. Qty.
81 25 377

1 80 02 086 1
81 25 378

2 85 81 205 1

Description

ROTOR CONTROL VALVE ASSEMBLY T.1
MACHINES R.HAND.

Adaptor

ROTOR CONTROL VALVE ASSEMBLY T.L
MACHINES L. HAND - shown inset

Extended adaptor

ltems 3 -28 inclusive are common to both R and L Hand rotor control valves

3 81 25 355
4 8125107
5 81 25108
6 85 81 270
7 85 81 269
8 7114 005
9 86 50 106
10 81 25 102
11 81 25 097
12 81 25 088
13 81 25 089
14 8125100
15 01 31 006
16 93 43 033
17 81 25 093
i8 81 30 053
19 04 25 540
20 81 30 065
21 82 43 072
22 81 25 089
23 83 13 034
24 91 00 204
25 12 90 338
26 7114 072
27 08 03 121
28 91 13 004

P e A 1 T =S I N B g, B L B T i ¢ 1 SR A % B

86 89 218

Rotor control vaive
Relief vaive 3000 (210 Bar)
Detent assembly
Union
Adaptor
Elbow
Bonded seal -
Cable assembly c/w sleeve flange etc
Sleeve
Flange
Pin
Bush
Thin locknut
Capscrew - socket headed
Control biock
Control spindie
Spring dowel
Pivot box assembly
Capscrew - socket headed
Lever control gate
Setscrew
Spring washer
Operating label
Lever
Knob - black
Thin nut

SEAL KIT
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Part No.

81 25 360

81 25 3562
81 25 107
85 81 136
80 02 086
86 50 106
71 14 005
80 03 001
86 50 103
92 13135
91 13 005
91 00 205

NN = = e O

Description

ROTOR RELIEF VALVE ASSEMBLY (S| MODELS
ONLY)

Valve block

Relief vaive cartridge incl. 'O’ rings-207 Bar
Union

Adaptor

Bonded seal

Swept 90 elbow low pressure
Plug

Bonded seal

Boit

Nut

Spring washer
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HYDRAULIC TANK




Ref. Part No. Qty. Description
HYDRAULIC TANK & COVER PLATE R. HAND
71 92 357 Oil tank assembly compr:-
1 71 92 351 Qil tank
2 84 01 060 Return filter head
3 84 01 041 Element
4 12 90 023 Sticker ‘Filter instructions’
5 84 01 063 Breather
6 85 81 291 Adaptor
7 86 50 224 Bonded seal
8 71 14 05 Swept elbow
g* 85 81 187 Adaptor
10 85 81 203 Drain plug
11 93 13 054 Setscrew
12 91 00 204 Spring washer
13 71 92 062 Cover - plain

14 71 92 063
15 84 01 058
16 86 00 151

Cover - tapped
Qil level sight glass
O ring

17 71 83 343
18 12 80 283
19 12 90 369
20 12 80 365

Cover plate R. Hand
Stripe R. Hand

Tank stripe - ‘PAS058’
Sticker ‘McConnel’ roundel
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21 93 13 045 Setscrew

22 91 00 305 Internal serrated washer
23 7192 029 Tank strap

24 93 13 056 Setscrew

25 91 43 006 Self locking nut -

26 12 90 023 Label 'Oil Fiiter’

HYDRAULIC TANK & COVER PLATE - L.LHAND
Parts are identical to the R.Hand assembly with the following exceptions.

17 7193 344 1
18 12 90 284 1

Cover plate L.Hand
Stripe - L.Hand

* Assembly note
liem 9 to be assembled using PTFE tape
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Part No.

81-26-273

81-26-271
81-26-015
81-26-016
86-00-103
71-35-007
71-35-284
71-35-006
86-00-107
86-08-107
04-16-110
04-20-820
81-08-006
85-81-205
85-81-151
81-26-277
81-26-031
91-43-004
85-50-106
85-81-115
86-50-103
85-50-102
85-35-062
12-80-029

Qty.

Description
LIFT FLOAT KIT

Accumulator {600 psi)
Charge valve assembly incl. 'O’ ring
Charge valve core
‘O’ ring
Tap assembly compr:-
Tap body
Tap spindle
‘O ring
Anti extrusion ring
Internal circlip
Spring dowel
Knob
Adaptor
Back nut
Bracket
‘U’ bolt M8
Self locking nut ”
Bonded seal
Adaptor
Bonded seal
Bonded seal
Hose _ _
Sticker - Nitrogen pressure warning
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Ref. Part No. Qty. Description

71 93 333

7135283
09 01 121
71 93 028
60 12 032
86 00 119
09 01 121
71 35 004
86 38 740
93 63 023
10 71 35282
11 86 29 164
12 87 00 740
13 87 09 740
14 86 29 147
15 7101134
16 8581 115
17 80 03 001
18 86 50 103

oo~ bs WM

19 60 01 125

71 35 005
20 71 35284
21 71 35 006
22 86 00 107
23 86 09 107
24 04 16 110
25 81 08 006
26 04 20 820
27 86 50 103

86 89 187
Assembly note
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LIFT RAM ASSEMBLY

Ram cylinder
Greaser
Piston rod
Bush

‘0’ ring
Greaser
Piston

Piston seal
Grub screw
Gland housing
Gland seal

‘O ring

Anti extrusion ring
Wiper

Bush - ram base
Union ) )
Plug ..

Bonded seal

- straight

straight

ANCILLIARY PARTS

ND wh b md bk bk b

Restrictor union
Lock tap assembly compr:
Tap body
Tap spindle
‘O ring
Anti extrusion ring
Internal circlip
Tap knob
Spring dowel
Bonded seal

SEAL KIT

Fully tighten item 9 and centre pop edge of hole to retain.




REACH RAM
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Part No.

71-93-334

71-35-283
09-01-121
71-93-029
60-12-032
86-00-119
09-01-121
71-35-004
86-38-740
93-63-023
71-35-282
86-29-164
87-00-740
87-03-740
86-29-147
71-01-134
85-81-115
80-03-001
86-50-103

86-89-187

Assembly note
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Description

REACH RAM ASSEMBLY

Ram cylinder
Greaser .
Piston rod
Bush

‘O’ ring
Greaser - straight
Piston c/w seal and grub screw
Piston seal

Grub screw

Gland housing

Gland seal

‘O’ ring

Anti extrusion ring

Wiper

Bush - ram base

Union

Pilug

Bonded seal

-straight

SEAL KIT

Fully tighten item 9 and centre pop edge of hole to retain.
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ANGLING RAM

Ref.

1
2
3
4
5
8
7
8
9

Part No.

75-60-344

71-35-282
71-35-009
71-05-050
75-60-095

-86-28-187

86-29-188
93-63-023
71-35-291
86-29-148
04-16-240
86-29-148
86-00-302
86-09-302
09-01-121
85-81-169
86-50-102

86-99-188

* Assembly note

Qty.
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Description
ANGLING RAM ASSEMBLY

Cylinder

Rod

Bush

Piston

Piston seal
Bearing ring

Grub screw scoket head
Gland housing
Giand seal
Internal circlip
Wiper seal

‘O’ ring

Anti extrusion ring
Greaser

Union

Bonded seal

SEAL KIT

Tirjhten fully and cantre punch edge of hole tc secure.
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BREAKAWAY ASSISTOR RAM
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Part No

71893 379
71 93 380
81 30 164
7193 058
81 16 011
04 11 216
86 29 158
86 29 152
09 01 121
85 81 115
86 50 103

Qty
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Description

BREAKAWAY ASSISTOR RAM ASSEMBLY

Ram barrel
Ram rod

Helief valve - 04
Valve retainer
Spring

internal circlip dia 16
Rod seal

Rod wiper seal
Greaser
Adaptor
Bonded sea!
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