
ALAMO INDUSTRIAL® 

Specifications 
INTERSTATER® REMOTE WING CONTROL 

 
It is the purpose of this specification to describe a remote control for raising and lowering the left wing of 
the Interstater to give the operator easier access to the cab of the tractor.  The unit bid shall be the 
manufacturer’s current production that meets or exceeds the following minimum specifications.  Only a 
standard production machine can be bid on these specifications and a supplier will not be allowed to 
modify his standard production unit in order to meet these specifications. 
 
MOUNTING: 
The auxiliary remote control for raising and lowering the Interstater’s left wing shall be 
mounted on the front of the tractor.  

 
 
___________ 

  
ACTIVATION: 
Two levers, mounted on the front unit, shall activate the wing movement.  A removable 
key must be used to engage the power to the controls. 

 
 
___________ 

  
HYDRAULIC POWER UNIT: 
A hydraulic power unit, with an integrated electric motor and pump, shall be used to 
supply the hydraulic power to the system. 
The electric motor shall be rated at 12-V, DC. 
The electrical power shall be supplied by the tractor’s battery. 
The power unit shall be rated at 2.6 gpm @ 1,000 psi and 175 amps, and 1.7 gpm @ 2,000 
psi and 260 amps. 

 
 
___________ 
___________
___________ 
 
___________ 

  
HYDRAULIC OPERATION: 
The remote control unit shall not interfere with the hydraulic operation of the wing from 
the tractor’s operator position. 

 
 
___________ 

  
HYDRAULIC RESERVOIR: 
The existing Interstater hydraulic reservoir shall be used for the system. 

 
___________ 
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